
 
Eagle Lights EL60WR-P Installation Instructions 

 
Included Parts: 
EL60WR-P 
 

Warning! 

 
For models WITH main fuse: 
To prevent accidental vehicle start-up, remove 
the main fuse before proceeding. 
 
For models WITHOUT main fuse: 
To prevent accidental vehicle start-up, 
disconnect negative (-) battery cable before 
proceeding. 
 

 Installation 

Read and understand all steps in the 
instructions before starting the installation. 
 
Step 1: 
Remove the seat on all models except for the 
2010 to 2013 Street Glide and Road Glide. If 
you have a 2010-2013 Street Glide or Road 
Glide model, proceed to step 2.  
 
Step 2: 
Locate the rear wiring harness for your bike.  

● On 2010-2013 Street Glide or Road 
Glide models, it is located in the left side 
panel. 

● On all other models, it is located 
underneath the seat. 

 
Step 4:  
Disconnect the harness from itself. 
 
Step 5: 
Connect the Eagle Equalizer inline.  
 
Step 6: 
Secure the module within the compartment.  
 
Step 7: 
Reinstall the seat.  
 
Step 8: 
Test the turn signal function.  

 
If the turn signals are not blinking at the correct 
speed, run TSSM reset 1. If fast blinking 
persists, run TSSM reset 2. 
TSSM Reset 1: 
1. Turn ignition on. Do NOT start the bike.  
2. Turn on the RIGHT side turn signal. Let it 
flash 2 times.  
3. Turn on the LEFT side turn signal. Let it flash 
2 times.  
4. Turn on the RIGHT side turn signal again and 
let flash a minimum of 10 times.  
5. Turn the ignition key off and then back on.  
6. Check the turn signals to see if the rapid flash 
has been fixed. If rapid flash on the turn signals 
is still happening, follow the procedure below. 
 
TSSM Reset 2: 
1. Turn ignition on. Do NOT start the bike.  
2. Turn on the RIGHT side turn signal. Let it 
flash 2 times.  
3. Turn on the LEFT side turn signal. Let it flash 
2 times.  
4. Turn on the RIGHT side turn signal again. Let 
flash at least 10 times.  
5. Turn on the LEFT side turn signal again. Let 
flash at least 10 times.  
6. Turn the ignition key off and then back on.  
7. Check the function of the turn signals.  
 
If this unit does not match up with your turn 
signal wiring, we have different models available 
with different plug ends. Please contact us at 
1-800-921-3162 and we can help you get the 
correct part. 


