
Eagle Lights SBL4 Installation Instructions

Included Parts:
SBL4 Lighting Kit x 1
Hardware Package x 1

Warning!

For models WITH main fuse:
To prevent accidental vehicle start-up,
remove the main fuse before proceeding.

For models WITHOUT main fuse:
To prevent accidental vehicle start-up,
disconnect negative (-) battery cable before
proceeding.

Installation

Read and understand all steps in the
instructions before starting the installation.

Step 1:
Park the motorcycle on a hard, level surface
and turn IGN OFF. Allow the engine
and exhaust system to cool

Step 2:
Remove both saddlebags. This will allow
you to gain access to the saddlebag
supports. Place both bags on a soft and
level surface.

Step 3:
Locate the hardware that is included with
the kit. Take the 4 screws and 4 brackets
from the hardware kit. Insert the screws
through the brackets all the way into the
LARGE MOUNTING hole.

DOT NOT THREAD THEM INTO THE
SMALL MOUNTING HOLE.
Remove the Screws and Brackets. Set them
aside.

Warning!

The holes are not factory threaded.
Thread the screws all the way through to
create the threads. Do not thread screws
in without the bracket. It will Damage the
LED insert.

Step 4:
The LED insert assemblies are not
side-specific. Route the wiring from one of
the assemblies through the opening in the
saddlebag support. Insert the assembly
through the opening.

Step 5:
Place one of the assembly brackets over
the top mounting boss on the backside of
the Insert. Align the notch with the small
large mounting hole on the backside of the
Insert. Route the wiring around the
mounting boss towards the top of the insert
assembly. Secure the bracket to the insert
with one of the included #8 X 1/2” Pan Head
Screws.

Step 6:
Install another assembly bracket on the
lower mounting hole.

Step 7:
Repeat the steps above for the other side.

Step 8:
Remove the seat.
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Warning!

It is extremely important to route the
wiring away from moving parts, pinch
points or extreme heat.

Step 9:
Route both lengths of wire from the LED
inserts toward the battery compartment.
Use the included zip ties to secure the
wiring away from moving parts and heat
sources.

Step 10:
In the battery compartment, find the
rear-lighting wiring harness. Connect the
wiring in-line between the existing
harnesses.

Step 11:
Connect the LED insert 3-Pin connectors to
the 3-Pin connectors from the Adapter.

Step 12:
Test the operation of all lights before
operating the bike and reinstalling the seat
and saddlebags.

Step 13:
Reinstall the seat and saddlebags.


