
PLATFORM PEDALS
     Thank you for purchasing Straitline Platform Pedals! They are designed and 
manufactured right here in our state of the art facility in Sidney BC, Canada!  We all 
love to ride and take great satisfaction in producing products that you can depend on for 
a long time to come.   We also take great pride in designing and making products that are 
light strong and look stunning.  Enjoy!
ASSEMBLY:
    1) Insert HexaGrip traction screws into desired locations tightening by hand, then torque to 32 in./lbs. 
(3.5Nm) using a 5mm  socket

INSTALLATION:
    1) Identify right and left hand pedals by looking for left hand ID groove on threaded end of spindle.
    2) Install pedals first by hand, using a counter clockwise rotation for left thread and clockwise rotation for 
right thread.
    2) Tighten firmly using a 15mm pedal wrench or other slim 15mm open end wrench.

MAINTENANCE:
    1) Examine pedals before every ride for signs of damage, replacing damaged or worn components as 
necessary.
     2) These pedals use semi-sealed polymer bushings that are highly resistant to contamination, however 
periodic maintenance must be performed to ensure proper performance over the life of the pedals.
  
Cleaning & Lubrication:
     To disassemble use a small flat blade screwdriver to pry off the outermost poodle clip (#9).  *Tip - put 
a wrap of tape on the screwdriver to protect finish of pedal body.   Next slide off the clip cover (#10) and 
remove the next poodle clip, then remove the aluminum thrust washer (#8), and outer thrust washer (#7). 
Now slide pedal body off of the spindle being careful not to loose the inner thrust washer (#4) or o-ring 
(#3).  Simply wash the pedal with soap and warm water to remove all debris and contamination, allow to 
dry and reassemble in the reverse order. 
      These pedals use self lubricating bushings, however we add a small amount of grease in the factory 
and suggest that they be lubricated using a smithering of  quality grease such as Park PolyLube.

MAINTENANCE TIPS
    If pedals develope side 
to side play, the first thing 
is to check  that the o-ring 
(#3) is in the proper position, 
and is not damaged.  The 
next thing to check is the 
condition of the plastic thrust 
washers (#4 & #7).  If they 
appear excessively worn or 
damaged replace them. They 
are intentionally designed to 
wear instead of the bushing 
flange.  
    There is a certain amount 
of radial clearance in the 
bushings.  This is necessary, 
and is not a need for 
concern.  You may feel some 
play when holding them 
in your hand, but they will 
actually feel normal when 
ridden.
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# Description Qty.

1 Pedal Body 1

2 Spindle (when ordering specify right or left) 1

3 O-Ring #111 (available at most hardware stores) 1

4 Inboard thrust washer 1

5 Inboard Igus bushing 1

6 Outboard Igus bushing 1

# Description Qty.

7 Outboard thrust washer 1

8 Aluminum thrust washer 1

9 Poodle Clip 2

10 Clip Cover 1

11 HexaGrip traction screw 28

For more information please visit: www.straitlinecomponents.com

REPLACEMENT PART INFO

1) Soft rebuild kits are available through dealers, and include all 
parts #3 - # 10 in appropriate quantites to rebuild both pedals.

2) Replacement HexaGrip traction screws are available through 
dealers in packages of 10 pcs.

3) Replacement Spindles are available through dealers, individually.

SEE WEBSITE FOR BUSHING 
REPLACEMENT INSTRUCTIONS


