
Please read and save these instructions. Read through this owner’s manual carefully before using product. Protect yourself and others by observing all safety
information, warnings, and cautions. Failure to comply with instructions could result in personal injury and/or damage to product or property. Please retain
instructions for future reference.

Operating Instructions and Parts Manual                          

Flood light mounting Street pole mounting

2. Description: 
 Fixture:Aluminium spinning housing; rust and corrosion proof;polyester powder coating. 

Diffusor: High light transmittance glass. 
LEDs: SAMSUNG/Seoul.
Finish:Dark Bronze or White. Environmentally friendly polyester powder coatings. 
Mounting: Fast installation panel for ceiling mount, wall mount or pole mount.
3. Dimensions (inches)
1) Canopy

      Canopy surface mounting

2) Flood light

3) Street light3) Street light
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4.  Ambient temperature for lighting fixture:  -30° F~ +130° F
5. SAFETY INSTRUCTION 
Read instructions carefully before attempting to install fixture. Retain instruction for future reference. 
All wiring should be performed by a qualified electrician.
Disconnect power before installing or servicing. This fixture must be wired in accordance with the National Electrical Code and applicable 
local codes and ordinances. 
Proper grounding is required to ensure personal safety. 
This fixture is for outdoor use and should not be used in areas with limited ventilation or high ambient temperatures.
6. Location
1) Canopy

Fixture should be ceiling mounted. Fixture should be located at least 12” away from any structural detail and from adjoining. 

Fixture should not be recessed. 

2) Flood light
Fixture can be installed in many locations.
3) Street light

Select a location on a structurally sound, pole 10-25 feet from the ground. Fixture should be located on pole at 18” below any overhang 

Caution - Risk of Fire

Select a location on a structurally sound, pole 10-25 feet from the ground. Fixture should be located on pole at 18” below any overhang 

or other structural detail. Fixture should not be recessed. Fixture must be positioned in vertical position with lens down
7. Assembly
1) Canopy

2) Flood light

3) Street light

8. Mounting:
1) Canopy Mounting

Easy Installation plate ASet Screw

Fig 1

Fig 2

Easy Installation plate B

Anti-drop off spring

Fig.1 It shows the dimension which can apply for the installation 
(Dimension: mm)

Fig.2  Fixed the Easy installation plate A on the ceiling with four 
expansion bolt (Expansion bolt should be provided by end user)
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2) Flood Lighting Mounting

The luminiaire is supplied with a trunnion and can be mounted on a flat surface with the hardware you provide.
Fig.1 It shows the dimension which can apply for the installation (Dimension: mm)

Fig. 3 Hang the Easy Installation Part B on the Part A like below. 
Pay attention that you put into the correct slot.

After you fix the Part B into the part A, tighten the set screw. (Be 

Fig 3

Fig.1 It shows the dimension which can apply for the installation (Dimension: mm)
Fig.2 Complete the wiring to the power source and ground (See the Wire Diagram). 
Fig.3 The trunnion mounting bracket offers 120 degree positions. To make a selection, remove the postioning screw,lossen
       trunnion bolts, rotate trunnion to desired angle. Reinsert postioning screw and tighten.
3) Street light (Arm mounting)

The luminiaire is supplied with a arm and can be mounted on a round pole which the diameter is 4"
Fig.1 It shows the dimension which can apply for the installation (Dimension: mm)
Fig.2  Insert the bolts which attached on the luminiaire
       Complete the wiring to the power source and ground (See the Fig.5).   
Fig.3 Tighten the bolts by the nuts.
9. Photoeye installation (If coming with photoeye)9. Photoeye installation (If coming with photoeye)
Photocell may be installed in the field. Apply weatherproof silicone sealant to all plugs, around photocell and unused conduit entries.
1. Remove close up plug on top of the wall mounting box.
2. Install photocell and wire as per diagram Fig.4.
3. Use photocell rated for your supply voltage.
10. ON-OFF Wiring 
Universal voltage driver permits operation at 120V thru 277V, 50 or 60 Hz. Units ordered with (/480V) suffix are 480V, 60Hz. For Non-Dimming,
 follow the wiring directions as in Fig. 5.
1.Connect the black fixture lead to the (+) LINE supply lead.
2. Connect the white fixture lead to the (-) COMMON supply lead.
3. Connect the GROUND wire from fixture to supply ground.
11. 0-10V Dimmable wiring
Universal voltage driver permits operation at 120V thru 277V, 50 or 60 Hz. For 0-10V Dimming, follow the wiring directions as in Fig.6.
1. Connect the black fixture lead to the (+) LINE supply lead.
2. Connect the white fixture lead to the (-) COMMON supply lead.
3. Connect the GROUND wire from fixture to supply ground. DO NOT connect the GROUND of the dimming fixture to the output.
4. Connect the white fixture lead to the(V+) DIM lead.
5. Connect the black fixture lead to the(V-) DIM lead.
6. The driver is coming with dimmable leads, if it is unused, make sure the leads are properly capped (If applicable).

12. Cleaning & Maintenance
CAUTION: BE SURE FIXTURE TEMPERATURE IS COOL ENOUGH TO TOUCH.

DO NOT CLEAN OR MAINTAIN WHILE FIXTURE IS ENERGIZED.
1).Clean Glass lens with non-abrasive glass cleaning solution.
2). Do not open fixture to clean the LED. Do not touch the LED.
Note: These instructions do not cover all details or variations in equipment nor do they provide for every possible situation during 
installation, operation or maintenance.

Fig.4 Fig.5

Fig.6
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