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ARTIFICIAL VERTICAL GARDEN & HEDGE PANELS INSTALLATION 

Our vertical garden and hedge panels consist of highly realistic and dense plastic plants and leaves at-
tached to a 1 meter x 1 meter flexible plastic grid like backing frame. Each panel is lightweight (3-6kg ea)
UV stabilised for outdoor use and includes a 5yr manufacturers warranty against faded or cracked leaves. 

INSTALLATION INSTRUCTIONS

The panels are designed to be DIY friendly and can be quickly and easily attached to a variety of walls or 
surfaces by screwing through the designated holes on the backing frame directly onto the wall, using stick 
on ‘command hooks’ or using cable ties. The panels easily clip together, but we recommend installing one 
single panel at a time and clipping them together as you go.

Timber fence/Plaster wall:
Method 1: Simply screw directly through the holes on the backing frame into the wall.
Method 2: Use high strength stick on ‘Command Hooks’ (minimum 4kg hold capacity). Apply a mini-
mum of 5 command hooks per panel and allow them to stick for 3 hours prior to hanging the panels onto 
the hooks.

Wire Fence:
Simply attach the grid of the panel to the wire fence using cable ties.

Concrete/Brick Wall:
(Two persons required) 
-Hold the panel in place on the wall and use a marker to mark out the position of each screw hole on the 
wall. 
-Remove the panel from position and use a masonry drill to drill into the marked positions. 
-You will then need to insert plastic masonry anchors into the holes. 
-Insert screws through the plastic panel and into the plastic masonry anchors to fix the panel to the wall.

INSTALLATION TIPS

- The first panel(s) you should install should be the top (highest) row of panels. You can install 1 panel at a 
time and clip them together as you go.
-Before installing the top row of panels, use a spirit level to mark a straight line across the length of the area 
that your vertical garden will cover. When installing the row of panels, make sure they are in line with the 
marked line.
-After the top row of panels is installed, you can easy clip the next row of panels on to the panels above and 
let them hang freely before fixing them to the wall. This makes installation very quick and easy.


