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CUN outdoor fridge	 	 900x575 h870 mm	 	 900320 2 doors  
	 	 	 	 	 600x575 h870 mm	 	 900321 1 door  
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1. INSTALLATION 
 
Safety information  

When using any electrical appliance, safety precautions should always be observed.  
• Do NOT use this appliance for other than its intended use.  
• When used by, or near, young children or infirm persons, close supervision is necessary. Young 
children should be supervised at all times to ensure that they do not play with this appliance.  
• Do NOT cover the front grille or block the rear air entry by placing object up against the cabinet.  

• Ensure adequate ventilation.  
• Do NOT probe any openings. 
• Be careful not to touch any moving parts or hot surfaces.  
• Regulations require that all electrical work be carried out by authorized persons. For your own safety 
and that of others please ensure this is done.  
• Do NOT overload the power supply. Always ensure that the power supply is adequate for the electrical 
requirements specified on the rating label. The rating label is located inside the merchandiser on the right 
hand side wall. If in doubt, please consult a qualified electrician. Caution: Never use extension leads or 
multiple adaptors. 
• If the mains supply cord is damaged, it must be replaced by the manufacturer, its service agent or 
similarly qualified and skilled persons in order to avoid hazard. A skilled person is a person having the 
appropriate technical training and experience necessary to be aware of hazards to which he or she is 
exposed in performing a task and of measures necessary to minimize the danger to his or herself or 
other persons. 
• Disconnect the mains power supply before attempting any cleaning, removal of any covers, or 
maintenance work. 
• Do NOT store explosive substances, such as aerosol cans with flammable propellant, in this 
merchandiser. 
·WARNING: Do not use mechanical devices or other means to accelerate the defrosting process. 
Defrosting is performed automatically.  

�  �  
All electrical work must be carried out by suitably qualified persons  

·WARNING: Do  

WARNING:  

Do not damage the refrigeration circuit.  
Do not use electrical appliances inside the storage compartment of this appliance.  
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Assembly  

·Remove the appliance from the packaging and peel off any protective film from all surfaces.  
·Fit the shelf support clips onto the shelf support strips, making sure that the clips for each shelf are of 
the same height and that they are securely engaged on the support strip.  

·Unwrap each shelf carefully, to prevent damaging their protective coating or surface finish.  
·Position the shelves onto the clips. 
·Please note the following maximum shelf loading weights:20Kg.  
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Positioning the fridge  

·Please position the cabinet carefully being careful not to bump it.  
·The power supply flex exits the chiller at the bottom right hand side (as viewed from the front). For ease 
of access, the flex should be retrieved prior to positioning the chiller in its final location.  
·The maximum recommended ambient temperature for this chiller is 42°C. ·Avoid positioning the 
appliance in direct sunlight or damp areas.  
·Allow adequate space for the door(s) to fully open.  
·Ensure that this chiller is positioned on a level surface, so as to allow the door(s) to shut and seal 
correctly, as well as to allow proper drainage from the evaporator tray, to prevent any overflow. If 
necessary, adjust the screw feet of the appliance to make it level.  
·Do NOT overload the power supply. Always ensure that the power supply is adequate for the electrical 
requirements specified on the rating label. The rating label is located inside the chiller, on the right hand 
side wall. If in doubt, please consult a qualified electrician. Caution: Never use extension leads or multiple 
adaptors.  

Ventilation  

All models 
- All models must have clear and unobstructed ventilation from the entire surface area of the front grille.  
- The coolers MUST have a minimum ventilation space of 10mm at sides and 30mm at the rear.  

·WARNING: Failure to provide the minimum ventilation space will harm the performance of your chiller, 
could cause fire and will invalidate the warranty.  

·WARNING: Keep clear of obstruction all ventilation openings in the appliance enclosure or in the 
structure for building in.  

�  
�   
Note: If the unit has not been stored or moved in an upright position, let it stand upright for approximately 
12 hours before operation. If in doubt allow to stand.  
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2. Technical specifications 

900320 900321

doors 2 1

width 900 600

depth 575 575

height 870 870

lightning 2×2Watt(Max.) LED light 1×2Watt(Max.) LED light

Exterior Stainless steel / Colour coated galvanized steel 

Interior Stainless steel / Aluminium

Insulation 40mm thick, injected, polyurethane foam

Foaming agent Cyclopentane

Refrigeration System Type Integral split system

Airflow Induced airflow condenser and evaporator coils

Refrigerant R600a

Electrical Supply 220~240 Volt a.c.(50Hz.) Single phase

Power 200W 300W

Current 1.5A 1.7A
Temperature range of standard 
mode 0~4°C 0~4°C

Temperature range of Saving 
mode 4~10°C 4~10°C 

Refrigerant R600a R600a

weight 83 kg 64 kg
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3. Operation  

This chiller is designed to operate at a recommended ambient temperature of 42°C and as such, is 
categorized as a Climate Class 5 product. This information is recorded on the rating label, which can be 
found on the inside right hand wall of the cabinet.  

Control Panel 
The control panel is located below the door(s) on the front of the appliance.  

Switching on 
·Close the door of the appliance.  
·Connect the appliance to an appropriate mains power supply  
·Press the On/Off switch 

Working mode  
There are two different modes for the electronic thermostat, which are referred to as Standard Mode and 
Eco Mode. 
·Standard Mode: the chiller is optimised for maximum performance and will maintain 0-4C.  
·Eco Mode: the chiller is optimised for energy saving. In Eco Mode the interior temperature is allowed to 
rise to as high as 10C, the air circulating fans are managed for energy saving and the interior lights are 
switched off.  

Switching Between Modes  
When the appliance is powered up for the first time, the default mode is Eco Mode. To enter Eco Mode, 
simply press the Eco switch. Eco is shown on the display. 

1 On Off switch  
2 Light color selector (white / blue)  
3 Door heater switch 
4 Light switch 
5 Eco modus switch 
6 Temperature display  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4. Cleaning, care and maintenance  

·Switch off and disconnect from the power supply before cleaning  
·Clean the interior of the appliance using an appropriate sanitising solution in accordance with local 
hygiene laws and regulations.  
·Do not use abrasive cleaning agents which may scratch and harm the delicate interior finishes of your 
appliance. 
·Always wipe dry after cleaning.  

Clean the condenser  

The condenser must be kept clean and free of dust at all times. It is recommended that the cleaning 
routine be conducted at intervals appropriate to the speed of accretion of dust on the condenser. Failure 
to keep the condenser clean will damage the refrigeration system and invalidate the warranty.  

Warning: The condenser is a delicate component and is easily damaged. Never use a stiff brush or sharp 
objects to clean it. Never use water.  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5. Disposal  

This appliance contains flammable and explosive gas within its sealed system and its insulation foam. 
This product must ONLY be disposed of and recycled by a professional waste handling organisation that 
is qualified and registered to recycle refrigeration appliances.  
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6. Compliance  

All components have undergone strict product testing in order to comply with regulatory standards and 
specifications set by international, independent, and federal authorities.  
These products have been approved to carry the following symbols:  

This appliance contains a flammable refrigerant gas called R600a. Please ensure that the refrigeration 
engineer is qualified in the safe handling of flammable refrigerants.  
R600a gas is a very efficient refrigerant that is zero ODP (Ozone Depleting) and has negligible GWP 
(Global Warming Potential).  

right to change specifications without notice.  

�  �  �  �  �  
manufacturer Staycold Export Ltd 9 Hunters Walk, Canal Street, Chester, CH1 4EB, United Kingdom 
Telephone: (+44) 01244 321320 Fax: (+44) 01244 322345 

Made in China  
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