














RE Pedal Location & Cable Routing
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Option 2

WARNING:
First 12" after
fitting must
be straight

Option 1

mounting bolts.

Preferred locations for RE pedal assembly. assembly to mower deck.

A) Mark and drill two11/32" holes, if needed, for pedal

B) Tighten two 5/16” x 1” hex bolts to secure pedal

/:5: A A N S
\ K /#7= - . \\\\\\i\:\\\>\ . 1/\\\
N / \\)\ -
/)\ /\\\\\\ ~~~§l @ i
A N e Sy i
Q P g }@g}\f\ % S5
+* \ 75 NESZA s
¢ 27 N
AN
TN (5 NS
2e3V° R D
N\ A= > S N
) AN <5 7GRN S
WARNING: 0\ 4% A b y @/@\X/] N WARNING:
First 12" after NN SN 7 First 12" after
\_ ® fitting must - NS 42 L fitting must
v be straight P be straight
-7 /// \
@ % g \
2 > /. \
/ \\
Pedal Connection: ,'/ _ N
A) Place clevis on cable ball s NN DA
and squarely seat in Py B \\\
bottom of clevis. Bushi gbl N
B) Insert 1/4” diameter pin. I;J_S I':Tg Ea de:i:i\ D \\
Q) Insert cotter pin and wrap mO 9agng \
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Flap Connection: 3/ 1 6 _ o
A) Place 1/4” bushing in flap. Clevis Pin
p B) Slip clevis onto flap. 10-99-22 A y
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PEDAL CONNECTION < L“:igrfn/;il(;’;“ with head FLAP CONNECTION
D) Insert cotter pin and wrap
around pin.
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