CFA-D SERIES LOW SONE CEILING VENTILATION

A - B
A
DISHARGE
DIA.
v
D — E
DESIGNER PLASTIC GRILLE
CFA-D CEILING & INLINE
LOW SONE CEILING VENTILATION DIMENSIONAL DATA
DISCHARGE | WEIGHT
FAN MODEL A B C D E DIA. (in) LB
CFA-D50 9.3 9.3 5.9 12.6 12.6 4 7 2
CFA-D70 9.3 9.3 5.9 12.6 12.6 4 7 4
CFA-D90 9.3 9.3 7.3 11.0 11.0 4 6.0
CFA-D110 10.3 10.3 8.2 12.6 12.6 5 10.8
CFA-D150 10.3 10.3 8.2 12.6 12.6 5 11.0
CFA-D200 10.3 10.3 8.2 12.6 12.6 5 119

ADJUSTABLE MOUNTING BRACKETS

FEATURES:

- 20 GA. GALVANIZED STEEL HOUSING
- PLUG TYPE DISCONNECT
- BUILT IN AUTOMATIC BACKDRAFT DAMPER

- UL LISTED
- MOUNTING BRACKETS

OPTIONS:

VARIABLE SPEED CONTROL

TIME DELAY SWITCH
ROOF/WALL CAPS
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