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J&D Manufacturing has created a high performance series of portable drum fans with a 
patented Diamond Brite™ housing. These commercial-grade fans have a rugged finish 
and heavy gauge powder coated fan guards that meet OSHA requirements. The cord 
set and poly carrying handles let you take this fan anywhere you want to move a 
large volume of air.

Diamond BriteTM Portable Drum Fan

Features
• J&D Manufacturing’s best performing drum fan!

• Patented heavy-duty aluminum Diamond Brite™ housing
   (Pat. No. Des. 509,582)

• Rubber feet for reduced noise and 
   stable operation

• Balanced high output propeller

• Ships completely assembled and ready for use

• Poly handles for easy moving or carrying

• Convenient cord wrap for storage and 
   transportation

• Attached cord with 3-prong plug pre-wired 
   for 115 Volts 

• For easy transportation 30”, 36”, and 42” 
   models have 8” wheels, and the 48” models 
   have 10” wheels

• 42” model has 2 speeds

• Heavy gauge, corrosion-resistant, powder 
   coated wire fan guards meet OSHA 1910.212(a)(5) 
   requirements for use at any height

• Motors are totally enclosed (except 42” model), maintenance- 
   free, high efficiency, are UL and CUL recognized, and are covered 
   by a 2 Year Warranty

• Compatible with our misting/fogging product line
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Prop

3-Alm
3-Alm
3-Glv
3-Glv

3-Glv

Wheels

None
8”
8”
8”

10”

Switch

None
On Cord
On Cord
On Fan

On Cord

Size

20”
30”
36”
42”

48”

Ph

1
1
1
1

1

Spd

1
1
1

2(H)
  (L)
1

Thrust
CFM

 
4,760
9,100
11,800
14,440
10,015
23,500

Drive

Direct
Direct
Direct
Belt

Belt

Thrust
CFM/
Watt

 
16.0
20.0
22.0
17.3
22.6
25.0

Part#
Single Phase
VI2012B1
VI3012WB
VI3612WB
VI4234WB2

VI481WB*
* Best sellers/recommended models

Guards Meet
OSHA

Requirements


