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LIGHTS & DISTRIBUTION FOR CUSTOMER APPLICATION LOCATIONS 
 

 
 

Markets: 

 
  

 

 Chemical Plants/Refineries 

 Utility/Power Plants 
 Rental Industry 

 Convention/Exposition 
 Manufacturing Facilities 

 Environmental Services 

 Energy Services 
 Tank Cleaning 

 Construction 
 Government/Military Agents 

 Oilfield – Onshore & Offshore 
 Fire Departments 

 Police Departments 
 Railroad Companies 

 National Disaster Response Companies 
 Airports 

 Mining Companies 
 Marine Shipyards & Docks 

 Commercial Contractors 
 Entertainment Industry 

 

 
 

 
 All products meet UL, NEC, INEC, CSA standards and Code 

 
 Products for USA, Canada and Overseas 

 
 Different voltages & 50/60 hertz 

 
 

 

 
 

 



 

MFG PRODUCTS 

 

PORTABLE QUARTZ LIGHTS                              1000W CART LIGHTS 
 

MAGNETIC BASE LIGHTS                               VAPOR PROOF SYSTEMS 
 

HAZ LOCATIONS LIGHTS                               CONFINED SPACE LIGHTS 
 

XP PROOF FLASHLIGHTS           PORTABLE POWER DISTRIBUTION    
                            

 GFCI BOXES                                                  XP INSPECTION SPOTLIGHTS     

 
 

MOST FIXTURES & STANDS ARE INTERCHANGEABLE 

 
 

BRANDS AVAILABLE 
 

MANUFACTURED IN OUR PRODUCTS 

DANIEL WOODHEAD 
STEWART R. BROWNE 

KILLARK 
SQUARE “D” 

PHOENIX 
CROUSE HINDS 

STAHL 
FEDERAL PACIFIC 

UNITY 

ERICSON 
APPLETON 

EATON 
CUTTLER 
HAMMER 
HUBBELL 
MELTRIC 

O-Z GEDNEY 
PASS & SEYMOUR 

  
 



QMAG15-120V-25’ 

DESCRIPTION: 
 

500W QUARTZ LIGHT ON MAGNETIC MOUNT  

 

 QUARTZ FIXTURE W/ WIRE GUARD 

 500W DOUBLE ENDED QUARTZ LAMP 120V 

 WEATHER PROOF 

 25’ 16/3 SOW CORD STANDARD  

 1447 STRAIGHT BLADE PLUG 5-15P 

 ALUMINUM FRAME 

 4 MAGNETS - 40LBS PULL EACH 

 4.17 AMPS FOR 500W LAMP 

 3200 SQ FT AREA COVERAGE 

 

OPTIONS:  

 OPTIONAL CORD LENGTH 

 150W DOUBLE ENDED LAMP 12V 

 120V/12V TRANSFORMER FOR 150W LAMP OR ALLIGATOR CLAMPS 

FOR BATTERY HOOKUP 

WT: 15 LBS 

500W TROUBLE & WORK LIGHT 



 
DESCRIPTION: 

 

500W QUARTZ WORK LIGHT 

 

 QUARTZ FIXTURE W/ WIRE GUARD WEATHER PROOF 

 500W DOUBLE END LAMP 120V 

 50FT 16/3SOW CORD STANDARD 

 1447 5-15P STRAIGHT BLADE PLUG 

 ALUMINUM LADDER BRACKET ADJUSTABLE FROM 28” TO 41” MOUNTS 

TO LADDERS, HANDRAILS, AND SCAFFOLDING 

 LIGHT EXTENSION 4FT 

 4.17 AMPS 500W / 3200 SQ FT / 120V 

 12.5 AMPS 150W / 2133 SQ FT / 12V 

 

OPTIONS: 

 CORD LENGTH 

 150W DOUBLE ENDED LAMP 12V - REQUIRES 120/12V TRANSFORMER 

AND/OR ALLIGATOR CLAMPS 

WT: 35 LBS 

Q15LAD50-120V 

500W TROUBLE & WORK LIGHT 



DESCRIPTION: 

 

500W QUARTZ SPRING MOUNTED 

ROLL CAGE LIGHT 

 

 QUARTZ FIXTURE W/ WIRE 

GUARD  

 WEATHER PROOF 

 500W DOUBLE END LAMP 120V 

 STANDARD 10’ 16/3 SOW CORD  

 1447 STRAIGHT BLADE PLUG 5-15P 

 360° ROLL, SPRING MOUNTED 

STEEL ROLL CAGE FRAME, 

HANGING HOOKS 

 4.17 AMPS 500W / 3,200 SQ FT/120V 

 12.5 AMPS 150W/ 2133 SQ FT / 12V 

 

OPTIONS:   

 120V/12V 150W DOUBLE END LAMP  

W/ INLINE TRANSFORMER OR 

ALLIGATOR CLAMPS 

 OPTIONAL CORD LENGTH 

DESCRIPTION: 

 

500W QUARTZ ON SHORTY STAND 

 

 

 QUARTZ FIXTURE W/ WIRE 

GUARD  

 WEATHER PROOF 

 500W DOUBLE END LAMP 120V 

 STANDARD 10’ 16/3 SOW CORD 

 1447 STRAIGHT BLADE PLUG 5-

15P 

 STEEL SHORTY STAND 

 4.17 AMPS @ 500W /3,200 SQ 

FT /120V  

 12.5 AMPS 150W / 2133 SQ FT / 12V 

 

OPTIONS:  

 150W DOUBLE END LAMP 12V & 

120V/12V TRANSFORMER OR 

ALLIGATOR CLAMPS 

 OPTIONAL CORD LENGTH 

WT: 16 LBS WT: 16 LBS 

500W TROUBLE & WORK LIGHT 

Q15SH-120V OR Q150-12V RCQ15-120V OR RCQ150-12V 



DESCRIPTION: 

 
2 - 500W QUARTZ AREA LIGHTS 

MOUNTED ON QUADPOD STAND 

 

 2- QUARTZ FIXTURE W/ WIRE 

GUARD DUAL  LIGHT HEAD  

 WEATHER PROOF 

 500W DOUBLE END LAMP 120V 

 25 FT 16/3 SOW CORD STANDARD 

 1447 STRAIGHT BLADE PLUG 5-15P 

 STEEL QUADPOD STAND (4 LEGS) 

 ANTI-TIP CORD RING 

 ADJUSTABLE FROM 7 FT TO 10 FT 

HIGH 

 4.17 AMPS PER FIXTURE = 8.34 

AMPS TOTAL 

 3200 SQ FT PER FIXTURE = 6400 

TOTAL SQ FT 

 

OPTIONS: 

 OPTIONAL CORD LENGTH 

500W TROUBLE & WORK LIGHT 

WT: 46 LBS 

QL45QP-120 

WT: 50 LBS 

DESCRIPTION: 
 

4 - 500W QUARTZ AREA LIGHTS 

MOUNTED ON QUADPOD STAND 

 

 4-QUARTZ FIXTURE W/ WIRE 

GUARD QUAD MOUNT LIGHT 

HEAD DETACHABLE  

 500W 120V DOUBLE END LAMP 

 25 FT 16/3 SOW CORD STANDARD 

 1447 STRAIGHT BLADE PLUG 5-15P 

 4 LEG STEEL QUADPOD STAND  

 ANTI-TIP CORD RING 

 ADJUSTABLE FROM 7 FT TO 10 FT 

HIGH 

 4.17 AMPS PER FIXTURE = 16.68 

AMPS TOTAL 

 3200 SQ FT PER FIXTURE = 12,800 

TOTAL SQ FT 

 

OPTIONS: 

 OPTIONAL CORD LENGTH 

QL25QP-120 



1000W CRANE BOOM BRACKET LIGHT 

CRLAD1000MHSP 

DESCRIPTION 

 

1000W METAL HALID CRANE LADDER MOUNT LIGHT 

 

 

 1000W METAL HALIDE BT56/U 

 150 FT 12/3 SOW BLACK CORD 

 L5-20P TWIST LOCK PLUG 

 10X10X6 NEMA 3R METAL ENCLOSURE BALLAST BOX 120V 6 FT 14/3 SOW 

POWER CORD W/ ALUMINUM FEET 

 ADJUSTABLE SPRING BOOM MOUNTING BRACKET FROM 28’’ TO 41’’ 

 

OPTIONS: 

 “U” BOLT MOUNTING PER CUSTOMER SPEC 

 120V OR 240V 50/60 HERTZ 

WT: 65 LBS 



DESCRIPTION 

 
1000W METAL HALIDE AREA LIGHT  

ON 2 WHEEL CART 

 
 1-1000W METAL HALIDE OUTDOOR 

FIXTURE MOUNTED ON REMOVABLE 

POP PIN RELEASE SINGLE HEAD  

 1000W METAL HALIDE BT56/U  

 MOUNTED ON MANUAL 

TELESCOPING ADJUSTABLE POLE 

FROM 7 FT TO 10 FT 

 2 WHEEL PORTABLE DOLLY CART 

 6 FT 14/3 SOW POWER CORD 

 1447 STRAIGHT BLADE PLUG 5-15P 

 ON/OFF TOGGLE SWITCH BALLAST 

BOX 

 8.3 AMPS @ 120V 

 4.67 AMPS @ 240V 

 110,000 LUMENS / COVERAGE 22,000 SQ 

FT 

 ALL NEMA 3R WEATHER PROOF 

 

 

OPTIONS: 

 240V 50/60 HZ  

CL11MH 

WT: 80 LBS 

1000W PORTABLE AREA LIGHT 

CL21MH 

WT: 154 LBS 

DESCRIPTION: 

 
2-1000W METAL HALIDE AREA LIGHT  

ON 2 WHEEL CART 

 
 2-1000W METAL HALIDE OUTDOOR 

FIXTURE  MOUNTED ON REMOVABLE 

POP PIN RELEASE DUAL HEAD 

 1000W 120V METAL HALIDE BT56/U   

 MOUNTED ON MANUAL TELESCOPING  

ADJUSTABLE POLE FROM 8 FT TO 12 FT 

 2 WHEEL PORTABLE DOLLY CART 

 6 FT 14/3 SOW POWER CORD 

 1447 STRAIGHT BLADE PLUG 5-15P 

 ON/OFF TOGGLE SWITCH FOR EACH 

LIGHT ON BALLAST BOX 

 8.3 AMPS @ 120V PER LAMP /16.67 AMPS 2 

LAMPS @120V 

 4.67 AMPS @ 240V PER LAMP / 8.33 AMPS 2 

LAMPS @ 240V 

 220,000 LUMENS / COVERAGE 44,000 SQ FT 

 

 
 
OPTIONS: 

 240V 50/60 HZ  



DWVPEXT50-120V 

DESCRIPTION 

 

 100W WATER TIGHT 

HANDLAMP W/ GUARD  

 
 WATER TIGHT HANDLAMP W/

GLASS GLOBE, WIRE GUARD & 

HOOK 

 100W ROUGH SERVICE 

INCANDESCENT BULB 120V 

 STRAIGHT BLADE 5-15P PLUG 

 1260 LUMENS 

 .8333 AMPS 

 

 

 

OPTIONS: 

 12V EXTENSION HANDLAMP 

 25 FT TO 200 FT 

 16/3 OR 14/3 SOW CORD 

 TWIST LOCK 5-20P PLUG 

WT: 10 LBS 

100W WATER TIGHT HANDLAMPS 

WT: 20 LBS 

DESCRIPTION 

 

LOW VOLTAGE WATER TIGHT 

HANDLAMP W/ GUARD & 50’ CORD 

 
 WATER TIGHT HANDLAMP W/GLASS 

GLOBE, WIRE GUARD & HOOK 

 100W ROUGH SERVICE 

INCANDESCENT BULB 12V 

 10 FT 16/3 SOW PRIMARY CORD 

 STRAIGHT BLADE 5-15P PLUG 

 240/120V-12/24V  50/60HZ 

TRANSFORMER W/ WEATHER PROOF 

BOOT COVER & HANDLE 

 50 FT 16/3 SOW CORD  

 1260 LUMENS 

 .8333 AMPS 

 

OPTIONS: 

 MAXIMUM 100 FT SOW CORD 

 75W INCANDESCENT BULB 

DWVPIL50-12V 



WATER TIGHT STRINGLIGHTS 

SLDWVP5-120V 

DESCRIPTION 

 
 120V 5-WATER TIGHT HANDLAMP STRING  

 10 FT BETWEEN HANDLAMPS STANDARD 

 5-100W 120V ROUGH SURFACE INCANDESCENT BULB 

 80 FT 12/3 SOW PRIMARY CORD STANDARD 

 ALUMINUM JUNCTION BOXES & CORD GRIPS 

 16/3 SOW CORD 2 FT DROPS TO HANDLAMPS 

 1447 L5-15P  STRAIGHT BLADE PLUG 

 3.13AMPS  

 

OPTIONS: 

 120V 8 WATER TIGHT HANDLAMP STRINGLIGHT  

 120V 10 WATER TIGHT HANDLAMP STRINGLIGHT  

 12V 5 OR 8 WATER TIGHT HANDLAMPS   

 12V 5 OR 8 100W ROUGH SURFACE INCANDESCENT BULBS 

 MUST USE TFBSL5-12V OR TFBSL8-12V TRANSFORMER BOX FOR 

12V 

 31.25AMPS  

 1447 L5-15 STRAIGHT BLADE PLUG 

 50/60 HERTZ 

WT: 55 LBS 



DESCRIPTION 

 
400W METAL HALIDE HAZARDOUS LOCATION LIGHT ON LADDER MOUNT 

 

 

 400W CL 1 DIV 2 GROUPS A,B,C & D FIXTURE W/ WIRE GUARD 

 400W METAL HALIDE ED28 LAMP 

 ALUMINUM LADDER MOUNT BRACKET ADJUSTABLE FROM 28” TO 41” 

 50 FT 14/3 SOW CORD STANDARD  

 EXPLOSION PROOF CL 1 DIV 1 STRAIGHT BLADE L5-15P PLUG  

 36,000LUMENS/14,000 SQ FT 

 3.33 AMPS 120V  

 1.67 AMPS 240V  

 MARINE LISTED UL 595,844 UL1598 OUTDOOR SALT WATER 

 

OPTIONS: 

 CAN BE USED ON HAND RAILS OR SCAFFOLDING 

 50/60 HERTZ 

WT: 45 LBS 

400W CL I DIV II HAZARDOUS LOCATION LIGHT 

HAZ14LADM100 



DESCRIPTION 

 
400W METAL HALIDE HAZARDOUS LOCATION 1 OR 2 LIGHT 

 
 400W 1 & 2 LIGHT CL 1 DIV 2 GRP A,B,C & D FIXTURE W/ WIRE GUARD 

 50 FT 14/3 SOW YELLOW CORD STANDARD 

 5-15P EXPLOSION PROOF CL 1 DIV 1 PLUG 

 ALUMINUM QUADPOD STAND ADJUSTABLE FROM 7 FT TO 13 FT  

 MULTI-TAP BALLAST 120V/240V 60HZ 

 MARINE LISTED UL595 

 400W METAL HALIDE LAMP ED28  

 1-LAMP: 36,000 LUMENS, 14,000 SQ FT PER FIXTURE 

 2-LAMPS: 72,000 LUMENS, 28,000 SQ FT  2 FIXTURES 

 1 FIXTURE 3.33 AMPS 120V   

 2 FIXTURES 6.66 AMPS 120V   

 1 FIXTURE 1.67 AMPS 240V   

 2 FIXTURES 3.34 AMPS 240V   

 MARINE LISTED UL 595, UL1598 OUTDOOR SALT WATER 

 

OPTIONAL: 

 50/60 HERTZ 

 CORD LENGTH 

HAZ14QP-120V HAZ24QP-120V 

WT: 59 LBS WT: 92 LBS 

400W CL 1 DIV 2 HAZARDOUS LOCATION LIGHTING 



150W CL I DIV II LED FLOODLIGHT 

DESCRIPTION 

 

150W HAZARDOUS LOCATION  LED 

FLOOD LIGHT ON LADDER MOUNT 

 

 150W WIDE ANGLE CL I DIV II LED 

HAZARDOUS LOCATION FLOOD 

LIGHT 120V 

 1.25 AMPS  

 16/3 SOW CORD STANDARD 

 CL I DIV I GRP C&D EXPLOSION 

PROOF STRAIGHT BLADE PLUG 

 ALUMINUM LADDER MOUNT 

BRACKET ADJUSTABLE CLAMPS 

FROM 28” TO 41” 

 

OPTIONS: 

 100 - 277 V 50/60 HERTZ  NO 

VARIATION OF OUTPUT 

 347 - 480V 50/60 HZ CONFIGURATION 

 CL I DIV I GRP C & D APPLICATION 

 CAN BE USED ON HAND RAIL & 

SCAFFOLDING  

WT: 62 LBS WT: 70 LBS 

DESCRIPTION 

 
150W HAZARD LOCATION 120V LED 

FLOOD LIGHT ON QUADPOD 

 
 150W WIDE ANGLE CL I DIV II 

LED HAZARDOUS LOCATION 

FLOOD LIGHT 120V 

 1.25 AMPS  

 16/3 SOW CORD STANDARD 

 CL I DIV I GRP C&D EXPLOSION 

PROOF STRAIGHT BLADE PLUG 

 ALUMINUM QUADPOD STAND 

ADJUSTABLE FROM 7 FT TO 13 

FT  

 

OPTIONS: 

 100V - 277V 50/60 HERTZ NO 

VARIATION OF OUTPUT 

 347 - 480V 50/60 HZ 

CONFIGURATION 

 

HAZLED150W120VQP HAZLADDLED150W120V 



DESCRIPTION 

 
 DIVE LIGHT, SEARCHLIGHT, FLASH-

LIGHT 

 
CLASS I DIV I GRPS A-G 

REQUIRES 3 AA BATTERIES 

270 LUMENS 1 - 2 HOURS GRADUALLY 

DECREASING TO 80 LUMENS AT 72 

HOURS 

IF USING LITHIUM BATTERIES CAN BE 

STORED FOR ALMOST 10 YEARS 

TRIPLE O-RING SEALED IS PRESSURE 

TESTED TO 200 METERS (600’) DEPTH 

STRONG ENOUGH TO BE RUN OVER BY 

AN AUTOMOBILE 

LIGHT HEAD IS MACHINED AERO-

SPACE ALUMINUM, MIL-SPEC HARD 

ANODIZED AND THE BODY IS DELRIN® 

ACETAL RESIN (POM) 

1001XP COMES WITH A LIFETIME WAR-

RANTY. IF IT WEARS OUT, STOPS 

WORKING, OR YOU BREAK IT, WE 

WILL FIX IT OR REPLACE IT FREE OF 

CHARGE. 

1001XP 2001HAZ / 2002XP 

DESCRIPTION 

 
XENIDE HID HANDHELD  

SEARCHLIGHTS 

 
INTENSE BEAM HAS CLEAR 

VISION DISTANCE  UP TO 700’ 

WITH MAXIMUM PROJEC-

TION DISTANCE UP TO 3000’  

BATTERY CHARGER IN-

CLUDED WITH OVER 

CHARGE PROTECTION 

100/240VAC 50/60HZ /12/24VDC 

UL ® 783 AND NFPA 70 STAN-

DARDS 

2001HAZ - CLASS I DIV 2 GRP A

-F T4A 

2002XP CLASS I DIV I GRP A-F 

T4A 

RATINGS IP67 W/ STANDARD 

BATTERY(LIMITED IMMER-

SION IN WATER) 

IP68 - W/ OPTIONAL WATER-

PROOF BATTERY FOR TOTAL 

IMMERSION AND DUST 

EXPLOSION PROOF  OR CL I DIV II FLASHLIGHTS 

WT: 3.53 oz WT: 30 oz / 32oz 



DESCRIPTION 

 
 50W 12V SEALED BEAM INSPECTION 

XP SPOT LIGHT W/ 120V - 12V INLINE 

TRANSFORMER  

 
 CL 1 DIV 1 GROUPS C & D 

EXPLOSION PROOF 

 50W 12V SEALED BEAM HIGH 

INTENSITY LAMP  

 4.17AMPS 

 INSPECTION SPOT LIGHT  

 ALUMINUM GUARD W/ HOOK  

 50 FT 16/3 SOW CORD STANDARD 

 120V TO 12V INLINE 

TRANSFORMER  

 120V 1447 5-15P WEATHER PROOF 

STRAIGHT BLADE PLUG 

 100,000 LUMENS 

 

 

OPTIONS: 

 50 FT OR 100 FT EXTENSION W/ 

TWIST LOCK PLUG FOR 1-2-4 OR 6 

OUTLET TRANSFORMER BOX 12V 

 INLINE TRANSFORMER 120/240V-

12V/24V 50/60 HZ  

 50/60HZ 120/240V 110/220V 

SRB50XPIL50-12V 

SRB EXPLOSION PROOF INLINE 12V 

WT: 19 LBS 

SRBXPIL50-12V 

WT: 20 LBS 

DESCRIPTION 

 
75W XP HANDLAMP W/ 120V-12V 

INLINE TRANSFORMER  

 
 
 75W 12V ROUGH SURFACE 

INCANDESCENT BULB  

 6.25AMP 

 CL 1 DIV 1 GRP C & D EXPLOSION 

PROOF HANDLAMP  

 10 FT PRIMARY 16/3 SOW CORD 

 50 FT SECONDARY 16/3 SOW CORD 

 WEATHER PROOF TRANSFORMER 

BOOT  

 120V - 12V TRANSFORMER 

 5-15P WEATHER PROOF STRAIGHT 

BLADE PLUG 

 ALUMINUM CARRYING HANDLE  
 
 
 
 
OPTIONS: 

 14/3 SOW CORD 

 PRIMARY CORD LENGTH 

 100 FT SECONDARY 

 50/60 HZ 120V/240V, 12V/24V 

TRANSFORMER  

 



SRBFLXPIL26100-12V 

DESCRIPTION 

 

LOW VOLTAGE XP FLUORESCENT HANDLAMP 50’ CORD 

 
 EXPLOSION PROOF FLUORESCENT CL I DIV I  HANDLAMP 

 26W FLUORESCENT LAMP 12V 

 10 FT 16/3 SOW PRIMARY CORD 

 50 FT 16/3 SOW SECONDARY CORD  

 1447 STRAIGHT BLADE 5-15P PLUG 

 120V-12V TRANSFORMER W/ WEATHER PROOF BOOT 

 ALUMINUM CARRYING HANDLE 

 1800 LUMENS 

 

OPTIONS: 

 PRIMARY CORD LENGTH 

 MAXIMUM 100 FT SECONDARY SOW CORD 

 120V/240V-12V/24V 50/60 HZ TRANSFORMER 

 

WT: 15 LBS 

26W LOW VOLTAGE XP FLUORESCENT INLINE 



DESCRIPTION 

 

 

75W 12V XP HANDLAMP W/ 120V-12V INLINE TRANSFORMER 

 
 CL 1 DIV 1 GRP C & D & CL 2 DIV 2 GRP  F &G 

 75W 12V A19 INCANDESCENT BULB  

 6.25AMP 

 DW EXPLOSION PROOF HANDLAMP  

 10 FT PRIMARY CORD 16/3 SOW CORD 

 50 FT SECONDARY 16/3 SOW CORD 

 WEATHER PROOF TRANSFORMER BOOT 

 120V-12V TRANSFORMER  

 1447 L5-15P STRAIGHT BLADE PLUG 

 ALUMINUM CARRYING HANDLE  

 

OPTIONS: 

 14/3 SOW CORD 

 PRIMARY CORD LENGTH 

 100 FT SECONDARY CORD  

 

DWXPIL50-12V 

WT: 20 LBS 

75W EXPLOSION PROOF INLINE SYSTEM 12V 



DESCRIPTION 

 

75W XP HANDLAMP 50 FT OR 100 FT 120V 

 

 75W DW CL I DIV I GROUP C & D CL II DIV II  GROUP F & G  

EXPLOSION PROOF HANDLAMP 

 16/3 SOW CORD  

 1447 5-15P STRAIGHT BLADE PLUG  

 

OPTIONS:  

 CL I DIV I EXPLOSION PROOF PLUG 

 75W A-21 OR A-19 ROUGH SERVICE 120V OR 12V BULB 

 1 TO 200 FT CORD LENGTHS  

 12V APPLICATION 

 TWIST LOCK PLUG FOR 1, 2, 4, OR 6 OUTLET 

TRANSFORMER BOX 

DWXPEXT50-120V 

WT: 10 LBS 

DWXPEXT100-120V 

WT: 19 LBS 

75W EXPLOSION PROOF EXTENSION HANDLAMPS 



DESCRIPTION 

 

70W METAL HALIDE XP  LIGHT 

MOUNTED ON BASE STAND 

 

 CL 1 DIV 1 GROUP C & D T-4 RATING 

EXPLOSION PROOF LIGHT 

 70W 120V DBL END MH LAMP  

 .58AMP 

 MARINE OUTDOOR WET LOCATION 

FIXTURE UL595 

 120V 100FT 16/3 CORD STANDARD 

 120V L5-15P  CL I DIV I EXPLOSION 

PROOF STRAIGHT BLADE PLUG 

 BASE STAND MOUNTED 

 59,648 CP 

 BETWEEN 11,000 TO 16,000 SQFT  

 

 

OPTIONS: 

 50/60 HZ 120/240V, 110/220V  

 CORD LENGTH   

WT: 37LBS 

PH70BS 

70W CL I DIV I MARINE RATED FLOODLAMP 

WT: 42 LBS 

DESCRIPTION 

 
70W METAL HALIDE XP  LIGHT 

MOUNTED ON LADDER MOUNT 

 
 CL I DIV I GROUP C & D T-4 RATED 

FIXTURE 

 70W 120V MH DBL END LAMP  

 .58AMP 

 UL595 MARINE OUTDOOR WET 

LOCATION FIXTURE  

 100 FT 16/3 SOW CORD STANDARD 

 120V L5-15P EXPLOSION PROOF CL I 

DIV I STRAIGHT BLADE PLUG  

 LADDER BRACKET ADJUSTS FROM 

28” TO 41”  

 59,648 CP  

 BETWEEN 11,000 SQFT TO 16,000 

SQFT  

 

OPTIONS: 

 50/60 HZ 120/240V, 110/220V 

 MOUNTS ON  LADDER, HANDRAIL 

OR SCAFFOLDING  

PH17LAD100 



DESCRIPTION 

 

1 OR 2 70W METAL HALIDE XP FIXTURES ON QUADPOD STAND 

 

 CL I DIV I GROUP C & D T-4 RATED FIXTURE 

 1 OR 2 70W 120V DBL END MH LAMP  

 .58AMP 

 MARINE OUTDOOR WET LOCATION FIXTURE UL595 

 100 FT 16/3 SOW CORD STANDARD 

 120V NEMA 5-15P CL I DIV I EXPLOSION PROOF STRAIGHT 

BLADE PLUG 

 1 OR 2 ALUMINUM LIGHT HEADS 

 ALUMINUM 4 LEG STAND ADJUSTS 7 FT TO 13 FT 

 59,648 CP  

 11,000 TO 16,000 SQFT PER FIXTURE 

 

OPTIONS: 

 50/60 HZ 120/240V, 110/220V 

 CORD LENGTH 

PH270QP PH170QP 

WT: 66 LBS WT: 103 LBS 

1 OR 2 70W MH CL I DIV I PORTABLE STAND LIGHT 



DESCRIPTION 

 

 150W OR 300W XP FLOODLIGHT BASE MOUNT OR QUADPOD STAND   

 

 APPLETON FIXTURE CL I DIV I GRP C&D 150W LAMP 

 APPLETON FIXTURE CL I DIV I GRP  D  300W LAMP 

 150W PAR 38 (T3C) OR 300W R 40 (T2C) MOGUL FLOODLIGHT  

 100 FT SOW CORD STANDARD  

 EXPLOSION PROOF STRAIGHT BLADE PLUG 

 UL LISTED STANDARD 844 

 COPPER-FREE ALUMINUM ALLOY AND STAINLESS STEEL 

CONSTRUCTION WITHSTANDS 500 HOURS OF SALT SPRAY TEST - PER 

MIL-F-8115C 

 LUMENS 2175 

 

OPTIONS: 

 

 120V/12V TRANSFORMER 50/60 HZ 

 BASE MOUNTED, SHORTY ALUMINUM QUADPOD STAND, TALL 

ALUMINUM QUADPOD STAND 

 CORD LENGTH 

FL150WQPA GRP C&D 

OR 

FL300QPA GRP  D 

CL I  DIV I GRP C&D / CL I DIV I GRP D FLOOD LIGHTS 

FL150WBMA GRP C&D 

OR  

FL300WBMA GRP  D 

WT: 65 LBS WT: 28LBS 



2-60W CL I DIV I FLUORESCENT CART LIGHT 

DFLXP120W-120V 

DESCRIPTION 

 
2-60W XP FLUORESCENT LIGHT ON ALUMINUM PORTABLE CART  

 
 CL I DIV I GRP C&D EPLOSION PROOF 4FT FIXTURE 

 2-60W F48T12HO RECESSED DBL CONTACT TUBES 120V 

 100FT 14/3 SOW CORD STANDARD 

 CL I DIV I EXPLOSION PROOF STRAIGHT BLADE PLUG 

 MOUNTED IN 2- WHEEL ALUMINUM DOLLY CART W/ HANDLE 

 REMOVABLE LEXAN SHIELD 

 

OPTIONS: 

 

 CORD LENGTH 

WT: 93 LBS 



DESCRIPTION 
 

50W CL I DIV I LED LINEAR ON QUADPOD STAND 

 
 50W 2FT LINEAR LED XP FIXTURE CL I DIV I GRP C & D 

 OPTIONAL VOLTAGE FROM 100V TO 277V 50/60 HZ 

 100FT 16/3 SOW CORD 

 ALUMINUM QUADPOD  

 PLEXIGLASS PROTECTIVE COVER  

 VERTICLE OR HORIZONTAL MOUNTING 

 

OPTIONS: 

 

 QUADPOD TALL OR SHORT, LADDER BRACKET, BEAM & PIPE CLAMP 

OR DOLLY CART  

 CORD LENGTH 

2 FT EXPLOSION PROOF LED LINEAR LIGHTING 

XPLEDLIN2 FT-50W-120VQP 

WT: 50 LBS 



DESCRIPTION 

 

100W LED LINEAR CL I DIV I DOLLY CART LIGHT 

 
 100W 4 FT LED LINEAR XP FIXTURE CL I DIV I GRP C & D 

 100 FT 16/3 SOW CORD 

 ALUMINUM FRAME  

 PLEXIGLASS PROTECTIVE COVER  

 VERTICLE OR HORIZONTAL MOUNTING 

 

OPTIONS: 

 VOLTAGE FROM 100V TO 277V 50/60 HZ 

 QUADPOD TALL OR SHORT, LADDER BRACKET, BEAM & PIPE CLAMP  

 CORD LENGTH 

4 FT EXPLOSION PROOF LED LINEAR LIGHTING 

XPLEDLIN4 FT-100W-120VCT 

WT: 75 LBS 



DESCRIPTION 

 
150W XP LED LIGHT ON QUADPOD STAND OR LADDER BRACKET 

 
 150W WIDE ANGLE CL I DIV I LED EXPLOSION PROOF FLOOD LIGHT  

 1.25 AMPS  

 16/3 SOW CORD STANDARD 

 CL I DIV I EXPLOSION PROOF STRAIGHT BLADE PLUG 

 ALUMINUM QUADPOD STAND ADJUSTS FROM 7 FT TO 13 FT  

 ALUMINUM LADDER BRACKET ADJUST FROM 28 IN TO 41 IN 

 REMOVABLE PLEXIGLASS AND ALUMINUM GUARDS 

 

OPTIONS: 

 120 - 277 VOLTAGE 50/60 HERTZ AC SUPPLY WITH NO VARIATION OF 

OUTPUT 

 CL I DIV II GRP C & D APPLICATION 

 MOUNTING BRACKETS, CART OR BASE MOUNT 

150W CL I DIV I LED FLOODLIGHT 

WT: 70 LBS WT: 60 LBS 

XPLED150W 120VAL-100LAD XPLED150W120VAL-100QP 



150W CL I DIV I EXPLOSION PROOF LED CART LIGHT 

DESCRIPTION 

 
150W XP LED CL I DIV I, CL II DIV I & II GRPS C,D,E,F,&G 

 
 150W 120V-277V 50/60HZ W/ PROTECTIVE SHROUD PLEXIGLASS & 

ALUMINUM SHIELDS  

 .4125 AMPS LED FIXTURE  

 10,000 LUMENS  

 100 FT 16/3 SOW CORD STANDARD 

 CL I DIV I EXPLOSION PROOF STRAIGHT BLADE PLUG 

 ALUMINUM CART 44LX17 5/16W FIT 18 IN MANWAY  

 2 EA ALUMINUM POLES, 1ST POLE 28 IN, 2ND POLE 58 IN 

 2 EA OUTRIGGERS EXTENDS 30 IN TO STABLIZE LIGHT FROM SIDE 

TO SIDE WITH PUSH PIN LOCKS 

 2 WHEEL DOLLY CART W/ LIFT HANDLE 

 

OPTIONS: 

 CORD LENGTH 

XPLEDTLC150W120VOR 

WT: 70 LBS 



TLC24 

WT: 127 LBS 

TLC18 

WT: 126 LBS 

DESCRIPTION 

 

400W 18 IN OR 24 IN XP TANK LIGHT MOUNTED ON 2 WEEEL CART 

 

 
 18 IN OR 24 IN CL 1 DIV 1 GRP C&D T-3 RATED EXPLOSION PROOF 

FIXTURE  

 400W METAL HALIDE BT37 LAMP  

 18 IN CART MOUNT FOR 18 IN MANWAY OR BUTTERWORTH 

OPENINGS 

 24 IN CART MOUNT FOR 24 IN MANWAY OR BUTTERWORTH 

OPENINGS 

 250FT 14/3 SOW CORD STANDARD 

 CL I DIV I EXPLOSION PROOF STRAIGHT BLADE PLUG  

 18 IN & 24 IN ALUM CART MOUNTED LIGHT  

 LENS GUARD REMOVABLE CLEAR PLEXIGLASS & ALUM GUARD  

 44,000 LUMENS / 20,000 SQ FT  

 UL1598A MARINE OUTDOOR, UL 1598 WET LOCATION 

 

OPTIONS: 

 MOUNTING 

400W MH  CART XP TANK LIGHT 18 IN & 24 IN  



DESCRIPTION 

 

400W METAL HALIDE XP TANK LIGHT ON QUADPOD STAND 

 

 18 IN OR 24 IN CL 1 DIV 1 GROUP C & D  EXPLOSION PROOF LIGHT  

 TEMP RATING T-3  

 400W 3.33A 120V BT37 METAL HALIDE LAMP  

 250 FT 14/3 SOW CORD STANDARD 

 CL 1 DIV 1 EXPLOSION PROOF STRAIGHT BLADE PLUG  

 4-LEG ALUMINUM QUADPOD STAND 

 ADJUSTABLE FROM 2 FT TO 4 FT  

 REMOVABLE CLEAR PLEXIGLASS & ALUMINUM GUARDS  

 44,000 LUMENS 20,000 SQ FT  

 UL1598A MARINE OUTDOOR, UL1598 WET LOCATION 

 

OPTIONS: 

 MOUNTING 

400W MH SHORT STAND TANK LIGHT 18 IN OR 24 IN  

TL400WQP 

WT: 135 LBS 



400W MH CL I DIV 1 EXPLOSION PROOF FLANGE MOUNT 

WT: 128 LBS 

TL24 W/FLAL-40MH 

DESCRIPTION 

 

400W METAL HALIDE FLANGE MOUNTED XP TANK LIGHT 

 
 24 IN 400W METAL HALIDE CL I DIV I EXPLOSION PROOF GRP C&D T-3 

FIXTURE 

 400W METAL HALIDE LAMP BT37 

 REMOVABLE CLEAR PLEXIGLASS & ALUMINUM GUARD 

 7/8 IN BRASS ALL THREAD ROD, 4- BRASS NUTS & WASHERS FOR LOCKING 

 250 FT 14/3 SOW CORD STANDARD 

 CL I DIV I EXPLOSION PROOF STRAIGHT BLADE PLUG 

 44,000 LUMENS / 20,000 SQ FT 

 UL1598A MARINE OUTDOOR, UL1598 WET LOCATION 

 

OPTIONS:  

 120V OR 240V MULTI TAP  

 18 IN TANK LIGHT CL I DIV I EXPLOSION PROOF GRP C&D T-3 RATED 



DESCRIPTION 
 

 5 - 75W XP HANDLAMPS LIGHT STRING 120V OR 12V 

 

 CL I DIV I GRP C&D AND CL II DIV I GRP F&G T-3 RATING 

EXPLOSION PROOF DW HANDLAMP 

 120V 5-XP HANDLAMP STRING 120 FT LENGTH STANDARD  

 5-75W A19RS 120V R/S INCANDESCENT BULBS 

 3.13AMPS  

 80 FT 12/3 SOW CORD PRIMARY STANDARD 

 12V JUNCTION BOXES CHICO SEALED 

 ALUMINUM CORD GRIPS 

 16/3 SOW CORD 2 FT DROPS TO HANDLAMPS 

 EXPLOSION PROOF STRAIGHT BLADE PLUG 

 

OPTIONS: 

 12V MUST USE TFBSL5-12V  

 LENGTH OF CORD SPACING  

 LENGTH OF PRIMARY CORD 

EXPLOSION PROOF STRINGLIGHTS 

WT: 54 LBS 

SLDWXP5-120V TFBSL5-12V 

WT: 36 LBS 



DESCRIPTION 

 
 8 - 75W XP LIGHT STRING 12V 

 
 CL I DIV I GRP C&D AND CL 11 DIV 1 GRPS F&G T-3 RATING EXPLOSION 

PROOF DW HANDLAMP 

 8-75W A19RS 12V ROUGH SURFACE INCANDESCENT BULBS 

 50AMPS  

 ALUMINUM JUNCTION BOXES CHICO SEALED  

 ALUMINUM CORD GRIPS 

 80 FT 8/3 SOW PRIMARY CORD  

 10 FT SPACING  

 150 FT LENGTH STANDARD 

 16/3 SOW CORD 2 FT DROPS TO HANDLAMPS 

 

OPTIONS: 

 12V MUST USE TFBSL8-12V  

 LENGTH OF CORD SPACING  

 LENGTH OF PRIMARY CORD 

SLDWXP8-12V TFBSL8-12V 

EXPLOSION PROOF  8 STRINGLIGHT 

WT: 109 LBS WT: 50 LBS 



DESCRIPTION 

 
10 - 75W XP HANDLAMP STRINGLIGHT 120V 

 
 CL I DIV I GRP C&D AND CL II DIV II GRP F&G T-3 RATING EXPLOSION 

PROOF DW HANDLAMP 

 10-75W A19RS-120V ROUGH SURFACE INCANDESCENT BULBS 

 6.25AMP  

 ALUMINUM JUNCTION BOXES CHICO SEALED  

 ALUMINUM CORD GRIPS 

 80 FT 12/3 SOW CORD PRIMARY  

 10 FT SPACING TO HANDLAMPS 

 170 FT 12/3 SOW CORD STANDARD 

 16/3 SOW CORD 2 FT DROPS TO HANDLAMPS 

 5-15P EXPLOSION PROOF STRAIGHT BLADE PLUG 

 

OPTIONS:  

 50/60HZ 120V/240V OR 110V/220V TRANSFORMERS 

 SPACING AND PRIMARY CORD LENGTH 

EXPLOSION PROOF 10 STRINGLIGHT 

WT: 105 LBS 

SLDWXP10-120V 



DESCRIPTION 

 

120V-12V 2, 4, OR 6 OUTLET LOW VOLTAGE TRANSFORMER BOX  

 
 120V TO 12V 50/60 HERTZ TRANSFORMER 

 MOUNTED IN 10X10X6 NEMA 3R ENCLOSURE  

 ALUMINUM FEET & CARRY HANDLE 

 PANEL MOUNTED RECEPTACLE TWIST LOCK 7310R W/ 

WEATHER PROOF COVER 

 3 FT 14/3 SOW CORD  

 1447 STRAIGHT BLADE 5-15P PLUG 

 

OPTIONS: 

 ANY 12V HANDLAMP 

 2, 4, OR 6 OUTLETS 

 CORD LENGTH 

TFB4-7310R12V/.5KVA 

WT: 40LBS 

TFB2-7310R12V/.25KVA 

TFB6-7310R12V/1KVA 

120V-12V 2, 4, OR 6 OUTLET TRANSFORMER BOX 
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GF1 

WT: 3 LBS 

GF2 

WT: 9 LBS 

GF4 

WT: 13 LBS 

120V GROUND FAULT BOXES 

DESCRIPTION 

 

1, 2, OR 4 OUTLET GFCI RECEPTACLE BOXES 

1 - OUTLET BOX 

 

 1 - 120V 20 AMP GFCI 

DUPLEX 

RECEPTACLE 

 SINGLE IH BOX   

 WEATHER PROOF 

COVER 

 3 FT 14/3 SOW CORD 

 1447 STRAIGHT 

BLADE PLUG  

2 - OUTLET BOX 

 

 2 - 120V 20 AMP GFCI 

DUPLEX RECEPTACLE  

 OUTDOOR NEMA 3R 

METAL ENCLOSURE   

 ALUMUNIM FEET  

 GREEN INDICATOR 

LIGHT 

 WEATHER PROOF 

RECPTACLE COVERS  

 SAFETY RELAY 

MONITOR ON BOTH 

HOT & NEUTRAL 

LEGS  

 3 FT 14/3 SOW CORD  

 1447 STRAIGHT 

BLADE PLUG 

4 - OUTLET BOX 

 

 4 - 120V 20 AMP GFCI 

DUPLEX RECPTACLE  

 OUTDOOR NEMA 3R 

METAL ENCLOSURE  

 ALUMUNIM FEET  

 2 - GREEN 

INDICATOR LIGHTS  

 WEATHER PROOF 

RECPTACLE COVERS  

 SAFETY RELAY 

MONITOR ON BOTH 

HOT & NEUTRAL  

 3 FT 14/3 SOW CORD  

 1447 STRAIGHT 

BLADE PLUG 



CUSTOM DESIGNED PRODUCTS 

DESCRIPTION 

 
 VERTICLE OR HORIZONTAL WINCH  

 PIVOT 360 DEGREES IN VERTICLE POSITION ONLY 

 1200 LB WINCH 

 PAINTED OR HOT DIPPED GALVANIZED 

 1000W METAL HALIDE NEMA 3R 8X8X36 BALLAST BOX W/ ON/OFF TOGGLE 

SWITCHES & CIRCUIT BREAKER PROTECTION W/ POWER CORD  

 1447 PLUG 

 

OPTIONS:  

 YOKE FOR LAY DOWN  

 TRAILER MOUNT 

 15 FT TO 30 FT BOOM  

 LIGHT FIXTURES 

 CORD LENGTH 

 

APPLICATIONS - OIL PLATFORMS, GENERATORS, WELDING MACHINES, 

ROAD CONSTRUCTION EQUIPMENT 

15’ PLT410MH W/ BALLAST BOX 

UNIVERSAL MOUNTABLE PORTABLE  LIGHT TOWER BOOM 



CUSTOM DESIGNED PRODUCTS 

WT: 248 LBS 

DOL400WCEXT120V 

DESCRIPTON 

 

INSPECTION LIGHT FOR BROILER APPLICATION  
 
 CL I DIV II HAZARDOUS LOCATION 400W METAL HALIDE FIXTURE 

 400W METAL HALIDE ED37 LAMP  

 FIXTURE MOUNTED VERTICLE OR HORIZONTAL  

 RETRACTABLE BOOM ARM EXTENDS 5 FT 

 4 -  CASTER WHEELS  

 PAINTED STEEL BASE FRAME  

 400W METAL HALIDE BALLAST BOX  

 25 FT 16/3 SOW POWER CORD 

 36,000 LUMENS / 14,000 SQ FT  

 

OPTIONS: 

 CORD LENGTH 

 APPLICATION 

 LIGHT FIXTURES 

 
DESIGNED & BUILT FOR NYC TRANSIT AUTHORITY 



DESCRIPTION 

 

300W SPECIAL BUILT XP H2S SIGN OFFSHORE RIG LIGHT 

 
 300W 120V CLI DIV I GRP  D EXPLOSION PROOF FIXTURE 

 300W R40 FLOOD BULB 

 ALUMINUM 93” FROM LADDER MOUNT TO LIGHT FIXTURE 

 ADJUSTABLE LADDER BRACKET 28” TO 41” FITS HANDRAILS, SHIP 

RAILS & SCAFFOLDING 

 100 FT SOW 16/3 BLACK CORD 

 EXPLOSION PROOF STRAIGHT BLADE PLUG 

 PIVOT FROM 0 TO 180 DEGREES LIGHT BOOM 

 LIGHT ADJUSTMENT 0 TO 180 DEGREES VERTICLE 

 

OPTION:  

 150W 120V CL I DIV I GRP C&D EXPLOSION PROOF FIXTURE 

 LIGHT FIXTURES 

 CORD LENGTH 

 

DESIGNED TO LIGHT UP H2S SIGNS ON OFFSHORE OIL PLATFORMS 

CUSTOM DESIGNED PRODUCTS 

WT: 48 LBS 

LAD H2SRIGAP300W8’-120V 



500W QUARTZ TROUBLE & TASK LIGHT 1” TO 2” PIPE CLAMP 

PCQ500W-120V 

DESCRIPTION 

 
 500W QUARTZ OUTDOOR FIXTURE W/ WIRE GUARD 

 500W 120V  DOUBLE ENDED LAMP 

 25 FT 16/3 SOW CORD 

 1447 5-15P STRAIGHT BLADE PLUG 

 1 IN TO 2 IN ADJUSTABLE STEEL PIPE CLAMP W/ WING NUT 

 4.17 AMP  

 3200 SQ FT COVERAGE 

 

OPTIONAL 

 150W 12V LAMP 12.5 AMPS DRAW 1066 SQ FT W/ ALLIGATOR CLIPS OR 

CIGARETTE LIGHTER ADAPTER 

 INLINE TRANSFORMER  

 CORD LENGTHS 

WT: 8 LBS 



DESCRIPTON 
 

2 - 500W QUARTZ ON ADJUSTABLE STEEL BASE STAND 

 

 2-500W QUARTZ LIGHT FIXTURES W/ WIRE GUARDS PIVOT 360° 

 VERTICLE ADJUSTMENT MOUNT 

 REMOVEABLE HEAD AND BASE 

 4 FT TO 6 FT ADJUSTABLE SLIDE GALVANIZED TUBING 

 16X16X5/8 STEEL BASE STAND 

 CARRYING HANDLES 

 POP PIN FOR TELESCOPING POLE 

 25 FT 14/3 SOW CORD  

 1447 L5-15P STRAIGHT BLADE PLUG 

 PAINTED STEEL HEAD & BASE STAND 

SPECIALTY BUILT PRODUCT 

QBS500W4FT-120V 

WT: 75LBS 



DESCRIPTION 

 
 ADJUSTABLE FOR 2 IN TO 4 IN PIPE 

 ADJUSTABLE FOR 2 IN TO 12 IN I-BEAM 

 STAINLESS STEEL ALL THREAD RODS & WING NUTS 

 PICTURE DISPLAYS DOUBLE HEAD CL I DIV II 400W METAL HALIDE 

 

OPTIONS: 

 FIXTURES 

 

BEAM & PIPE CLAMP ALUMINUM BRACKET 

WT: 18 LBS 

BPALBKT 



PORTABLE 240/120V DISTRIBUTION PANEL 

DESCRIPTION 

 

12EA GFCI 240V/120V 20A PORTABLE PANEL 

 
 100A 240/120V 1PH NEMA 3R LOAD CENTER 

 100A MAIN BREAKER 

 5 FT 8/3 SOW CORD  

 12 EA 120V 20A GFCI RECPT. W/ WEATHER PROOF COVERS 

 12 EA 120V 20A 1P CIRCUIT BREAKERS 

 GREEN POWER INDICATOR LIGHT 

 PANEL MOUNTED ON PORTABLE STEEL STAND 

 

OPTIONS: 

 PLUGS & RECEPTACLES 

 CORD LENGTH 

 
DESIGN BUILT PER CUSTOMER APPLICATION 

DP240-12GF120V 

WT: 135 LBS 



“PIGGYBACK DISTRIBUTION 

DESCRIPTION 

 
GENERATOR MOUNTABLE PORTABLE DISTRIBUTION UNIT  

 
 100A 240V/120V NEMA 3R LOAD CENTER 

 100A MAIN BREAKER 

 GREEN INDICATOR LIGHT 

 25 FT 6/3 SOW PRIMARY CORD  

 10 EA 120V 20A CIRCUIT BREAKERS 

 MOUNTED ON “A” FRAME 

 PIGGY-BACK STYLE MOUNT FOR GENERATOR W/ MOUNTING 

ATTACHMENTS 

 

OPTIONS: 

 CORD LENGTH 

PGBAF100A/240/120V-30A/10-120V/20AGFCI-R 

WT: 96 LBS 



DESCRIPTION 

 

CART MOUNTED PORTABLE DISTRIBUTION 
 

PRIMARY 

 10 KVA 480V/240V-120V 1PH NEMA 3R SEALED TRANSFORMER 

 20A 3PH FUSED MAIN DISCONNECT (W/ SPARE FUSE) NEMA 3R 

 25 FT 6/4 SOW CORD NO PLUG  

 

SECONDARY 

 100A NEMA 3R 1 PH LOAD CENTER 

 100A 2P MAIN BREAKER 

 GREEN PANEL MOUNT INDICATOR LIGHT 

 2-120V 20A GFCI RECEPTACLES W/ WEATHER PROOF COVERS 

 2-120V 20A 1P CIRCUIT BREAKERS 

 2-240V 30A L6-30R RECEPTACLES W/ WEATHER PROOF COVERS 

 2-240V 30A GFCI CIRCUIT BREAKERS 

 PAINTED 2 WHEEL DOLLY CART STEEL FRAME, W/ CORD WRAP 

 ALL DECALED TO NEC REGULATION 

 

DESIGN BUILT TO CUSTOMER APPLICATION 

10KVA POWER DISTRIBUTION CART 

DPC10KV1P240/120V2-120V20AGFCI2-240V30AGFCI 

WT: 256 LBS 



DESCRIPTION 

 

DESIGN BUILT PER CUSTOMER APPLICATION 

 

SPECS: 

15 KVA 480V 1 PH  240/120V ENCAPSULATED TRANSFORMER NEMA 

3R  

25FT 8/3 SOW BLACK CORD 

40 AMP  3 PH NEMA 3R FUSEABLE DISCONNECT - 1 SPARE FUSE 

SECONDARY 100A  NEMA 3R OUTDOOR LOAD CENTER W/ 100A 

MAIN BREAKER 18 SPACE  

PANEL MOUNTED GREEN INDICATOR LIGHT  

12 EA 120V 20A GFCI RECEPTACLE W/ WEATHER PROOF COVER   

12 EA 20A 1P CIRCUIT BREAKERS  

FRAME GROUNDING LUG 

OPTIONAL: PRIMARY 480V RECPT OR DISCONNECTS 

OPTIONAL: SECONDARY LOAD CENTER 240/120V RECPT AND AMPS 

PAINTED STEEL DOLLY CART, NARROW FOR DOOR OPENINGS 

2 - 10” RUBBER WHEELS 

OPTIONAL SPECIAL DESIGN 

COMPLETELY DECALED PER NEC CODES 

CPD15KVA 100A 12 GFCI-CART 

PORTABLE DISTRIBUTION CART 

WT: 395 LBS 



DPP15K1P10-120/2-240GFCI 

15 KVA SQUARE FRAME POWER DISTRIBUTION 

WT: 425LBS 

DESCRIPTION 

 

15KVA FRAME MOUNTED DISTRIBUTION 

 
 15 KVA 480V 1 PH  240/120V NEMA 3R ENCAPSULATED 

TRANSFORMER  

 60 AMP  3 PH NEMA 3R FUSEABLE MAIN DISCONNECT  

 3-60 AMP BUSE FUSES, 1 SPARE FUSE  

 6/4 PRIMARY SOW BLACK  CORD  

 SECONDARY 100 AMP 16 SPACE NEMA 3R 1 PH LOAD CENTER  

 GREEN INDICATOR LIGHT  

 10 EA 120V 20 AMP GFCI RECEPTACLES   

 2 L6-30 250V 30 AMP TWIST LOCK RECEPTACLES W/ WEATHER 

PROOF COVERS  

 10 EA 120V 1 PH 20 AMP  CIRCUIT BREAKERS  

 2 30 AMP  2 POLE CIRCUIT BREAKERS 

 CORD WRAP  

 4X10 FORK LIFT POCKETS  

 PAINTED STEEL  DOOR WAY ACCESS FRAME CART  

 2 SWIVEL  & 2 RIGID CASTER WHEELS  

 CENTER LIFTING EYE  

 

OPTIONS: 

 CORD LENGTH 

 

DESIGN BUILT PER CUSTOMER APPLICATION 



DESCRIPTION 

 

25KVA 480V 1 PH 2-240V30A/10-120V 20A GFCI DISTRIBUTION  
 

 25KVA 480V  1PH 240V/120V NEMA 3R ENCAPSULATED 

TRANSFORMER W/ WEATHER SHIELD 

 60AMP 1PH NEMA 3R MAIN DISCONNECT W/ 3 EA 60A BUSS FUSES, 1 

SPARE FUSE 

 25 FT PRIMARY 6/4 SOW CORD  

 100 AMP 240V/120V 1PH NEMA 3R LOAD CENTER  

 100 AMP MAIN BREAKER 

 10 EA 120V 20A 1P CIRCUIT BREAKERS 

 10 EA 20A 120V GFCI DUPLEX RECEPTACLES 

 2 EA 240V 30A L6-30R RECPTACLES W/ WEATHER PROOF COVERS 

 2 EA 240V 30A GFCI 2P CIRCUIT BREAKERS 

 PANEL MOUNTED GREEN INDICATOR LIGHT 

 ALL DECALED TO NEC REGULATION 

 

OPTIONS: 

 TOP WIRE MESH CORD BASKET OR CORD WRAPS, FORKLIFT 

POCKETS, PAINTED STEEL FRAME, CASTER WHEELS, CENTER 

LIFTING EYE, 4 POINT LIFTING EYES 

 CORD LENGTH 

 

DESIGN BUILT PER CUSTOMER APPLICATION 

SQUARE FRAME SKID MOUNT DISTRIBUTION UNIT 

CDP25K/480V1PH/2-240 30A/10-120V 20A GF 

WT: 730 LBS 



DESCRIPTION 

 

37.5KVA 3PH 480V/240V-120V 3PH ENCAPSULATED TRANSFORMER  
 

 2 EA 60A FUSED 3PH MAIN DISCONNECT 

 2-60A 480V 3PH PIN & SLEEVE INTERLOCK RECEPTACLES W/ WEATHER 

COVER  

 25 FT PRIMARY 1/4 SOW CORD 

 200A 1PH NEMA 3R MAIN LOAD CENTER W/ 200A MAIN BREAKER  

 GREEN PANEL MOUNT INDICATOR LIGHT 

 8 EA 120V 20A  GFCI DUPLEX RECEPTACLES W/ WEATHER PROOF 

COVERS  

 8 EA 120V 20A  1P CIRCUIT BREAKERS  

 2-240V 30A L6-360R TWIST-LOC RECEPTACLES W/ WEATHER PROOF 

COVERS  

 2 EA 30A GFCI CIRCUIT BREAKERS  

 2 EA 50A 125/250V TWIST-LOC RECEPTACLES W/ WEATHER COVER  

 2 EA 240V 50A 2P CIRCUIT BREAKER 

 PAINTED STEEL FRAME, 2 EA CASTER WHEELS RIGID & 2 EA CASTER 

WHEELS SWIVEL, 4 EA LIFTING EYES, CORD WRAP TOP,  FORK LIFT 

POCKETS  

 UL & NEC CODE COMPLIANT 

 ALL DECALED TO NEC REGULATION 

 

DESIGN BUILT PER CUSTOMER APPLICATION 

PORTABLE POWER DISTRIBUTION  

CDP37.5KVA 480V/240V-120V 3PH/2-60A/DISC W REC 8-120GF20A 

2-240VGF30A REC    

WT: 1059LBS 



DESCRIPTION 

 

37.5 KVA WHEEL MOUNTED DISTRIBUTION 
 

 37.5 KVA 3PH 480V/240V-120V 1PH NEMA 3R ENCAPSULATED 

TRANSFORMER  

 25 FT PRIMARY  4/3 SOW CORD 

 100A FUSED MAIN DISCONNECT 3PH 600V/250DC NEMA 3R 

 200A LOAD CENTER 1PH W/ 200A MAIN BREAKER 

 GREEN PANEL MOUNT INDICATOR LIGHT 

 8 EA 120V 20A GFCI DUPLEX RECEPTACLES  

 8 EA 20A 1P CIRCUIT BREAKERS W/ WEATHER PROOF COVERS  

 2-240V 30A L6-360R TWIST-LOC RECEPTACLES 

 2 EA 30A 2P GFCI CIRCUIT BREAKERS W/ WEATHER PROOF COVERS  

 2 EA 50A 125/250V TWIST-LOC RECEPTACLES W/WEATHER COVER  

 2 EA 50A 2P CIRCUIT BREAKER  

 PAINTED STEEL FRAME, 2EA CASTER WHEEL RIGID, 2 EA CASTER 

WHEEL SWIVEL, 4 - POINT LIFTING EYES, CORD WRAP TOP,  FORK LIFT 

POCKETS  

 UL & NEC COMPLIANT 

 ALL DECALED TO NEC REGULATION  

 

DESIGN BUILT PER CUSTOMER APPLICATION 

PORTABLE POWER DISTRIBUTION  

CDP37.5KVA 480V/240V-120V NEMA 3R SEAL TRANSFORMER 

WT: 938LBS 



DESCRIPTON 

 

37.5 KVA WHEEL MOUNTED DISTRIBUTION 
 

 37.5 KVA 480V/240V-120V 1PH ENCAPSULATED TRANSFORMER NEMA 3R 

 100A NEMA 3R FUSED MAIN DISCONNECT 

 25 FT PRIMARY 4/3 SOW CORD 

 200A 1PH MAIN LOAD CENTER NEMA 3R W/ 200A MAIN BREAKER  

 GREEN PANEL MOUNT INDICATOR LIGHT 

 12 EA 120V 20A DUPLEX GFCI RECEPTACLES W/ WEATHER PROOF 

COVERS 

 12 EA 120V 20A 1P CIRCUIT BREAKERS   

 4 EA 240V 30A L6-30R RECEPTACLES W/WEATHER PROOF COVERS  

 4 EA 30A 2P GFCI CIRCUIT BREAKERS  

 PAINTED STEEL FRAME, 2 EA RIGID CASTER WHEELS & 2 EA SWIVEL 

CASTER WHEELS, 4 EA LIFTING EYES, TOP CORD WRAP, FORK LIFT 

POCKETS 

 UL & NEC COMPLIANT  

 ALL DECALED TO NEC REGULATIONS 

 

DESIGN BUILT PER CUSTOMER APPLICATION 

PORTABLE POWER DISTRIBUTION  

WT: 938LBS 

CDP37.5KVA 480V/240V-120V-/12-120V 20A GFC4-240 30A GFCI 



DESCRIPTION 

 

37.5KVA WHEEL MOUNTED DISTRIBUTION 
 

 37.5 KVA 3PH 480V/240V-120V NEMA 3R ENCAPSULATED TRANSFORMER 

 25 FT PRIMARY 2/0-4W S0W CORD   

 100A 480V 3PH NEMA 3R FUSED MAIN DISCONNECT   

 200A MAIN DISCONNECT FUSE 480V FOR PIN & SLEEVE  

 200A 3PH 480V 4W PIN & SLEEVE RECEPTACLE 

 200A 1PH NEMA 3R MAIN LOAD CENTER W/ 200A MAIN BREAKER  

 GREEN PANEL MOUNT INDICATOR LIGHT 

 8 EA 120V 20A GFCI DUPLEX RECEPTACLES W/ WEATHER PROOF 

COVERS  

 8 EA  20A 1P CIRCUIT BREAKERS  

 8 EA 120V 30A RECEPTACLES W/ WEATHER PROOF COVERS  

 8 EA 30A 1P GFCI CIRCUIT BREAKERS  

 2 EA RIGID CASTER WHEELS & 2 EA SWIVEL CASTER WHEELS 

 PAINTED STEEL FRAME, TOP CORD WRAP,  4 LIFTING EYES , FORK 

LIFT POCKETS 

 UL & NEC COMPLIANT 

 ALL DECALED TO NEC REGULATION  

 

DESIGN BUILT PER CUSTOMER APPLICATION 

PORTABLE POWER DISTRIBUTION  

CDP37.5KVA 480V/240V/120V/1-200A 3PH RECEPT                                                          

8-120V20A RECEPT. 8-120V30A RECEPT  

WT: 1023LBS 



DESCRIPTION 

 

TOWABLE 25KVA POWER DISTRIBUTION 8-GFCI RECEPTACLES 
 

 25KVA 480V 1PH 240/120V ENCAPSULATED TRANSFORMER NEMA 3R  

 60A FUSED MAIN DISCONNECT NEMA 3R 3PH W/ 1 SPARE FUSE 

 100 FT PRIMARY 6/4 SOW CORD 

 125A 1PH FUSED JOB TRAILER DISCONNECT NEMA 3R 

 100A  NEMA 3R 16 SPACE LOAD CENTER W/ 100A MAIN BREAKER  

 PANEL MOUNTED GREEN INDICATOR LIGHT 

 8 EA 120V 20A GFCI RECEPTACLES W/ WEATHER PROOF COVERS  

 8 EA 120V 20A 1P CIRCUIT BREAKERS 

 2 EA 240V 30A L6-30 RECEPTACLES W/ WEATHER PROOF COVERS 

 2 EA 240V 30A 1P GFCI CIRCUIT BREAKERS 

 1 EA 50A 125/250V TWIST LOC RECEPTACLE W/ WEATHER PROOF 

COVER 

 PAINTED STEEL DISTROBUTION TOWABLE TRAILER W/ 2” BALL HITCH, 

SAFETY CHAINS, 13 IN TIRES & RIMS, RUNNING LIGHTS, 4X10 FORK 

LIFT POCKETS, LENGTH: 93 IN WIDTH: 57 IN 

 

OPTIONS: 

 LOAD CENTER 

 CORD LENGTH 

 

DESIGN BUILT PER CUSTOMER APPLICATION 

WT: 780 LBS 

TOWABLE POWER DISTRIBUTION 

TDJ25K8-120/2-240/1-50A 



HAZARDOUS OFFSHORE SKID UNITS 

HAZARDOUS OFFSHORE CERTIFIED, STRESS & LOAD TESTED UNIT, MEETS INDUSTRY SAFETY STANDARDS 

AND REGULATIONS FOR USA AND INTERNATIONAL APPLICATIONS.  LONG LIFE DESIGN WITH 

GALVANIZED MAST, FRAMES & SKIDS WITH STAINLESS STEEL CABINETS, ELECTRICAL DISTRIBUTION 

PANEL ALL CORROSION RESISTANT FOR OFFSHORE HARSH ENVIRONMENTS. 

 

 WATER COOLED DIESEL ENGINE W/ SAFETY SHUTDOWNS  

 6 TO 15KW MARINE GRADE & HARSH ENVIRONMENT GENERATOR ENDS  

 STAINLESS STEEL CABINETS 

 GALVANIZED DIPPED FRAME,  4 LIFTING EYES W/ CABLE LIFTING BRIDLE AND SLING, 4X12 FORK LIFT 

POCKETS, CONTAINMENT PAN, RECTANGULAR TUBING BOTTOM SKID 

 ELECTRICAL DISTRIBUTION PANEL STANDARD 2-120V 20A GFCI CL I DIV I EXPLOSION PROOF 

RECEPTACLES W/ MAIN 240V SWITCH 

 400W METAL HALIDE CL I DIV II HAZARDOUS LOCATION FIXTURES W/ CL I DIV I EXPLOSION PROOF 

SWITCHES MOUNTED ON DISTRIBUTION PANEL 

 BOOM 7 FT TO 15 FT W/ 6:1 REDUCTION GEAR SELF BREAKING WINCH 

 SPARK ARRESTOR AND INSULATION WRAP 

 EMERGENCY MANUAL AIR INTAKE SHUTDOWN 

 SPECS: NEC, INEC, NEMA, CLASS BPH, DEPARTMENT OF OCEAN OFFSHORE DRILLING REGULATORS, 

LOAD TEST, ENGINEER STRESS TESTING FOLLOWING ALL SAFETY REGULATION DEPARTMENTS ARE 

APPLIED 

 

OPTIONS: 

 ENGINES 

 GENERATOR ENDS 

 PAINTED, STAINLESS STEEL OR ALUMINUM CABINETS 

 120V OR 240V RECEPTACLES AVAILABLE PER CUSTOMER SPECIFICATIONS 

 LED 150W LIGHT 

 

DESIGN BUILT PER CUSTOMERS APPLICATION 

 

WT: 1995 LBS 

CLASS I DIV II APPLICATION 

MADE IN AMERICA 



SUPER 60FT PORTABLE LIGHT TOWER 

WT: 12,100 LBS 

ABOUT 75 ACRES OF ILLUMINATION 

DESCRIPTION 
 

24,000W ULTIMATE PORTABLE LIGHT TOWER 

 
 16 EA 1500W METAL HALIDE FIXTURES  

 60 FT BOOM TELESCOPING MAST 

 2 EA WINCHES TELESCOPING UP/DOWN AND LAYDOWN W/ REMOTE 

 BALLAST BOX, ON/OFF SWITCHES & SAFETY PROTECTION 

 6 POINT EXTENSION OUT RIGGERS 

 35 KVA GENERATOR  

 600 LB TOUNGE WT W/ TOWABLE RING HITCH, RUNNING LIGHTS, 

SAFETY CHAINS, HIGHWAY READY MEETS ALL REGULATIONS 

 ALL COMPONENTS MEET OR EXCEED UL LISTINGS & OTHER 

REGULATIONS 

 

OPTIONS:   

 ADD ON FOR POWER DISTRIBUTION 

 GENERATORS 

 

DESIGN BUILT PER CUSTOMERS APPLICATION 

 


