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MATERIAL NAME: Woven Coated Polypropylene Fabric
MATERIAL DESCRIPTION: White Coated Intermediate Bulk Container Fabric (IBC)

HAZARDS
Eye Contact:  Particulate may scratch eye surfaces
Skin Contact:  No hazard
Inhalation:       No hazard
Ingestation:     No hazard

WORKPLACE EXPOSURE LIMITS
No limits have been established for this product.

FIRE & EXPLOSION HAZARD
Flashpoint:                   570°F
Autoignition Temp:     >575°F
General Hazard:         Toxic gases will form upon combustion
Fire Fighting:                Use water spray to cool exposed surfaces
Conditions to avoid:  Temperatures in excess of 480°F may cause resin degradation

MIL THICKNESS:   Coated 1 Mil PP/PE Skirt/Sprout Fabric - Flat Woven Tucked Salvage

UV RESISTANCE:  >70% after 1200 hours exposure

PUNCTURE LBS:  91

TENSILE:  184 x 139

WEIGHT:  Uncoated - 3.2oz/sq yd

The Patterson Power Tube is 
an option for 14” through 30” 
Patterson High Velocity Fans.  
The tube attaches to the fan 
via a drawstring that is sewn 
in the open end.  The Power 
Tube comes equipped with 
brass grommets along the 
top edge for hanging.  The 
grommets are spaced evenly 
every 30 inches.  The tube 
comes with 2”, 3”, or 4” holes, 
as specified by the customer.
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