
3M Hillington 

3M Hillington, Johnstone Avenue, Hillington Industrial Estate, Glasgow, G52 4NZ 
Tel: +44 (0)141 891 4300 Fax: +44 (0)141 891 4319        
www.mmm.com/uk                                               
     

   

 
PRODUCT INFORMATION SHEET 

 

76903 3M PURPLE ‘STOP’ HDPE-SARM-65WK 
 
DESCRIPTION         

An 80 gsm purple high density polyethylene, laminated to a kraft  liner with a removeable adhesive.  This label product 
voids when removed from most surfaces and is available from 3M Hillington’s range of security products. 
 

PHYSICAL PROPERTIES 
     Unit  Typical Value  Test Method 
 FACE  Substance gsm  82 ± 8%   TAPPI 410 
   Caliper  micron  80 ± 8%   TAPPI 411 
   Smoothness  ml/min  typically 15  B.S. 4420 
   Appearance ___  purple   ___ 

 
 ADHESIVE Peel Adhesion N/25mm  voids, typically 4 to glass FINAT 1 
   Loop Tack N/25mm  voids, typically 3 to glass FINAT 9 
   Service Temp oC  5oC to 70oC  ___ 
   Application Temp oC  5oC   ___ 
 
 BACKING Substance gsm  70 ± 5gsm  TAPPI 410 
 LINER  Caliper  micron  73 ± 6µ   TAPPI 411 
 

APPLICATION 
Designed for applications where security is required.  The label will void and display a ‘STOP’ message to alert the user 
that the label/product has been tampered with.  It is suitable for use on most surfaces including glass, stainless steel, 
aluminium and non-polar surfaces such as polyethylene and polypropylene.  This material can be die cut into labels and 
automatically dispensed onto the product 
 
SARM is a security removeable adhesive designed to give almost immediate voiding to glass 
 
65WK is a 70 gram kraft liner with excellent lay-flat characteristics which can be back printed. 
 

PRINTING  

Variable information printing can be applied by a wide variety of thermal transfer printers using wax, hybrid or resin 
ribbons.  This material is not barcode scannable. 
The surface coating can be pre -printed by letterpress, flexographic, screen or litho process. 
 

SHELF LIFE 
 This product has a shelf life of 2 years if stored between 10oC and 25oC and 35 to 65% RH. 
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We stand by the accuracy and performance of all our products.  In the case of specific or unusual applications we recommend that customers 
satisfy themselves as to the suitability of our products for the intended use. 


