
 
Accentrim Tape  
B200 
 
 
Product Data Sheet 
 Updated  :  April 2001 
 Supersedes :  New 
   
 
 
    

Product Description 
 
 
 

A linered polyester tape with a very clear, low-out-gassing adhesive.  This tape employs 
proprietary technology designed to create the effect of cut glass when applied properly.  It 
has excellent adhesion to glass surfaces, especially float glass.  This permanent 
adhesive resists edge lifting and yellowing, and has excellent long-term ageing 
properties.   

 
 
    

Physical Properties 
Not for specification purposes 

Adhesive  
 

Acrylic 

 Backing Polyester 
 

 Colour Clear 
 

 Optical Layer 
 

Acrylic 

 Liner Polyester with Silicone Release 
 

 Pattern 
 

V-Groove 

 Approximate Caliper Optical Layer  0.05 mm 
Backing   0.13 mm 
Adhesive  0.05 mm 
Total without Liner 0.23 mm 

 Shelf Life  Recommended storage at 15°C - 27°C and 40-50% 
Relative Humidity in original package.  Shelf life is 12 
months from date of despatch by 3M when stored in the 
original carton. 

 
 
 
    

Performance 
Characteristics 
Not for specification purposes 

Adhesion to Float Glass 
 Initial 
 After 3 days at 22°C 

 
4.9 N/10 mm 
6.5 N/10 mm 
 

 
ASTM D-3330 

 Adhesion to Plate Glass 
 Initial 
 After 3 days at 22°C 
 

 
3.8 N/10 mm 
5.5 N/10 mm 

 
ASTM D-3330 

 Adhesion to Tempered 
Glass 
 Initial 
 After 3 days at 22°C 
 

 
 
5.5 N/10 mm 
7.1 N/10 mm 

 
ASTM D-3330 
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Performance 
Characteristics Cont… 
Not for specification purposes 

Adhesion to Mirror 
 Initial 
 After 3 days at 22°C 
 

 
5.5 N/10 mm 
7.6 N/10 mm 

 
ASTM D-3330 

 Adhesion to Steel 
 Initial 
 After 3 days at 22°C 
 

 
3.3 N/10 mm 
7.1 N/10 mm 

 
ASTM D-3330 

 
 
    

General Information  1. Application temperature should be at normal room temperature or higher. 
2. Dimensionally stable over temperature range from -30°C - 121°C. 
3. Standard packaging includes plastic cores and individual plastic bags. 
4.  Not intended for outdoor exposure. 

 
 
    

Application Ideas  1. Apply to glass and mirror for a decorative effect on kitchen cabinets, windows and 
furniture. 

2. Furniture might include entertainment centres, tables, bookcases, buffets, curios or 
any other piece with decorative glass and mirror. 

3. Smaller items such as picture frames and displays can be enhanced with this tape. 
4. Commercial and retail opportunities including conference rooms, side lights, 

restaurant booths, display areas, lobbies and office partitioning. 
5. Conservatories (Only vertical applications, see Application Instructions, point 13 

below). 
 
 
 
    

 Features Advantages Benefits 
 

 0.13mm Polyester Film High Strength 
 

Provides dimensional 
stability in application 
 

  High moisture resistance Helps to resist moisture 
 

  Wide temperature range 
resistance:  -40°C - 121°C 
for 24 hours 

Helps reduce failure 
caused by film shrinkage or 
embrittlement 
 

 High strength acrylic 
adhesives 

Good initial adhesion Adheres well to a variety of 
glass surfaces 
 

 Acrylic adhesive and optical 
layers 

Long term ageing Non-yellowing and retains 
adhesion.  Stable over a 
long period of time 
 

  Chemical resistance Resists window cleaners  
 

 New tape construction  Increased design 
opportunities.  No grinding 
– No dust! No need to sub-
contract. 

Larger application windows 
can be used in a clean 
area.  Retrofit/apply to glass 
in situ. 
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Limitations  The optical layer is scratch sensitive and should therefore be applied to the more 
protected side in single pane applications such as inside the cabinet or to the underside 
of a table.  The applied tape should be protected against scratches during transportation 
on single pane glass windows. 
 
Not to be used on : Sharp curved surfaces (longitudinal direction of the tape) 
    Outside of the window (outdoor exposure) 

 
 
 
    

Application of 3M  
Accentrim  Pressure 
Sensitive Tape to Flat 
Glass  

1. The glass, mirror or plastic surface must be clean and dry.  Any dirt, dust or lint 
present on the glass surface will show as a visual defect under the applied tape.  Any 
retain or industrial glass cleaner may be used.  (Follow dilution instructions on 
industrial cleaners.) 

 
2. Ensure that the used glass cleaner does not contain any release agents such as 

silicone. 
 
3. Attach a ruler to the application/cutting table on both sides of the M-90 Manual 

Precision Cutter.  This assists in cutting the second tape angle tape at its desired 
place.  Mark the tape on both ends with a pencil on the liner side. 

 
4. Depending on the design or pattern, pre-cut the ends of the tape with the M-90 

Manual Precision Cutter to the required length and style.  The liner should not be 
removed at this point.  The cutting tool will enable cutting the tape without cutting the 
liner.  Cut with rough (tape) side facing up.  The tape side is textured and the liner 
side is smooth. 

 
5. Peel or remove the liner from the tape, taking care not to get fingerprints on the 

adhesive surface.  It works best to hold the tape on the sides or on ends not intended 
to be applied.  

 
6. Another method for holding the tape while positioning it for application is to apply a 

small piece of clear office tape, such as Scotch MagicTape, to one or both ends of 
the backside of the 3M  Accentrim  tape.  Turn the end of the Scotch Magic  tape 
to make a tab to grasp.  Remove the liner and proceed. 

 
7. Carefully position the tape, without touching the glass surface, until aligned and ready 

to apply.  Attach one end, continue to hold the other end away from the glass, and use 
a rubber roller to roll the tape down on the glass in order to  avoid air entrapment and 
achieve good adhesion. 

 
8. Do not use a rigid tape wiper directly on the tape as it could scratch the surface.  

However, a rigid tape wiper can be used by placing several layers of soft paper towel 
over the wiper surface to protect the tape. 

 
9. Care must be taken to ensure that tape is positioned accurately.  Due to the high 

adhesion to glass needed for long-term performance, the tape cannot be removed 
and reapplied.  The tape tends to get shock or stress marks upon removal, which 
appear as visual defects; therefore, fresh tape is required. 
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Application of 3M  
Accentrim  Pressure 
Sensitive Tape to Flat 
Glass 

 
1. For repositionability with narrow tape widths a liquid method of tape application may 

be employed.  Isopropyl alcohol (IPA) can be purchased as rubbing alcohol.  Dilute 
the IPA with distilled water down to about 15% to make up the solution.  Spray 
sufficient IPA/water solution on the glass surface to eliminate air bubbles under the 
tape.  Use the minimum amount possible to achieve good results.  If this liquid 
mixture is used, care must be taken while rubbing the tape down to the glass surface, 
since the tape tends to move as the liquid is pushed out.  Let the tape sit a few 
moments to begin to develop a bond to the glass, blot the tape and glass surface 
with a paper towel to remove excess liquid, then roll down firmly with a rubber roller to 
obtain good adhesion.  Roll down several times to expel the moisture from under the 
tape.  (If any moisture is left under the tape, it will appear as white spots the next day.  
They will eventually evaporate, but depending upon the amount it can take up to a 
month to dry.)  Finish with a wipe of lint free cloth to clear the excess liquid. 

 
2. The final step is to clean the glass and tape surfaces with any glass cleaner for a 

beautiful finished piece. 
 
3. Leave a small gap between the tape ends at the intersections to prevent the tape 

ends from lifting or developing a visual defect over time. 
 
4. Cross web marks generated during liner removal will normally fade away within a day 

or two.  Some liner marks last longer if not rolled down firmly.  
 
5. In shower applications or in a very moist environment a silane primer must be used.  

(Please contact Technical Service for advice.) 
 
6. Do not lay the tape on its side on the bench or application table, to prevent the tape 

edge from picking up dust or dirt.  Keep the tape in the original bag or on the tape 
drum of the M-90 Precision Cutter prior to use. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3M and Accentrim are trademarks of the 3M Company. 

Values presented have been determined by standard test methods and are average values not to be used for specification purposes. 
Our recommendations on the use of our products are based on tests believed to be reliable but we would ask that you conduct your 
own tests to determine their suitability for your applications. 
This is because 3M cannot accept any responsibility or liability direct or consequential for loss or damage caused as a result of our 
recommendations. 
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