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Castor options

QTQ wheel*
Grey rubber, 
round profile, 
precision 
bearing, thread 
guard

MZP
Plate with 
swivel

MZPTB
Plate with 
swivel and total 
brake

MZPDL
Plate with 
swivel and 
direction lock

MZFN
North American 
fixed plate 
(150 mm only)

MZH
Bolt hole swivel

MZHTB
Bolt hole swivel 
and total brake

MZHDL
Bolt hole swivel 
and 
direction lock

Wheel Max load 
(kg)

Diameter x tread 
(mm)

Hub x bore 
(mm)

QTQ150G 200 150 x 34 40 x 8
QTQ175G 200 175 x 34 40 x 8

Fork Wheel size 
(mm)

Mount height 
(mm)

Turning radius 
(mm)

MZP/MZH/ 150 187 130
175 214 145

MZFN 150 187 -

MZPTB/MZPDL  
MZHTB/MZHDL

150 187 153
175 214 153

Fork mounts

ISO plate
8 mm
holes

60/44

80/76 96

78

NA plate1

11 mm
slotted 
holes

44

9576/67

70 Bolt hole2

12.7

63

Big M Series 200 kg

§ Grey rubber wheel with round profile, precision bearing and thread
guard (plain bearing wheel also available)

§ Swivel, fixed plate and bolt hole zinc plated Core CoatTM forks
with total brake or direction lock

§ Available with Chicago screw axles and alternate
colourways

§ Excellent corrosion resistance at three times the Australian
Standard

§ Made in Australia

Colourway and axle options

Colourway

SealTB 
Pedal

TB 
Pedal Seal TB 

Pedal Seal

Standard
Default castor 
colourway

Black
Add B to castor code
Example: 
QTQ150G/MZPTBB

Grey
Add G to castor code
Example: 
QTQ150G/MZPTBG

Chicago screw axle (optional)

To upgrade to a Chicago screw axle,  
add C to the end of castor code (after any 
colourway options)
Example: 
QTQ150G/MZPTBBC

Order codes

Wheel Fork Castor

QTQ150G M150ZP QTQ150G/MZP
M150ZPTB QTQ150G/MZPTB
M150ZPDL QTQ150G/MZPDL
M150ZFN QTQ150G/MZFN
M150ZH QTQ150G/MZH
M150ZHTB QTQ150G/MZHTB
M150ZHDL QTQ150G/MZHDL

QTQ175G M175ZP QTQ175G/MZP
M175ZPTB QTQ175G/MZPTB
M175ZPDL QTQ175G/MZPDL
M175ZH QTQ175G/MZH
M175ZHTB QTQ175G/MZHTB
M175ZHDL QTQ175G/MZHDL

* Wheel also available with plain bearing—QTA.
1 North American plate. Add N at the end of fork code to purchase  
 (e.g. QTQ175G/MZPNTB).
2 Bushes available to reduce bolt hole to 8 and 10 mm. 




