
FALLSHAW GROUP CATALOGUE 41.0 9

FALLSH
AW

9

FALLSH
AW

L Series 30 kg Wheels
LJP
TPE, plain 
bearing

LNN
Hard nylon, 
plain bearing

Forks

LKP
Plate with 
swivel

LKPBR
Plate with 
swivel and 
wheel brake

LKF
Fixed plate,  
no swivel

LKH
Bolt hole 
swivel

LKHBR
Bolt hole 
swivel and 
wheel brake

Specifications

Wheel Max load 
(kg)

Diameter x tread 
(mm)

Hub x bore 
(mm)

LJP50 30 50 x 20 25 x 6

LNN50 30 50 x 20 25 x 6

Forks Wheel size 
(mm)

Mount height 
(mm)

Turning radius 
(mm)

LKP/LKH/LKF* 50 65 47

LKPBR 50 65 60

LKHBR 50 65 67

Castor mount options (mm)

47

35

46 60
Plate
7 mm
holes

10

42

Bolt hole1

Order codes

Wheel Castor
LJP50 LJP50/LKP

LJP50/LKPBR
LJP50/LKF
LJP50/LKH
LJP50/LKHBR

LNN50 LNN50/LKP
LNN50/LKPBR
LNN50/LKF
LNN50/LKH
LNN50/LKHBR

Features
§ Thermoplastic elastomer (TPE) or hard nylon

wheels
§ Nickel coated forks
§ Suitable for furniture and light duty trolleys
§ Bolt hole pintle sold separately (see page 64)

* LKF—fixed plate has no turning radius.
1 Grip-neck pintles also available (see page 64).




