GENERAL CASTORS

roling forward...

TWi n S e ri e S 40 kg Castors Order codes and specifications
Castor code Diameter Height Turning Max load

(mm) (mm) radius (mm) (kg)

TW50P 50 61 46 40

TW50PBR 50 61 60 40

TW5038 50 61 46 40

TW50P TW50PBR TW5038 TW5038BR 50 61 60 40

Plate with swivel Plate with swivel and Threaded 3/8 pintle TWs0CJ 50 61 46 40

wheel brake

Castor mount options (mm)
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Features = 1 | ‘—T
= Twin wheel plastic castors with or without wheel brake : 19 25
= Suitable for office equipment and light trolleys TW5038BR TW50CJ — |

Threaded Frictior
pintle stem

Threaded 3/8 pintle  Friction stem
with wheel brake

- 90 kg Castors Order codes and specifications
N Series

Castor code Max load Diameter x tread Hub x bore Mount height Turning radius
(kg) (mm) (mm) (mm) (ka)
NNN40/NZP 90 40 x 44 53 x6 62 40
NNN40/NZPBR 90 40 x 44 53 x6 62 71

Castor mount (mm)

NNN40/NZP NNN40/NZPBR
Plate with swivel Plate with swivel and |[~— 60—
wheel brake
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Features

= White nylon wheels in zinc plated forks, Chicago screw axles,
with or without wheel brake

= Ultra-low mount height for heavy furniture and refrigerators





