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GENERAL CASTORS

V Series 2000–2450 kg

Features
§ Polyurethane (PU) on cast iron, or high impact polymer wheels
§ Swivel or fixed plate zinc forks with or without wheel brake

or direction lock
§ Kingpinless construction

Order codes

Wheel code Fork code Castor code

VUQ200 V200ZP VUQ200/VZP
V200ZF VUQ200/VZF
V200ZPBR VUQ200/VZPBR
V200ZPDL VUQ200/VZPDL

VUQ250 V250ZP VUQ250/VZP
V250ZF VUQ250/VZF
V250ZPBR VUQ250/VZPBR
V250ZPDL VUQ250/VZPDL

VXQ200 V200ZP VXQ200/VZP
V200ZF VXQ200/VZF
V200ZPBR VXQ200/VZPBR
V200ZPDL VXQ200/VZPDL

VXQ250 V250ZP VXQ250/VZP
V250ZF VXQ250/VZF
V250ZPBR VXQ250/VZPBR
V250ZPDL VXQ250/VZPDL

Wheels

VUQ
PU on cast 
iron, precision 
bearing

VXQ
High impact 
polymer, 
precision bearing

Wheel Max load 
(kg)

Diameter x tread 
(mm)

Hub x bore 
(mm)

VUQ200 2000 203 x 75 89 x 20
VUQ250 2000 254 x 75 89 x 20
VXQ200 2450 200 x 75 89 x 20
VXQ250 2450 250 x 75 89 x 20

Forks

VZP
Plate with 
swivel

VZPBR
Plate with swivel 
and wheel brake

VZPDL
Plate with 
swivel and 
direction lock

VZF
Fixed plate, 
no swivel

Forks Wheel size Mount height 
(mm)

Turning radius 
(mm)

VZP/VZPDL/
VZF*

200 267 165
250 318 190

VZPBR 200 267 317
250 318 353

Fork mount

133/156
Plate

14.2 mm
slotted 
holes

140

184

86/105

Kingpinless  
construction

* VZF—fixed plate has no turning radius.




