
Lumina Wood Burning Fire Pit
Item#: 62342

 WARNING 
FOR YOUR SAFETY

1. Improper installation, adjustment, 
alteration, service or maintenance can 
cause injury or property damage.

2. Read the installation, operation, and
maintenance instructions thoroughly 
before installing or servicing this
equipment.

3. Failure to follow these instructions

could cause property damage, personal 
injury, or death.

 WARNING
For Outdoor Use Only

ATTACH YOUR 
RECEIPT HERE
Keep a copy of your proof of 

which will be needed if you 
need to contact us about 
warranty coverage.

Purchase Date: 

WARNING
This product can expose you to chemicals 

including carbon monoxide which is known to the 

State of California to cause birth defects or other 

reproductive harm. For more information go to  

www.P65Warnings.ca.gov.

Questions, problems, missing parts? 

Before returning to your retailer, our exceptional customer service is available.

08072
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BEFORE YOU BEGIN

Please read and understand this entire manual before attempting to assemble, operate or install this  

appliance. If you have any questions regarding the product, please c
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PART DESCRIPTION QUANTITY

Fire Screen Lifting Handle 1

Fire Screen 1

Fire Bowl Rim 1

Fire Bowl

Support Leg

Support Leg w/ Pre-Installed Handle

2

HARDWARE CONTENTS

B

A

C

D

E

F

M6x10 Screw
Qty: 12

M6 Nut
Qty: 1

A

B

C

D

E

F

G

G

Fire Tool 1

F 1
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1. This appliance is for outdoor use only, and
shall NOT be used in a building, garage or 
any other enclosed area.

TOXIC carbon monoxide fumes can
accumulate and cause asphyxiation.

children.

or recreational vehicles.

6. Always use in accordance with all
applicable local, state and national codes.

details on outdoor burning.

8. The use of alcohol, prescription or 
non-prescription drugs may impair the
consumer’s ability to properly assemble or 

entire “Owner’s Manual”.

hardwood. It will burn hotter, more
completely and create less smoke.

11. Do NOT burn charcoal briquets, lump
charcoal, manufactured logs, driftwood,
trash, leaves, paper, cardboard, plywood,
painted or stained or pressure treated
wood. Avoid using softwoods such as pine
or cedar that can throw sparks.

COMPLETELY assembled and all parts are
securely fastened and tightened.

14. Do NOT store or use gasoline or other 

of this or any other appliance.

15. Do NOT store or use an LP gas cylinder 

it is in operation.

trucks, vans or recreational vehicles.

17. Do NOT use in an explosive atmosphere.
Keep outdoor area clean and free from
combustible materials, gasoline and other 

overhead or near any unprotected
combustible constructions. Avoid using
near or under overhanging trees and
shrubs.

level non-combustible surface such
as concrete, rock or stone. An asphalt
or blacktop surface may not be acceptable
for this purpose. Do NOT use on wooden
decks.

22. Do NOT use in windy conditions.

is securely in place.

24. Do NOT use gasoline, kerosene, diesel

25. Keep all electrical cords away from a hot

operation. To avoid burns, do NOT touch

unless you are wearing protective gear 
(Potholders, gloves, BBQ mittens, hot pads
& etc.). Never touch ashes or coals to see if 
they are hot.

especially around children and pets.

pit until all ashes and coals are completely 
extinguished.

29. Do NOT remove ashes or coals until they 
are completely and fully extinguished.

30. Use heat-resistant gloves or hot pads
when contacting handles.

or moving logs.

down. NOTICE: If any portion of the bowl

glowing red it is overloaded.

lighting or when in use.

pit tools onto combustible surfaces such as
grass, wooden deck or furniture.

avoid getting it into your eyes.

inspected and cleaned on a regular basis.

37. After a period of storage and/or non-use,
check for signs of damage and creosote
build-up. Do NOT operate until necessary 
repairs and/or cleanup are executed.

38. Deaths, serious injury or damage to
property may occur if the above is not
followed exactly.

resistant to high heat. However, if you intend to use this item on a wooden deck other combustible surface or any surface that is not entirely 
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1Attach Fire Screen Handle A to Fire Screen B using Nut I.  

Securely tighten.  

Hardware Used: 1 - Nut 

2 Support Legs  and  to the Fire Bowl s  

 Screws  per leg as shown

Hardware Used: 8 - M6x10 Screws

3Place the Fire Bowl Rim C on the assembled bowl, aligning 

the tabs with the eyelets in the Legs  

the Rim C to the  using  Screws . Tighten 

all  securely.

Hardware Used: 4 - M x10 Screws

PREPARATION

Before beginning assembly, be sure to empty contents of carton and make sure all parts are present. If any parts are missing, 

please contact Customer Service at (866)-985-7877, Monday-Friday, 9 a.m. - 6 p.m. EST or email at cservice@welltraveled.net.  

Place all parts on a soft, level surface for assembly. You will need a screwdriver for assembly. 

Estimated Assembly Time: 30 Minutes  |  DO NOT over tighten hardware!

2

3
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4Place the  B into the bowl of t     

     t  

Place the Fire Screen B
use the Fire Tool G to add or move logs or for removing/

replacing the Fire Screen.

Your Fire Pit is ready to enjoy!
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INSPECTING:

safety and longer product life.

 COOLED COMPLETELY.

2. Check all parts for signs of damage or rust.

replacement has been done.

CLEANING:

safer experience and longer product life. NOTE: After repeated use, a slight 

Do NOT use oven cleaner or abrasive cleaners as they will damage this product.

1. Wipe exterior surfaces with a mild dishwashing detergent or baking soda.

2. For stubborn surfaces, use a citrus based degreaser and a nylon scrubbing

brush.

3. Rinse with clean water.

4. Remove built-up creosote from components with a chimney cleaning

product.

STORAGE:

remove ashes and dispose of properly.

3. Store assembled in a location away from children and pets.

® products are made to 

resist premature rusting. However, 

eventually, all metals will rust.

Some environments promote 

premature rusting of metals. For  

 

or other corrosion, use an emery 

cloth, metal-grade sand paper or a 

rotary tool to buff away the blemish

and touch up the spot with rust-

resistant spray paint available at 

local hardware stores.



an additional year




