
Item#: 
 
 

64158 - Natural Stain/Gray+White Wicker

SAVE THESE 
INSTRUCTIONS FOR 
FUTURE REFERENCE.

ATTACH YOUR 
RECEIPT HERE
Keep a copy of your proof of purchase 

needed if you need to contact us 

Purchase Date: 

Before returning to your retailer, our exceptional customer service is available.

02072022

Call toll-free (866) 985-7877 9 a.m. – 9 p.m., EST
Email  cservice@welltraveled.net
Live chat www.balkenehome.com 9 a.m. – 6 p.m., EST, Mon-Fri



INFORMATION



PARTS LIST

Seat  

NOTE: Assembly of this item involves Mortise and Tenon Joints. A Mortise is a notch or hole in a piece of 
wood designed to receive a Tenon of corresponding dimensions.

WARNING: Assemble in a clear area on a spacious, nonabrasive surface such as a carpet or blanket. Do 
NOT over-tighten hardware, or you risk stressing or cracking the wood.

TIP: As you proceed through assembly, be sure to insert each Screw/Bolt STRAIGHT into the receiving 
hardware or threaded hole. Insertion at an angle can strip the threads and prevent secure connections. 
Do NOT fully tighten any hardware connection until the entire chair is assembled. Then, go back and 
fully tighten each bolt.



PREPARATION

ASSEMBLY

 

Assemble the seat: insert the tenon at the bottom of 
each side of Seat Back A into the corresponding mortise 
drilled opposite the curve of the Seat B as shown. Insert 
a Screw 1 through the hole drilled in the inside of the 
curve and finger-tighten into the Seat Back. Repeat to join 
the other side.

Hardware Used: 1 Screw (7x90) x2

Connect the Arms C/D and Brace E: insert the tenon 
at one end of the Brace E into the corresponding mortise 
in the side of Right Arm/Leg D. Loosely fasten the two 
pieces together using a Screw 1 with Washer 3. 
Repeat to attach the Brace to the Left Arm/Leg C.

Attach the Arms to the assembled Seat B: locate the 
hole drilled on the front right side of the seat (a few inches 
back from the front edge) and align it with the hole drilled 
above the notch in the front right leg, resting the side of 
the seat on the notch in the inner edge of the right leg. 
Connect the two pieces using a Bolt 2 with Washer 3. 
Finger-tighten, then repeat to attach the left side.

Attach the Arms to the Seat Back: align the hole drilled 
through the back end of the right arm with the hole about 
halfway down the right side of the Seat Back A. Insert a 
Bolt 2 with Washer 3 and finger-tighten to join. Repeat 
to attach the left side.

Check that the chair sits level on the ground, then fully 
tighten all hardware, being careful not to over-tighten.

Your Vega chair is ready for use!

Hardware Used: 1 Screw (7x90) x2
   2 Bolt (6x45) x4
   3 Washer x6



an additional year




