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ALZO Pan-L-Lite 
Assembly & Operating Instructions 

 
THIS LIGHT DEVICE IS INTENDED FOR PROFESSIONAL PHOTOGRAPHY USE ONLY. THIS LIGHT IS NOT 
DESIGNED TO BE USED OUTDOORS WHERE IT COULD COME IN CONTACT WITH WATER. THIS LIGHT 
DEVICE USES TUBES THAT CONTAIN MERCURY. USE CAUTION WHEN HANDLING THE TUBES AS THEY 
ARE FRAGILE. DISPOSE OF SPENT TUBES AS HAZZARDOUS MATERIALS. DO NOT USE IN THE VACINITY 
OF CHILDREN WITHOUT ADULT SUPERVISION. 
 

 
Tube Installation 

 
Each light tube is held in place with a tube retainer clip 
with rubber band security strap. Remove the rubber band 
and set aside. 

 
  
With the retainer clip open, carefully lay the tube down so 
that the 4 contact pins on the tube fit fully into the slots in 
the electrical socket, and the tube fits into the metal 
retainer clip. 
 
There is no “polarity” issue with these tubes so the tube 
can be placed in either way.  
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Now using your thumb, press down on the plastic base of 
the tube until it snaps down into the electrical socket. 
NEVER press on the glass of the tube to install. Then 
replace the rubber band on the tube retainer clip. 
 
The ALZO Pan-L-Lite requires the installation of all tubes 
in order to operate properly.   
 
 

Tube Replacement 
 
ALZO Video offers 2 different color temperature tubes. 
The 5600K is daylight balanced and the 3200K is 
Tungsten balanced. Tube changes are common in video 
production as using gels to color correct the light 
diminishes intensity which is often un-desirable. 
 

 

 

First remove the white rubber band on the tube retainer 
clip.  (prior image) 
 
Then press in the red release button on the tube 
connector and lift the plastic end of the tube. Do not pull 
up on the glass. The tube is now free and should be 
placed in a protected enclosure. 
 
Always replace the tubes in sets when they have reached 
end of life cycle which is about 7000 hours. Broken tubes 
can be replaced individually. 

 
  
Diffuser Attachment (optional) 
 
ALZO Pan-L-Lites include an optional fabric diffuser that 
has hook and loop fasteners to allow for attachment to 
the barndoors. This diffuser will soften the light and 
prevent bar like highlights. Simply open the barndoors 
slightly and attach the diffuser to the top barndoor, then 
the bottom barndoor and lastly the sides. Then open the 
barndoors until the fabric is taught. 

 
 



PAGE - 3 

AAAALLLLZZZZOOOO
digital 

AKCES MEDIA LLC     76 Stony Hill Rd, Bethel, CT 06801      800-582-7009 
Email - csupport@alzodigital.com     http://alzodigital.com 

1054/55-IS 

Attach the Universal Stand Mount 
 
Prior to mounting the light on a light stand the Universal 
Stand Mount must be properly positioned on one of the 
sides of the fixture frame.  First loosen the large star 
wheel by rotating it counter clockwise. Now insert the 
square metal end of the Universal Stand Mount into the 
rectangle at any corner of the frame. Slide the Universal 
Stand Mount into the grove and position as required. Now 
tighten the star wheel. 
 
To change the tilt angle of the Pan-L-Lite, first hold the 
top of the panel light with one hand and then loosen the 
ratcheting lock handle by rotating it counter clock wise. 
Rotate the ratcheting lock handle clockwise to tighten the 
stand mount. Pulling out on the ratcheting lock handle will 
allow adjustment in the position of the ratcheting lock 
handle when secured tightly 
 

 

  
Mounting the light 
 
As can be seen from the images here the lights can be 
mounted either horizontally or vertically, with or without 
the Honey Comb Filter. 
 
It is not advisable to position the tilt of the Pan-L-Lites in 
vertical orientation beyond 30 degrees.  When forward 
tilting the ALZO Pan-L-Lites assure that one of the light 
stand legs is directly under the light fixture. 
 
The ALZO Pan-L-Lites can be mounted side by side on 
an ALZO light stand with the ALZO Mounting Stud 
accessory. 
 

Using the Honey Comb filter 
 
Using the Honey Comb confines the light pattern and 
offers more control of the light.  Additional honey comb 
accessories can be assembled together with gaffer tape 
to further confine the light spread pattern. 
 

Fuse Replacement 
 
ALZO Pan-L-Lites include a removable fuse holder in the 
upper section of the input power socket. With the power 
cord removed, the fuse holder is easily removed from the 
power socket by prying it up with a small flat blade 
screwdriver. A spare fuse is housed in the enclosed 
section of the fuse holder. 

 
 

 

 


