
AAAALLLLZZZZOOOO
digital 

AKCES MEDIA LLC     76 Stony Hill Rd, Bethel, CT 06801      800-582-7009 
csupport@alzodigital.com          http://alzodigital.com                 

1133IS 

 

 

ALZO 100 MACRO TABLE TOP STUDIO ASSEMBLY 
CAUTION DO NOT OVERTIGHTEN THE BULBS IN THE SOCKETS 

 
 
1) Place the base platform (A) on a firm flat 
surface and loosen the wing nut on the back of 
the post support (C). Attach the vertical post 
(B) to the base with the plastic end cap up. 
Some force may be required to push the post 
all the way into the post support. Tighten the 
wing lock nut on the back of the post support 
to secure the post. 
 
Note: An optional extension post is included 
and can be added to the vertical post (B) to 
increase the height of the camera. The typical 
“macro’ imaging application as shown does 
not use this extension. 
 
2) Loosen the wing screw (E) on the side of 
the camera support (D) and slide it on the 
vertical post (B) as shown. Tighten the wing 
set screw (E) to secure the camera support. 
 
 
 

 

 
3) Tightly fasten light Posts (H) to base plates (G). Slide Socket assemblies (I) onto light posts 
and secure with wing bolts. Lightly screw aluminum reflectors (K) onto socket assemblies (I) until 
just snug. Do not over tighten reflectors. Over tightening the aluminum reflectors will damage the 
light sockets 
 
4). Screw in the 2 ALZO light bulbs until JUST SNUG. Do not over tighten the bulbs. Over 
tightening the bulbs will damage the socket and the bulb. 
 
5) The camera is attached to the Macro Table Top Studio by loosening wing bolt (F) and 
removing the camera mount post from the camera support (D).  screw the camera mounting post 
it into the tripod thread socket on the bottom of the camera. Secure the camera mount to the 
camera by turning the round lock plate clockwise until it is snug against the camera base. Now 
reinsert the camera mount into the camera support and adjust the extension and tighten the 
camera mount clamp (F).  
 
USAGE NOTES: The camera support can be positioned on the vertical post in a variety of 
orientations. The camera support can be flipped to raise the camera. Configurations are limitless 
and we encourage you to experiment as needed.  
 

CAUTION - DO NOT RECONFIGURE THE UNIT WITH THE LIGHTS PLUGED IN TO A 
 POWER SOURCE. ALWAYS UNPLUG THE LIGHTS WHEN MOVING OR RECONFIGURING. 


