
Chicago 
Pneumatic 
Medium air 
compressors



CPS 420-100 CPS 370-150 CPS 360-175 CPS 850-125 CPS 800-150 CPS 750-175 CPS650-200

Nominal effective 
working pressure psi(g) 100 150 175 125 150 175 200

Free air delivery cfm 420 370 360 833 784 735 650

Engine

Engine Brand Cummins Cummins

Engine Model 4BTAA3.9-C125 6CTA8.3-C260

Engine Emission T2 T2

Engine power KW 93 194

Dimensions: support mounted

L x W x H mm 2235*1300*1630 2726*1660*1850

Weight (wet) kg 1300 2380

Dimensions: undercarriage

L x W x H mm 2800*1790*1838 4377*1950*2270

Weight (wet) kg 1530 2685
Main reasons 
to choose

High reliability

• High quality in-house element
• Safety cartridge 
• Integrated coolant expansion tank
• Oil temperature operating status 

monitoring

• Additional fuel filter
• Heavy duty air and oil filter
• Maximum running ambient 

temperature up to 50°C
• -25°C cold start option
• Air outlet protection

More robust

• Analog control panel 
• Compact design
• Adjustable towbar
• 8-hours fuel autonomy

Easier to use

4

Get the job done

• Global service net
• Easy service access thanks to 

wing door design
• Free-maintenance undercarriage

Easier to service

The CP range of diesel driven compressors offers the best value for money and makes sure to get the 
job done. They are equipped with an in-house element and high performing mechanical engine. 
Thanks to an additional fuel filter and heavy-duty air filters, these compressors can manage any harsh 
working environment, with temperatures up to 50 °C. The Global Service Net guarantees parts availability 
and short lead times. 
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www.cp.com

For more information, please contact your CP partner:

Use only authorized parts. Any damage or malfunction caused by the use of unauthorized parts is not covered by Warranty or Product Liability.
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At Chicago Pneumatic we have a passion for performance and  
long-lasting partnerships. Since 1901, we have been committed to  
reliability based on technology and trust.

Construction equipment portfolio
Air compressors

Handheld tools

Generators Light towers Dewatering pumps

Hydraulic tools
• Hammers and 

Breaker (12-39 kg)
• Power packs 
• Additional hydraulic 

tools

Motor driven tools
• Breakers (22.5 kg)
• Motor drills (25 kg)
• Tie tampers (22.5 kg)

Small air
• 2-5 m³/min
• 5.5-12 bar

Medium air
• 7-26 m³/min 
• 7-17 bar

Large air
• 16-51 m³/min
• 7-28 bar

Pneumatic tools
• Breakers (13.5-43.5 kg)
• Hammers (4.3-15.4 kg)
• Rock drills (14.7-29.5 kg)
• Additional air tools

• Mobile

• Stationary

• Portable

• Surface

• Submersible

• Small package

• Diesel LED and MH

• Electric LED




