
Our oil-based primer undercoat, was designed to prepare surface before application and seal the surface. The product has 
great opacity, good coverage and covers surface in one coat covering surface with smooth finish. The surface must be dry, 
clean and free of dirt. Can be used on metal and wood work, suitable for interior and exterior surfaces. Ideal for new interior 
plaster walls.

1L, 2.5L and 5L tubs.

Grey

4.01 Chemical Resistance:
4.02 Heat Resistance:
4.03 Water Resistance:

4.04 Wet Film Thickness
4.05 Dry Film Thickness

5.01 Pigment:
5.02 Binder:
5.03 Solvent:

50%

Brush, roller or spray.

8.01 Touch Dry:
8.02 Re-Coat:

A guide to the practical coverage which can be achieved under normal conditions is up to 12m2 per litre.

Not suitable.
Unsuitable for use on heated surfaces e.g. radiators.
Suitable for areas subject to high levels of condensation / atmospheric 
humidity to prevent and / or eliminate condensation problems.
60 micrometres
30 micrometres

Lightfast Non-Lead Pigments.
Acrylic Copolymer Emulsion.
Water.

4 hour.
10 hours.

1. Typical use

2. Pack size

3. Colour range

4. Film properties

5. Composition (nominal)

6. Volume solids

7. Application method

8. Single coat Drying times at standard thickness

9. Coverage

Use specialised oil paint thinnners.

10. Thinning
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11.01 Conventional Spray:
11.02 Spray:

11.03 Filters must be removed:

Remove as much product as possible from application equipment before cleaning. Clean equipment immediately after use 
with White Spirit or Turpentine Substitute. Some local authorities have special facilities for disposal of waste coatings. Do
not empty product into drains or watercourses. Replace lid firmly.

Ensure surface to be painted is sound, clean, dry and free from grease. Remove all loose and defective paint. Prime all new 
and bare surfaces with the appropriate Primer. Rub down sound previously painted surfaces with fine waterproof abrasive 
paper to provide a key. Avoid the inhalation of dust. Wear a suitable face mask if dry sanding. Special precautions should 
be taken during surface preparation of pre-1960s paint surfaces over wood and metal as they may contain harmful lead. For 
further advice contact Technical Advisory.  

Stir well before use. Suitable for application by brush or roller. The brush should be fully loaded for best results. Apply one 
or more coats as required and allow 16-24 hours drying between coats under normal conditions. Do not apply over
polystyrene surfaces.

Always ensure good ventilation during application and drying. Do not breathe spray. Avoid contact with skin and eyes, and 
it is advisable to wear eye protection during application. In case of contact with eyes remove contact lenses if applicable, 
rinse immediately with plenty of water for 10 to avoid irritation, then seek medical advice. After contact with skin, wash 
immediately with plenty of soap and water or proprietary skin cleanser. Never use solvent thinners or white spirit. Keep out 
of reach of children. If swallowed, seek medical advice immediately and show this container or label. Never use or store by 
hanging on a hook, or empty contents into drains or watercourses.

Water based paint. Safety data sheet available online at www.landlordspaint.com. Avoid the inhalation of dust and wear a 
suitable face mask if dry sanding. Take special precautions during surface preparation of pre - 1960’s paint surfaces over 
wood and metal as they may contain garmful lead. For further information visit: www.direct.gov.uk/en/HomeAndCommunity/
InYourHome/KeepSafeAtHome/DG_179814, EU limit value for this product (cat.A/a):75g/l (2007)/30g/l (2010). This product 
contains max 20-30g/l VOC.

See www.landlordspaint.com

VOC Content High (25% - 50%. VOC’s (Volatile Organic Compounds) contribute to atmospheric pollution.

Landlords and the distinctive livery are trademarks of Deco Deco Ltd.

Satisfactory through most equipment.
A typical set up for airless spray application would be a minimum 
working pressure on paint of 133 bars (2000lb/sq in) with a spray tip 
size between 0.53mm and 0.65mm and spray tip angle 65O

On all spray equipment before use.

11. Spray recommendations

12. Cleaning up

13. Surface preparation

14. Application information

15. Health, safety & environmental information
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Prepared by Deco Deco Ltd
Dated: 1st NOV 2015
Revised: LLPU12.11
Reviewed: 23rd NOV 2015
This Product Data Sheet supersedes all other previously dated sheets for this product.

Non-hazardous product: waste code 08 11 12.
Part-used containers containing g dried residue of supplied product assigned as non-hazardous: waste code 08 01 12. 
Waste paint / varnish other than these mentioned: waster code 08 01 11. Used containers rinsed or scraped out with dried 
residue of the supplied product has non - hazardous waste code 05 01 02 plastic packaging, or non-hazardous waste code 
15 01 04 metal packaging.
Rigorously scraped out - removing maximum amount of product from the container by physical or mechanical means such 
as draining or scraping, to leave a residue that cannot be removed by such means.
These assigned codes are based on the actual composition of the product in both supplied and dried residues. If mixed with 
other wastes, these waste codes quoted may not be applicable.

16. Codes according to the list of wastes regulations
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