
	

Relentless	Off-Road	Fabrication	
2005-15	Tacoma	LED	roof	mount	brackets	

	
Thank	you	for	your	purchase	of	your	new	Relentless	Off-Road	Fabrication	LED	bar	roof	

mounting	brackets.	With	the	aid	of	this	guide	and	the	help	of	a	buddy	the	brackets	should	mount	
easily	and	securely	to	the	roof	of	the	truck	and	look	great	for	years	to	come.	If	after	reading	the	
directions	you	do	not	have	the	necessary	tools	or	do	not	feel	comfortable	performing	any	of	the	
steps,	please	have	a	professional	mechanic	do	the	work	for	you.		

	
Double	Cab	versions:	

Your	installation	will	be	much	simpler	than	the	Access	cab	and	Regular	cab	models	
discussed	later.	There	are	factory	threaded	inserts	under	the	rubber	roof	gutter	filler	for	
mounting	the	factory	roof	rack,	our	brackets	utilize	these	mounting	locations	for	easy	install.		

1. Peel	up	the	front	edge	of	the	rubber	roof	gutter	filler	near	the	windshield.	
Underneath	you’ll	find	some	soft	tape	covering	the	factory	roof	mount	holes.	The	
forward	one	is	at	approx.	8”	from	the	windshield	and	they’re	spaced	about	2”	
apart.	Use	a	razor	or	tip	of	a	pocketknife	to	cut	through	the	tape	and	access	the	
threaded	insert.		

2. Using	a	tape	measure,	measure	the	mounting	locations	and	mark	the	top	side	of	
the	rubber	gutter	filler	at	these	locations.	Carefully	drill	a	5/16”		hole	through	the	
rubber	gutter	to	allow	the	mounting	screws	to	pass	through	to	the	threaded	
inserts	below.	Do	not	drill	into	the	roof	or	damage	the	threads	of	the	roof	inserts.		

3. Once	all	the	above	preparation	is	complete	the	brackets	can	now	be	installed.	We	
recommend	covering	the	roof	in	the	area	near	where	you’re	working	with	some	
painters’	tape	to	protect	from	possible	scratches	while	installing	the	brackets	and	
light	bar.	Begin	installing	the	brackets	with	the	supplied	hardware	while	being	
careful	not	to	cross	thread	the	screws.	Leave	the	brackets	finger	tight	at	this	time.	

4. Now,	having	a	friend	help,	install	each	end	of	the	light	bar	onto	the	mounting	
brackets.	There	may	be	some	space	between	the	light	and	the	brackets,	however	
the	brackets	are	quite	flexible	and	just	need	to	be	pushed/pulled	a	bit	to	attach	the	
light	bar.	Snug	down	the	light	bar	once	in	position	on	both	brackets.	

5. Now,	tighten	the	mounting	bracket	bolts	going	into	the	roof.	I	recommend	
snugging	the	rear	bolts	first,	then	the	front.	Do	not	over	tighten	and	crush	the	
rubber	to	hard	or	jam	the	threads	of	the	screws.	Adjusting	the	torque	of	the	rear	
bolts	will	allow	you	to	fine	tune	the	height	at	which	the	bar	sits,	to	an	extent.	Make	
sure	there	is	adequate	clearance	between	the	cab	and	light	bar	(approx.	½”	
minimum).	At	this	point	the	light	bar	can	be	wired	up	and	then	aimed,	followed	by	
a	final	tightening	of	all	bolts/screws.	Enjoy	your	new	light	bar!	

	
	

Access	cab	and	Single	cab	versions:	
	 For	installation	of	the	brackets	onto	these	models	drilling	attachment	locations	is	
necessary.	

1. Peel	up	the	front	edge	of	the	rubber	roof	gutter	filler	near	the	windshield.	Using	a	tape	
measure	and	the	mounting	bracket	for	reference,	mark	a	drilling	location	8”	from	the	top	
edge	of	the	windshield	in	the	center	of	the	gutter,	and	another	at	10	3/16”	for	the	rear	
mounting	bolt	location.	Align	the	mount	bracket	over	the	marks	to	ensure	they’re	in	the	
proper	location	to	line	up	with	the	holes	in	the	brackets.	



2. Now,	using	an	approx.	9/64"	drill	bit,	carefully	drill	down	through	the	gutter	metal	while	
being	careful	not	to	drill	too	deep	and	damage	anything	below	the	gutter.	Do	not	drill	
holes	too	large,	the	bit	should	be	the	size	of	the	screw	shank	to	allow	thread	to	bite.	

3. Complete	the	same	process	for	the	opposite	side	of	the	cab.		
4. Using	a	tape	measure	again,	measure	the	mounting	locations	and	mark	the	top	side	of	the	

rubber	gutter	filler	at	these	locations.	Carefully	drill	a	5/16”		hole	through	the	rubber	
gutter	to	allow	the	mounting	screws	to	pass	through	to	the	holes	we	just	drilled	below.	
Do	not	drill	the	holes	from	the	previous	step	into	the	roof	larger	with	this	bit!	

5. Once	all	the	above	preparation	is	complete	the	brackets	can	now	be	installed.	We	
recommend	covering	the	roof	in	the	area	near	where	you’re	working	with	some	painters’	
tape	to	protect	from	possible	scratches	while	installing	the	brackets	and	light	bar.	Begin	
installing	the	brackets	with	the	supplied	stainless	hardware	while	being	careful	not	to	
strip	the	screws.	Leave	the	brackets	‘finger	tight’	at	this	time	to	allow	adjustment.	

6. Now,	having	a	friend	help,	install	each	end	of	the	light	bar	onto	the	mounting	brackets.	
There	may	be	some	space	between	the	light	and	the	brackets,	however	the	brackets	are	
quite	flexible	and	just	need	to	be	pushed/pulled	a	bit	to	attach	the	light	bar.	Snug	down	
the	light	bar	once	in	position	on	both	brackets.	

7. Now,	tighten	the	mounting	bracket	screws	going	into	the	roof.	I	recommend	snugging	the	
rear	bolts	first,	then	the	front.	Do	not	over	tighten	and	crush	the	rubber	too	hard	or	jam	
the	threads	of	the	screws.	Adjusting	the	torque	of	the	rear	bolts	will	allow	you	to	fine	tune	
the	height	at	which	the	bar	sits,	to	an	extent.	Make	sure	there	is	adequate	clearance	
between	the	cab	and	light	bar	(approx.	½”	minimum).	At	this	point	the	light	bar	can	be	
wired	up	and	then	aimed,	followed	by	a	final	tightening	of	all	bolts/screws.	Enjoy	your	
new	light	bar!	
Note:	If	you	have	access	to	a	Nut-sert	tool,	we	prefer	using	threaded	nutsert’s	into	the	roof	
gutter	rather	than	the	sheet	metal	screws	for	a	more	secure	mount	similar	to	the	threaded	
roof	rack	inserts	on	the	Double	Cab	models.	Also,	if	the	holes	into	the	roof	gutter	are	
accidentally	drilled	too	large	for	the	sheet	metal	screws	it	may	be	possible	to	salvage	the	
install	by	utilizing	the	nutserts	as	well.		
	

	


