
Relentless	  Off-‐Road	  Fabrication	  ‘96-‐2004	  Tacoma/	  96-‐
2002	  4Runner	  LED	  roof	  mount	  bracket	  installation	  sheet	  
	  
***Make	  sure	  to	  follow	  instructions	  for	  the	  type	  of	  brackets	  ordered.	  If	  the	  incorrect	  
instructions	  are	  used,	  there	  will	  be	  holes	  left	  permanently	  in	  the	  cab	  with	  nothing	  to	  

cover	  them***	  
NOTE:	  A	  friend	  is	  recommended	  for	  helping	  with	  install	  when	  it	  comes	  time	  to	  mount	  

the	  bar	  to	  the	  brackets.	  It	  is	  quite	  awkward	  trying	  to	  do	  it	  by	  oneself.	  	  
	  
Standard	  (high)	  style	  mounts:	  

Start	  out	  by	  opening	  up	  the	  door	  and	  pulling	  the	  seal	  at	  the	  top	  loose	  from	  
the	  end	  that	  points	  toward	  the	  back	  of	  the	  truck.	  Pull	  it	  loose	  all	  the	  way	  forward	  
along	  the	  top	  of	  the	  door	  up	  to	  the	  top	  of	  the	  windshield.	  Then	  with	  a	  tape	  measure	  
and	  a	  sharpie(or	  similar/contrasting	  body-‐color	  color	  pen)	  measure	  from	  the	  end	  of	  
that	  gutter	  lip	  where	  the	  seal	  fits(as	  shown	  below)	  forward	  13".	  The	  back	  edge	  of	  
the	  bracket	  sits	  on	  the	  13"	  mark	  and	  extends	  forward	  from	  there.	  

	   	   	  
	  

Once	  the	  length	  is	  marked,	  set	  the	  bracket	  onto	  the	  gutter	  seal	  lip	  and	  mark	  
through	  the	  mount	  holes	  for	  where	  the	  bracket	  will	  sit.	  It	  should	  sit	  as	  flat	  as	  
possible	  along	  the	  lip	  of	  the	  door	  cutout	  in	  on	  the	  cab.	  	  
	  

Now,	  using	  one	  of	  the	  supplied	  stainless	  screws	  for	  reference,	  choose	  a	  drill	  
bit	  (approx	  9/64")	  for	  pilot	  holes	  that	  is	  the	  same	  size	  as	  the	  shank	  of	  the	  screw	  so	  
the	  screw	  will	  snugly	  screw	  in	  and	  have	  full	  thread	  bite	  into	  the	  cab.	  *DO	  NOT	  DRILL	  
HOLES	  TOO	  LARGE*	  Once	  the	  pilot	  holes	  are	  drilled,	  place	  the	  bracket	  over	  the	  hole	  
and	  install	  the	  screws	  until	  the	  bracket	  is	  just	  about	  snug	  but	  still	  has	  room	  to	  move	  
around.	  	  

	  
Repeat	  the	  procedure	  for	  the	  other	  side	  of	  the	  truck,	  then	  install	  the	  LED	  bar	  

onto	  the	  brackets,	  snug	  the	  brackets	  down,	  then	  reinstall	  the	  rubber	  gutter	  seal	  and	  
the	  install	  is	  complete.	  Run	  the	  wire	  down	  the	  door	  seal	  and	  connect	  to	  harness	  and	  
enjoy!	  



Lo-‐Pro	  style	  mounts:	  
	  

	  
Start	  out	  by	  opening	  up	  the	  door	  and	  pulling	  the	  seal	  at	  the	  top	  loose	  from	  

the	  end	  that	  points	  toward	  the	  back	  of	  the	  truck.	  Pull	  it	  loose	  all	  the	  way	  forward	  
along	  the	  top	  of	  the	  door	  up	  to	  the	  top	  of	  the	  windshield.	  	  Now	  locate	  the	  body	  seam	  
as	  shown	  in	  the	  picture	  below.	  	  

	  
	  
With	  a	  sharpie	  or	  other	  similar	  but	  body-‐color	  contrasting	  colored	  pen	  mark	  

the	  locations	  of	  the	  mounting	  holes	  in	  the	  windshield	  frame	  for	  drilling	  by	  lining	  up	  
the	  front	  edge	  of	  the	  mounting	  tab	  on	  the	  bracket	  with	  the	  edge	  of	  the	  seam.	  	  

Now,	  using	  one	  of	  the	  supplied	  stainless	  screws	  for	  reference,	  choose	  a	  drill	  
bit	  (approx	  9/64")	  for	  pilot	  holes	  that	  is	  the	  same	  size	  as	  the	  shank	  of	  the	  screw	  or	  
slightly	  smaller	  so	  the	  screw	  will	  snugly	  screw	  in	  and	  have	  full	  thread	  bite	  into	  the	  
cab.	  *DO	  NOT	  DRILL	  HOLES	  TOO	  LARGE*	  Once	  the	  pilot	  holes	  are	  drilled,	  place	  the	  
bracket	  over	  the	  holes	  and	  install	  the	  screws	  until	  the	  bracket	  is	  just	  about	  snug	  but	  
still	  has	  room	  to	  move	  around.	  	  

	  
Repeat	  the	  procedure	  for	  the	  other	  side	  of	  the	  truck,	  then	  install	  the	  LED	  bar	  

onto	  the	  brackets,	  snug	  the	  brackets	  down	  to	  the	  truck,	  then	  the	  light	  to	  the	  
brackets,	  and	  then	  reinstall	  the	  rubber	  gutter	  seal	  and	  the	  install	  is	  complete.	  Run	  
the	  wire	  down	  the	  door	  seal	  and	  connect	  to	  harness	  and	  enjoy!	  


