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 FIG 400 SCREWED GA

FIG 400 SC GA  3 1:1
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NOMINAL
BORE SIZE

OVERALL
LENGTH 'A'

MAXIMUM
WIDTH 'B'

HEIGHT
'C'

8 76 57 51

10 76 57 51

15 76 57 54

20 83 57 57

25 89 70 70

ITEM NO. DESCRIPTION MATERIAL QTY

1 BODY
LEADED GUNMETAL BS1400 LG2 /
ST. STEEL BS1504 316 C16

1

2 COVER RING
BRASS BS2872 CZ128 /
EPOXY COATED BRASS

1

3 GLASS DOME
SODA GLASS /
TOUGHENED BOROSILICATE

1

4 SEALS NITRILE BS1806 - 128 2

5 SPINNER
GLASS FILLED NYLON A190 /
GLASS FILLED PTFE

1

6 SPINDLE ST. STEEL BS1501 316 S31 1

3
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VDD
04.04.16

NOTE:
1. SUITABLE FOR MOUNTING IN ANY POSITION
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ITEM NO. DESCRIPTION MATERIAL QTY
FINISHED
DRG NO.

STAMPING
DRG NO.

1 BODY
LEADED GUNMETAL BS1400 LG2
ST. STEEL BS1504 316 C16

1 20087 NW/A3/BCG-170312

2 COVER BRASS BS2872 CZ128 1 20090 144970

3 GLASS
SODA GLASS
TOUGHENED BOROSILICATE

1 144973 144972

4 SEALS NITRILE 2 144974 -

5 SPINNER GLASS FILLED NYLON A190 1 144975 -

6 SPINDLE ST. STEEL BS1501 316 S31 1 144976-02 -
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NPT BODIES MUST BE STAMPED 'NPT'
OF TEXT HEIGHT 2.0 TO 5.0MM

DIMENSIONS

Nominal  
Bore Size

Length A
Maximum  
Width B

Maximum Height 
from Centre C

Weight (kg)
Flowrate  

(l/h, water) Min
Flowrate  

(l/h, water) Max

DN8 76 57 55 0.5 30 200

DN10 76 57 55 0.5 50 450

DN15 76 57 55 0.6 60 600

DN20 83 57 58 0.6 120 1600

DN25 89 70 68 1.1 300 1600
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ITEM NO. DESCRIPTION BODY MATERIAL MATERIAL QTY

1 Body
(options)

Gunmetal BS EN 1982 CB491K
1

Stainless Steel ASTM A351 CF8M

2 Cover Ring
Gunmetal Brass BS2872 CZ122

1
Stainless Steel Nickel Plated Brass BS2872 CZ122

3 Glass Dome
Gunmetal Soda Lime

1
Stainless Steel Borosilicate

4 Gaskets Nitrile O Ring BS128 2

5
Spinner 

Mounting Pin
Stainless Steel 316 1

6 Spinner Glass Filled Nylon 1

MAXIMUM RATINGS

Gunmetal Stainless Steel

Pressure 7 Barg Pressure 16 Barg

Temperature 100ºC Temperature 100ºC

APPROVALS

FM00311 ISO 9001 ISO 14001 Reg No. EMS 78657

END CONNECTIONS

SCREWED

•	 BSP	Taper	Female	‘Rc’	BS	EN	10226

•	 BSP	Parallel	Female	‘Rp’	BS	EN	10226

•	 BSP	Parallel	Female	‘G’	ISO	228

•	 NPT	Female

N.B. Fig. 400 is not available with flanged connections.


