
Refill Bottle Insertion and Replacement 

The refill bottle must be replaced approximately every 3 months 

Shake well before use Twist cap off bottle Insert bottle into the 
Biologic Top Cap in 
a clockwise direction 

@ 

Insert Top Cap into the 
Biologic base & Make sure the 
dispersal hole on the cap is aligned 
with the betterair logo on the base 

IMPORTANT: 

@ 

Press the LED button 

Always turn power off when removing and replacing 
refill bottle Also, power must be turned off before moving the Biologic. 

Safety Precautions 

Turn off and unplug the device before moving it. 
Warranty is only valid with the use of Enviro-Biotics®. 
Do not immerse in or place the Biologic device near water, 
sinks or bathtubs. 
Keep out of reach of Children and Pets. 
Store your Biologic device and Refill bottles in a cool dry place. 
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User Guide 

The Biologic nourishes your indoor 
environment with a repetitive flow of 
Enviro-Biotics® that cleans Surfaces 
Objects and Air, especially in those 
hard to reach areas. An environment 
rich in beneficial bacteria supports 
your well being. 

www.better-air.com 

“The appliance can be used by children aged from 8 
years and above and persons with reduced physical, 
sensory or mental capabilities or lack of experience and 
knowledge if they have been given supervision or 
instruction concerning use of the appliance in a safe 
way and understand the hazards involved. Children 
shall not play with the appliance. Cleaning and user 
maintenance shall not be made by children without 
supervision. 
“This appliance must only be supplied at safety extra 
low voltage corresponding to the marking on the 
appliance.” 

“This appliance contains batteries that are only 
replaceable by skilled persons.” 

WARNING: For the purposes of recharging the battery, 
only use the detachable supply unit [type EN61668-1 & 
EN61558-2-16] Not provided with this appliance.” 

Specifications 

Dimensions: 
Height: 19 cm 
Diameter: 7 cm 
Weight: 400 grams when cartridge is full (325 empty) 
Power Supply: 
Working voltage: 5v DC 
Battery Capacity: 2ooomAh 
Input -C-Type USB (5v charger not provided) 
Standby Time: Up to 13 days 
Coverage: 500 ft2 (50 m2) 
Bottle capacity: 75 ml 
Working temp: 2 - 5o·c / 122·F 
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