
Carbon KeyMag  

Assembly Instructions  
Thanks for purchasing your Carbon KeyMag! This guide 

will help you assemble it. The only tool you’ll need is a 

Phillips head screwdriver. If you need any help, please 

reach out to us at support@dfwcomposites.com or send 

us a DM on Instagram.  

Included in your Carbon KeyMag kit are 

 2 carbon fiber plates: a front and a back—the back 

has the metal attachments on it 

 3 sets of 2 screws  

 2 rubber O-rings 

 Fiber washers 

 1 key ring attachment plate  

Step 1: Choose a screw size that best matches the 

number of keys you’ll use. The smallest is good for 2-4 

keys, the middle size for 4-8, and the largest is good for 

up to 16. Slide an O-ring onto the selected screws. Place 

the screws through the ‘front’ plate (the left plate in this 

image) so that the O-

ring sits in the de-

pression. Flip the 

front over so that 

shaft of the screw is 

visible  



Step 2: Start by placing fiber a fi-

ber washer down on each screw 

shaft. Typically, a fiber washer is 

placed between each key, although 

this isn’t necessary. Leaving the 

washers out increases the KeyMags 

capacity for a given thickness. Place a 

key down and repeat the process un-

til you’ve placed all the keys you’d 

like to carry. Note the key’s orienta-

tion—it’s best to place the ‘bottom’ 

of the key facing inwards so that the 

key’s cuts are hidden when folded. 

The key ring adapter takes the space 

of one key.  

Step 3: Once you’re done installing your keys there 

needs to be about 1/8” of shaft left. If there is more 

than this, stack extra fiber washers onto the screws. 

Place the back carbon plate onto the assembly so that 

the steel inserts are exposed.  Align the back plate so 

that the screws start to fall into the metal inserts’ 

theads. Pinch the KeyMag from the middle and lift it 

up. Pinching from the center helps hold it together 

when you lift it! Use a Phillips head screwdriver to fully 

insert the screws into the threaded inserts. You can 

adjust the tension of the keys’ swiveling action based 

on how firmly you torque the screws down. If any ex-

cess screw length is exposed on the back end of the 

threaded inserts, you can disassemble the KeyMag and 

place extra fiber washer inside to make it fit perfectly 

flush.  

That’s it! If you ever want to add more keys than the 

largest included screw size allows for, just go to your lo-

cal hardware store and pick up a pair of #8-32 machine 

screws in whatever length you need! We’ve placed 

about 50 keys in ours so far before running out of keys. If 

you can get more, please show us on Instagram! Our 

username is @dfwcomposites. We hope you enjoy your 

KeyMag!     Thanks! 


