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WELCOME 
 
Congratulations on choosing to buy a Sheffield product. 
 
All products brought to you by Sheffield are manufactured 
to the highest standards of performance and safety, and, as 
part of our philosophy of customer service and satisfaction, 
are backed by our comprehensive 12 Month warranty. 

 
We hope you will enjoy using your purchase for many years 
to come. 
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PACKAGE CONTENTS 
 

1 x Steam Iron 
1 x Water Cup 
1 x Instruction Manual 
1 x Warranty Card 
 
Confirm all parts before disposing of carton. Safely dispose 
of all plastic bags and other packaging components. They 

may be potentially dangerous to children. 
 
 
 
 
 
 
 
 
 
 
 

TECHNICAL SPECIFICATION 
 
Model:   PL111 
Rated voltage:  220-240V~50-60Hz 
Power consumption:  2000W 
Protection class:  I 
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IMPORTANT SAFETY INSTRUCTIONS 

READ CAREFULLY AND KEEP FOR FUTURE REFERENCE 
 

Carefully read this manual before using this appliance. 
 

 Ensure that you know how the appliance functions and how to operate 
it. 

 Maintain the appliance in accordance with the instructions to ensure 
that it functions properly. 

 Keep this manual with the appliance. If the appliance is to be used by 
a third party, this instruction manual must be supplied with it. 

 The safety instructions do not by themselves eliminate any danger 
completely and proper accident prevention measures must always be 
used.  

 No liability can be accepted for any damage caused by non-compliance 
with these instructions or any other improper use or mishandling. 

 

Do not use this appliance if it has been dropped or damaged in any way, 
or if the supply cord is damaged. 
 

Intended Use 

 Indoor domestic use only: this appliance is intended for indoor 
domestic use only. Do not use it outdoors. Do not use in moving 
vehicles or boats. 

 • This appliance is designed exclusively for private, domestic use 
and is not suitable for commercial or industrial use.  

 Intended Purpose: Do not use the appliance for anything other than 
its intended purpose, and only use it as described in this manual 

 Accessories: Do not use any accessories with the appliance that are 
not supplied or specifically recommended. 

 

When using electric appliances always observe safety regulations where 
applicable to reduce the risk of fire, electric shock and personal injury. 
Always check that the power supply corresponds to the voltage on the 
rating plate. 
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Supply Cord and Plug 
 Always unplug from mains supply when not in use. Do not abuse or 

damage the power cord. If the supply cord is damaged, it must be 
replaced by the manufacturer or its service agent or a similarly 
qualified person in order to avoid a hazard. Do not let the supply cord 
touch hot surfaces. 

 When cleaning or putting the Iron away, switch off the appliance and 
always pull out the plug from the socket (pull on the plug, not the 
cable) 

 
Earth Safety 
 This appliance must be earthed. Only connect to a suitably earthed 

220-240V ~ 50-60Hz supply socket. 
 

Use and Environment 
 the iron must not be left unattended while it is connected to the 

supply mains. 

 To disconnect this appliance, turn controls to the off position, then 
remove plug from outlet  

 Never leave the Iron unattended while it is in use. Always turn the 
product to the OFF position and unplug it from the electrical outlet 
when not in use. 

 Do not use outdoors.  
 Do not leave in direct sunlight as this may damage the plastic. 
 The iron must not be left unattended while it is connected to the 

supply mains. 

 The plug must be removed from the socket-outlet before the water 
reservoir is filled with water.  

 The iron must be used and rested on a stable surface. 
 when placing the iron on its stand, ensure that the surface on which 

the stand is placed is stable. 

 Avoid the use of an extension cord as this may overheat and cause a 
risk of fire. 

 

Do not use this appliance for any purpose other than those stated in this 
manual. 
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Supervision 
 This appliance is not intended for use by persons (including children) 

with reduced physical, sensory or mental capabilities, or lack of 
experience and knowledge, unless they have been given supervision 
or instruction concerning use of the appliance by a person responsible 
for their safety. Children should be supervised to ensure that they do 
not play with the appliance. 

 Extreme caution is necessary when any Iron is used by or near 
children, invalids or elderly person and whenever the  

 

Damaged or Dropped 
 Always inspect your appliance before use. Check parts are correctly 

attached. 

 The iron is not to be used if it has been dropped, if there are visible 
signs of damage or if it is leaking. 

 Do not use this appliance if it has been damaged, dropped, left 
outdoors or dropped in water. Return it to an authorised service dealer 
for examination and repair. 

 

Water 

 Do not immerse the appliance or its supply cord in water. Do not use 
with wet hands or use in damp situations. 

 Don’t use this Iron in the immediate surroundings of a bath, a shower 
or a swimming pool. Never locate the Heater where it may fall into 
bathtub or other water container. 

 

Burns Risk 

 Do not touch hot surfaces. This Iron is hot when in use.  
 To avoid burns and personal injury, do not let bare skin touch hot 

surfaces.  

 This iron soleplate will reach high temperatures. Do not touch the 
soleplate when hot. 

 Always use caution when filling, tipping upside down or when storing. 
Allow iron to cool completely before storing. 
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DIAGRAM 

 
 

A. Steam Regulating Knob G. Water Tank 
B. Steam Burst Button H. Soleplate 
C. Spray Button I. Spray Nozzle 
D. Indicator Light J. Water Filler Cover 
E. 360o Rotating Cord K. Self Clean Button 
F. Temperature Knob  
 
 
 
Before First Use 
 Remove all packaging materials. 
 The iron has been greased, and as a result, the iron may slightly smoke when 

switched on for the first time. After a short while, this will cease. 
 Before using for the first time, remove any stickers or protective foil from the 

soleplate. Clean the soleplate with a soft cloth. 
 Keep the soleplate smooth: avoid hard contact with metal objects. 
 Wipe the outside of the iron with a damp cloth. Dry with a dry towel. Do not 

immerse this iron in any liquid 
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INSTRUCTIONS 

 
Warning - First Time Use 
For first time use fill the water tank to the maximum level, set to full steam and allow 
the iron to steam continuously to eliminate any impurities that may have built up 
within the iron after manufacture. Always use the iron on an unwanted article the first 
time to eliminate the risk of damage to clothing. 
 
Filling the Iron with Water 
1. Before filling the steam iron, ensure the Iron is unplugged from the power supply 

and the steam control lever is set to the off position (fully anti-clockwise).  
2. Holding the iron on an angle of approximately 45o carefully pour the desired 

amount of clean water into the water reservoir using the water cup supplied. 
 
NOTE: this iron may be used as a dry iron, even if there is water in the water 
reservoir. 
 
Operating Instructions 
1. Place the iron on its heel rest on a stable heat resistant stand such as an ironing 

board. When placing the iron on its stand, ensure that the surface on which the 
stand is placed is stable.  

2. Set the thermostat to the “Min” position before connecting to the mains supply. 
Unwind the supply cord fully and plug into a suitable earthed 220-240V ~ 50-60Hz 
supply socket and switch on. 

3. The temperature is set by turning the thermostat dial to the desired heat setting. 
Use the temperature guide below if necessary. 
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Dry Ironing 
1. This iron may be used as a dry iron, even if there is water in the water reservoir.  
2. Ensure the steam control selector is set to the off position (“0” = No Steam). 
3. Adjust the thermostat to the desired temperature setting, corresponding with the 

article to be ironed. Always use a lower heat setting at first. 
4. The indicator light will glow when the iron is heating. When the iron has reached 

the selected temperature the indicator light will go out.  
5. This light will cycle on and off as the appliance automatically maintains the correct 

temperature. 
 
Steam Ironing 
1. Ensure the Iron is filled with water, if necessary consult the section titled “Filling 

the Iron with Water” on the previous page.  

2. Plug the supply cord plug into a suitable 220-240V ~ 50-60Hz power outlet socket 
and turn on.  

3. Select the temperature setting on the iron thermostat to the required setting for 
the clothes and allow iron to heat fully. 

4. Turn the Temperature knob to “MAX” 
5. The indicator light will glow when the iron is heating. When the iron has reached 

the selected temperature the indicator light will go out.  
6. This light will cycle on and off as the appliance automatically maintains the correct 

temperature.  

7. After the indicator light has gone out, turn the steam knob to the “ ” setting 
8. After ironing is complete, turn the temperature knob to “MIN”, pull out the plug 

and allow to cool. 

9. Once cooled pour the remaining water out and turn the steam knob to the “0” 
position. 

 
Note. If the iron is not hot enough, water may drip through. Increase the iron 
temperature setting. Allow time to heat before recommencing.  
 
Caution: Synthetic Fabric, Nylon, Synthetic Silk and Silk Do not use the steam iron; 
otherwise it may damage the finish of surface. 
 
Shot of Steam Function 
 This function works well for tough wrinkles and heavy fabrics. 
 By pressing the “Steam Shot” button (Right button), a burst of steam is emitted 

from the soleplate, this can be very useful when removing stubborn creases.  
 The shot of steam function can only be used while ironing with high temperature. 
 For optimal result, there should be 5 seconds rest between presses of the steam 

button.  To prevent leaking water from the soleplate do not press the steam 
button continuously for more than 5 seconds.  

 Steam shot can also be applied when holding the iron in vertical position; this is 
useful for removing creases from hanging clothes, curtains, etc. 



 

AFTER SALES SUPPORT 
PROLINK ASIA LTD  

  Phone: 0508 776 546 - Mon-Fri 8:30am – 4.30pm Page 10 

Spray Function 
Where required and at any temperature setting, a fine water spray 
can be directed onto the article by simply pressing the Spray 
button (Left button).  
 
After Use 
 Always disconnect from the power supply when not in use. 

Allow to fully cool before storing.  
 Always empty the water tank completely after use. Do not 

allow water to sit in the reservoir when not in use. Do not 
touch hot metal parts. 

 
Self-Cleaning 
1. Use the self-cleaning function once every two weeks. If the water in your area is 

very hard (i.e., when flakes come out of the soleplate during ironing) the self-
cleaning function should be used more frequently. 

2. Make sure the appliance is unplugged, set the steam selector to position “0”, fill 
the water tank to the MAX position, Note: do not put vinegar or other de-scaling 
agents in the water tank  

3. Select the maximum ironing temperature Plug the supply cord plug into a suitable 
220-240V ~ 50-60Hz power outlet socket and turn on. 

4. Unplug the iron when the power indicator lighter has gone out.  
5. Hold the iron over the sink, press and hold the self-cleaning button “ ”and 

gently shake the iron to and fro.  
6. Steam and boiling water will come out of the soleplate, impurities and flakes (if 

any), will be flushed out.  
7. Release the self-cleaning button as soon as all the water in the tank has been 

used up. Repeat the self-cleaning process if the iron still contains impurities. 
8. After the self-cleaning process, Plug the supply cord plug into a suitable 220-240V 

~ 50-60Hz power outlet socket and turn on and let the iron heat up to allow the 
soleplate to dry. 

9. Unplug the iron when it has reached the set ironing temperature and move the 
hot iron gently over a piece of used cloth to remove any water stains that may 
have formed on the soleplate,  

10. Let the iron cool down completely before you store it. 
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TROUBLESHOOTING 

 

Problem Possible Cause Remedy 

Not enough heat 
or Too heat 

Thermostat setting 
incorrect or unplugged 

from outlet 

Correct Thermostat 
position and check if the 

iron is plugged in. 

No steam or 
Leakage 

The thermostat dial has 
been set to MIN 

Set the thermostat dial 
to the required position. 

No burst of 

steam or no 
vertical steam 

The (vertical) burst of 

steam function has been 
used too often within a 

very short period. The iron 
is not hot enough 

Continue ironing in 

horizontal position and 
wait a while before using 

the (vertical) burst of 
steam function again 

Leaking water 

from Soleplate 

The thermostat dial is out 

of steam range. 

Set the thermostat dial 

as per steam range. 

The heat is not enough. Open steam button only 
after the indicator light 

goes off. 

The water is over the max 

position 

Pour out the excess 

water 

Little amount of 
Steam 

Check if the steam 
selector is in correct 

location. 

Set the steam selector to 
the correct location. 

Steam hole is blocked. Clean hole with distilled 
water. 

Too little water in the 

water tank 

Fill water into the water 

tank. 

No Spraying No enough pressure or air 

inside 

Press the spray nozzle by 

hand, and push the 

spray button several 
times continuously. 
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CLEANING and MAINTENANCE 
 
This appliance requires little maintenance. It contains no user-serviceable parts. Any 
servicing requiring disassembly other than cleaning must be performed by a qualified 
appliance repair technician. 

 
Before Cleaning 
 Before unplugging unit ensure all controls are set to off. 
 When not in use or before cleaning, always disconnect the appliance from the 

mains supply. 
 Always remove the plug from the socket-outlet and allow the Iron to cool down 

before cleaing.  
 

Care and Cleaning 
 Regularly clean the outside of the appliance with a soft damp cloth and dry it with 

a dry towel. Do not immerse in water. 
 Do not use harsh solvents to clean the plastic. 
 Always empty the water reservoir after use. 
 
CAUTION: Never immerse the Iron, plug or cord in water or any other liquid. 
 
NOTICE: Never use rough scouring pads or abrasive cleansers on any plastic or metal 
parts as the surface may be damaged. 
 

Service 
Do not attempt to service this appliance. If it is faulty in any way, please follow the 
instructions on the enclosed warranty card. 
 
Store in a Safe Place 
 When not in use store your appliance and all its accessories and instruction 

manual in a safe and dry place. 
 


