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IMPORTANT SAFETY INSTRUCTIONS 
READ CAREFULLY AND KEEP FOR FUTURE REFERENCE 

 
Carefully read this manual before using this appliance. 
Ensure that you know how the appliance functions and how to operate it. 
Maintain the appliance in accordance with the instructions to ensure that it functions properly. 
Keep this manual with the appliance. If the appliance is to be used by a third party, this 
instruction manual must be supplied with it. 
The safety instructions do not by themselves eliminate any danger completely and proper 
accident prevention measures must always be used.  
No liability can be accepted for any damage caused by non-compliance with these instructions 
or any other improper use or mishandling. 
 
Do not use this appliance if it has been dropped or damaged in any way, or if the supply cord is 
damaged. 
 
 
PACKAGE CONTENTS 
 
1 x Hair Dryer 
1 x Airflow Concentrator Nozzle 
1 x Instruction Manual 
1 x Warranty Card 
 
 
Confirm all parts before disposing of carton. Safely dispose of all plastic bags and other 
packaging components. They may be potentially dangerous to children. 
 
 

TECHNICAL SPECIFICATION 
 

Model PL620 
220-240V ~ 50 Hz 
1700-2000 Watt 
 
 
Due to ongoing product improvements, specifications and accessories may change without 
notice. Actual product may differ slightly to that depicted. 
 
 
  



 

 

     
 

GENERAL AND ELECTRICAL SAFETY 
 
GENERAL AND ELECTRICAL SAFETY 
When using electric appliances always observe safety regulations where applicable to reduce 
the risk of fire, electric shock and personal injury. 
Always check that the power supply corresponds to the voltage on the rating plate.  
 
Supply Cord and Plug 
Always unplug from mains supply when not in use. Do not abuse or damage the power cord. 
Keep the cord away from any hot surface or the warm-air outlet of the appliance. Check the 
cord regularly. Do not use the appliance if the cord or the plug has been damaged. If the 
supply cord is damaged, it must be replaced by the manufacturer or its service agent or a 
similarly qualified person in order to avoid a hazard.  
 
Supervision 
This appliance is not intended for use by persons (including children) with reduced physical, 
sensory or mental capabilities, or lack of experience and knowledge, unless they have been 
given supervision or instruction concerning use of the appliance by a person responsible for 
their safety. Children should be supervised to ensure that they do not play with the appliance. 
 
Water 
Do not immerse appliance in water. Do not immerse any part of this appliance or supply cord in 
water. Do not use the appliance near water. Do not use with wet hands. When the hairdryer is 
used in a bathroom, unplug it after use since the proximity of water presents a hazard even 
when the hairdryer is switched off. For additional protection the installation of a residual current 
device (RCD) with a rated residual operating current not exceeding 30mA is advisable in the 
electrical circuit. Ask your installer for advice 
 
Use and Environment 
This hairdryer is for drying and styling human hair and is on not suitable for use on synthetic 
wigs or hairpieces. The hairdryer is designed exclusively for private use and is not suitable for 
commercial or industrial use. Do not use outdoors. Do not let the cord hang over the edge of 
any table or bench top. Do not leave in direct sunlight as this may damage the plastic. Do not 
insert any object in the hair dryer to avoid damage or electric shock. 
 
Double Insulation Safety 
This appliance is double insulated for your protection. Do not attempt to repair a double 
insulated appliance 
 
Fire Risk 
Do not leave unattended while in use. Do not cover, block or obstruct the air intake or outlet. 
Do not let hair be drawn into the air intake vents. Do not put a hot hair dryer on any article that 
is sensitive to high temperature. This appliance is not intended to be operated by means of an 
external timer or separate remote-control system. 
 



 

Burns Risk 
The temperature of accessible surfaces may be high when the appliance is operating. Do not 
touch hot surfaces. Do not direct hot air toward face & eyes or other heat-sensitive body parts. 
 
Overheating Safety Device 
This appliance is fitted with a safety device that switches the appliance off in the event of 
overheating. Should the appliance stop working, slide the switch to the position “0”, unplug the 
appliance and inspect for blockage of inlet or outlet. Allow to cool to the ambient temperature 
before attempting to restart the appliance. 
 
MAINTENANCE 
Regular maintenance of your appliance will keep it safe and in proper operational order. 
 
Before Cleaning 
When not in use or before cleaning, always disconnect the appliance from the mains supply. 
Always ensure the appliance has cooled completely before cleaning. 
 
Cleaning 
Regularly clean the outside of the appliance with a soft damp cloth and dry it with a dry towel. 
Do not immerse in water. Do not use harsh solvents to clean the plastic. Ensure the air inlet cap 
is always free from lint, hair, and other matter Always keep the warm-air outlet of the appliance 
clean with a small brush. 
 
Damaged or Dropped 
Always inspect your appliance before use. Check parts are correctly attached. Do not use this 
appliance if it has been damaged, dropped, left outdoors or dropped in water. Return it to an 
authorised service dealer for examination and repair 
 
Store in a Safe Place 
Allow the appliance to cool to room temperature before storage. When not in use store your 
appliance and all its accessories and instruction manual in a safe and dry place 
.  



 

DIAGRAM 
 

 
1.  Airflow Concentrator Nozzle  5.  Power ON/OFF Indicator light 
2.  Heat switch:  = warm  = medium  = hot 6.  Cool Shot Button 
3.  Speed selector switch: 0 = off, l = gentle 

airflow, ll = strong airflow 
7.  Hanging loop 

4.  Air inlet cap 8.  Supply cord & plug 
 

OPERATION 
 

Connect to a suitable 220-240V ~ 50Hz power supply. Turn on the Hair dryer by moving the speed 
selector switch upwards. You can select high or low speed. To turn the hair dryer off slide the 
selector switch to 0.  
 

Heat Selection 
Use the heat switch to select low, medium or high heat. 
High temperature and speed setting is ideal for fast drying or pre-drying; low temperature and 
speed setting is ideal for styling. 
 

Styling 
Towel-dry hair before using the hair dryer. Set the dryer on high heat and high speed and circulate 
airflow through hair, but do not concentrate airflow on any one area for a long period of time. As 
soon as hair is almost dry, lower the speed and setting and use a styling brush to shape hair. 
 

Airflow Concentrator Nozzle 
The airflow concentrator nozzle attachment channels greater airflow to a smaller area for smooth, 
manageable drying. Before drying thick hair with this attachment, use the dryer on the high setting 
to remove excess moisture. Do not concentrate the airflow on any one area for an extended period 
of time. If you wish to dry your hair quickly, remove the attachment and set the dryer at the 
highest heat and speed setting. 
 

Cool Shot Button 
Pressing and holding this button turns off the heating element to provide a flow of cool air. Finish 
styling with the cool shot feature to lock in style. Release the button to return to warm air flow.  
 

Hanging Loop 
This hair dryer features a loop allowing it to be conveniently hung on a hook for easy access. 


