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1_FILLING TOP 

2_FLEX 

3_BOILER ON/OFF SWITCH 

4_1RON ON/OFF SWITCH 

S_STEAM WARNING-LIGHT 

6_ THERMOSTAT KNOB 

7 _IRON MICROSWITCH 

S_WATER SHORTAGE WARNING-LIGHT 

9_KNOB TO ADJUST THE STEAM FLOW 

10_MEASURING BOTTLE 
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"This steam generator has been designed to press any kind of fabric in a 

professional way by means of a steady steam system" 

INSTRUCTIONS 

a) Screw off the filling top (1) and fill the boiler with standard water. Screw the top

on again mildly.

b) Connect the plug (2) to a 220V, earthed power point.

c) Press the boiler on/off switch (3) to start the boiler, press the iron on/off switch (4)

to start the iron.

d) Adjust the iron thermostat (6) between the linen and the cotton position (the linen

position is recommended when dry steam is needed, whereas the cotton

position is when damp steam is needed).

e) Befare any ironing, please wait for the steam warning light (5) to be lit. Should

this warning light be off while you are ironing, please go on with your work. The

warning light will be automatically on as soon as the steam has been available

again.

f) Press the red button (7) (iron microswitch) on the iron to have the steam coming

out from the iron.

g) Use the knob (9) to adjust the steam flow from the iron.

h) Use the bottle (10) to fill water into the boiler and check how much water will be put in

WARNINGS AND SUGGESTIONS: 

- Never fill up the boiler.

the quantity of water you want to be inside

- Never screw off the filling top (1) when the boiler is on pressure.

- Befare screwing off the filling top ( 1 ), please make sure that no steam is still inside

the boiler.

- Never let the unit unattended for long, when it is on.

- When the steam is over and the water shortage warning light (8) is on, please pull

the plug (2) out of the power point, let the unit rest for 20 minutes, then screw the

filling top (1) very slowly and refill the water inside the boiler. Now repeat the

steps described above.

- REGULAR MAINTEANCE AND CLEARING OF THE BOILER: you are not

required to drain the boiler if there still is water in the boiler atter ironing. 

To clean the boiler, make sure the unit is off and unplugged: please screw off the 

filling top (1) , fill the boiler with about 0,5It of water, screw on the filling top again. 

Then shake out the unit to clean the upper parts of the boiler as well.Now screw off 

the filling top (1) and reverse the unit to drain the water you have just filled up and 

any dirty particules inside the boiler. Please repeat that again if needed. A regular 

clearing of the boiler is highly recommended. 
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