
2" Min.
Clearance

to Back
Splash

8-5/8"

+/-10° Adjustable
Direction of

Water Stream

10-3/8"

16-1/4"

7-1/2"

36" Flexible
Supply Lines
3/8" Female
Compression

Hole Size
1-3/8" Min.

Hole Size
1-1/4" Min.
(1-5/16" with Included Extension)

4" Minmum
Distance

48 oz Detergent Tank

48" Detergent
      Tube

1-3/4" Max.

Check Valve
Housing 52" Hose & Wand

Overall Length

3-7/8"

14"

Dishmaster M70 Sapphire, High Arc Spout

2-1/8" (2) places



Ceramic disc cartridge mixer valve
controls water flow and temperature

Water flow can be turned on and
off at any temperature setting

TEMPERATURE CONTROL

ROTATE EITHER
DIRECTION TO DIVERT

WATER FLOW TO WAND

-  Convenient Dishmaster Spray Wand
   can be mounted to either side of the
   Faucet for right handed or left handed use

-  Press the button for instant cleansing suds,
   release for clear water rinse

-  Scrape - Wash - Rinse
   all in one easy motion

-  Brushes have built-in scraper

-  Reduce water usage and
   energy consumption

-  Use only the water you really need

-  Full 360° body rotation allows the mixer and
   diverter handles to be positioned where you choose

-  Spout swivels full 360°

-   Aerator has +/- 10° finger-tip adjustment to
   direct the water stream where you want it

-  2 holes required for installation
   Fits standard 2, 3, and 4-hole sinks

-  Lead-free Brass Construction

-  Ceramic disc valve cartridges

-  Manufactured in the USA of
   US and foreign parts

Dishmaster M70 Sapphire

HOT COLD

WATER FLOW

ON
OFF

Ceramic disc cartridge diverter valve
is auto-off except under conditions
of low or unreliable water pressure,
sediment in water, lime, salt, iron or
other mineral deposits, etc., in which

case it must be disengaged
manually by the user.

-  Low  Lead Product Certification

   NSF / ANSI / CAN 61: Q ≤ 1

   NSF / ANSI / CAN 61-2022 ,Drinking Water System
   Components - Health Effect

   NSF / ANSI / CAN 372-22, Drinking Water System
   Components - Lead Content Reduction of Lead in Drinking
   Water Act

   California Health and Safety Code 116875 S.3874, Reduction
   of Lead in Drinking Water Act

-  Title 20 Listed
   California Code of Regulations,Title 20,
   Sections 1601 through1608

-  A112.18.1M 1.8gpm (6.8 L/min) max

-  A112.18.3 Backflow Prevention, Two check valves
   in series in hose assembly
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