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Edge Grain Ply Tables Maintenance 
 

 

 

 

Thank you for choosing our Edge Grain ply table.  

This is quite a special product with some specific features :  

 

It is finished with a different type of Osmo hard wax oil : Ref   3044 .  

This is a white oil, which prevents yellowing of the wood and leaves the top surface 

looking as natural as possible.  

 

Please follow our general “Maintenance of Wooden surfaces” guidelines for upkeep.  

 

Our edge grain finish reveals the texture of the plywood with all its peculiarity.  

 

Dark marks: 

you will notice some scattered dark short strips on the top of the table.  

These are the knots of the wood (seen sliced sideways). We would seal the open knots 

with a special wax on the top of the table.  

 

Uneven ply: 

Some ply strips can appear to wobble a bit or overlap: this is from the construction of the 

ply and will not affect the integrity of the table.   

We will repair any bigger irregularity with some ply inserts 

 

Width variations.  

The table is made of 45 layers of  18 mm ply assembled with 150 wooden dowels.  

This 18 mm thickness is nominal and varies from sheet to sheet by more than 1mm .  

This means we cannot control the exact width of the table. It varies from 80cm or a bit 

less to 85 cm  or a bit more.  

 

 

Aging elegantly.  

The main point of the edge grain construction is to offer a surface that can be re-oiled, re-

polished, or completely renewed if required. 

Over the years, the table may move slightly when expose to heat, damp or if drenched 

regularly. It would appear as if the layers were slightly offset, of ridged.  

The finish can always be brought back to its original stand with sanding and re-oiling.  

 

We hope you will enjoy your purchase for a long time.  

 

 


