CABLE GLAND AND CABLE CONNECTION SPECIALISTS

A2 CABLE GLAND

A2 Industrial Cable Gland

CMP A2 type brass indoor and outdoor cable gland for use with all types of Unarmoured cable,
providing mechanical cable retention and an environmental seal on the cable outer sheath,

design,

TECHRICAL DATA

Type
Design Specification
EN 50262 Mechanical Classifications
GOST R Certilicate Number
GOST K Certificate Number
Rok Fermit for Use Number

| Lioyds Approval Number
MBS Approval Number
Continuous Dperating Temperature
Ingress Proteclion Rating
Ingress Prolection Document
Deluge Profection Compliance
Deluge Proleciion Document
Standard Gland Material
Altemative Gland Material
Seal Material
Cable Type
Sealing Technique
Sealing Areals)

Dptional Accessories

A?

B 6121:Part 1:1988, EN 50262:1899
Retention = (lass B, Impact = Level B
POCC GB. re05.H00110
KZT500052.05.01.00063

08-067683

00T

01-LD 234401-PDA

-60°C to +150°C

IPEE, IPGT, IPGE

5046 C5490

OTs01 ;91

5046 C549-D

Brass

Electroless Nickel Plated Brass, Stainless Steed, Aluminium
CMP Formulated Thermoplastic Elastomer
Unarmaured

CMP Displacement Seal

Gable Outer Sheath

Adaptor/Reducer, Earth Tag, Entry Thresd Seal, Locknut, Serrated Washer,
Shroud

Cable Gland Selection Table

Available Entry Threads ‘G’ Across Across Nominal
g::lu Thregg  Uverall Coble | o, Comers  Protrusion
nd Length Diameler 'A 0 o Lenglh
Size Standard Dptian E e
Melrie NPT NPT Min = Min Max Max
HEM6 M0 12 34" 10.0 32 87 240 26.4 21.0
205 M20 12" 394" 10.0 6.1 1.7 24.0 26.4 21.0
20 M20 112" 34" 10,0 6.5 14.0 2rn 2.7 240
25 M25 an’ 1" 10.0 111 | 200 36.0 306 26.0
32 M32 1" 114" 10,0 17.0 | 264 41.0 45.1 270
40 M40 11084* | 112" 15.0 235 | 222 50.0 55.0 28.0
505 M50 11 2 15.0 J1.0 | 382 55.0 60.5 28.0
20 L] 2" 2 15.0 3586 | 441 B0.0 B6.0 30.0
B35 MB3 2" 21" 15.0 415 | 500 70.0 770 30.0
63 ME3 2T 3" 150 47.2 | 56.0 75.0 825 30.0
758 MT5 212 3" 15.0 54.0 | G20 BO.O BR.O 320
73 MT5 a 312" 15.0 B1.1 6E.0 B5.0 a5 320
b i B0 3 312" 24.0 B6.6 | 800 108.0 118.8 44.0
100 M100 4" 240 760 | 91.0 123.0 135.3 48.0
115 M115 - 24.0 86.0 | 98.0 133.4 146,7 55.0
130 M130 24.0 a7.0 | 1150 152.4 167.6 62.0

All dimensions in millimetres

The CMP A2 range of indusirial cable glands is designed and tested to BS 6121;Part 1:1989, meels
or surpasses the requirements of EN 50262 :19949, and is produced from Brass grade CuZn39Pb3
(CWET4N) to EN12168. Other materials including Aluminium are also available in this standard

1]
™ -1
Drdering Cable
Reference Shroud Gland
[Brass Melric) Reference” Weight
L {Kgs]
20516A21RA PVCO4 0.054
205A21RA PVCO4 0054
20A21RA PVC05 0059
25A21RA PYCOD 0.112
JZAZTRA PVC10 0128
40A21RA PVC13 0.168
S05A21RA PViC14 0224
S0AZ1RA A 02x
BASAZTRA PYG20 0.360
BAAZTRA PyC22 0.344
T5SAZ 1RA PYVC24 0.466
THAZ1RA PVC26 0.385
BOAZ1RA PVC31 1.346
1004A21RA LSF32 1.575
115A21RA LSF34 2322
130421RA L&F35 3.400

Made: *LSF Sheouds also availatds on request. Maring approvals including Lioyds. DNV & ABS am ako mvailable from CMP Products. # Other thread Moomes ane availabis

www.cmp-products.com
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