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More Switch Enclosures...
K56420
K56422

K56421
K56421GRY, K56421WHI, K56421BLK

1 GANG WITH NEON FOR USE WITH ANY 
SWITCH AND ANY NEON MODULE

STANDARD CARTON QUANTITY: 1 

Fixing holes are for No.8 woodscrews (not supplied).
Each enclosure is fitted with a neon which should be wired as a locator. The enclosure has 4 x
20mm entries, 1 on top, bottom and each side and is supplied with an earth terminal and a loop
terminal in the back box.
 
NOTE: These enclosures are for use with the Masterseal Plus™ switch and neon modules.

DIMENSIONS:  
95 x 95 x 57mm
IP66 to BS EN 60529: 1992

Downloads:
Technical Specification

Installation Manual

Full Range Information

Abbreviations

Order Literature

Copy Text

http://www.mkelectric.com/en-gb/Products/WD/IngressProtected/mastersealplus/Switchenclosures/Pages/56420.aspx
http://www.mkelectric.com/en-gb/Products/WD/IngressProtected/mastersealplus/Switchenclosures/Pages/56422.aspx
http://www.mkelectric.com/Documents/English/EN%20MK%20Technical%20Specifications/Wiring%20Devices/MASTERSEAL%20PLUS%20Tech%20FOR%20WEB.pdf
http://www.mkelectric.com/Documents/English/EN%20MK%20Installation%20Manuals/Wiring%20Devices/Masterseal%20Plus/50048741_A.pdf
http://www.mkelectric.com/en-GB/Products/WD/IngressProtected/mastersealplus
http://www.mkelectric.com/en-GB/Products/Pages/Abbreviations.aspx
http://www.adobe.com/products/acrobat/readstep.html
http://mkelectric.mtivity.com/

