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Cadwell® Easy® II PSG

The Cadwell Easy II is an advanced multi-modality system. The Easy II PSG 
system is a complete package that includes our 32-channel digital EEG ampli-
fier with seven active/reference pair connectors for recording channels like 
airflow, respiratory effort and snoring. The system includes a DC amplifier with 
four DC inputs, a built-in pulse oximeter, and a body position sensor input. 
Cadwell also includes a remote input box, a complete sensor kit, and special 
software features like our Scorer-to-Scorer™ inter-scorer reliability module 
at no additional cost.

The Easy II 32-Channel EEG 
Amplifier and DC Amplifiers 
communicate to the computer 
through an ethernet cable.

The Easy II Remote
Input Headbox.



Easy II is adaptable and robust

Cadwell® Easy® II EEG

The Easy II EEG system is a fully digital 32-channel system 
that is flexible enough to accommodate almost any practice or 
hospital need. It can be set up as a portable EEG system with 
a laptop computer for out-of-lab data collection, or it can be 
configured with one of our custom designed carts that will hold 
a high performance desk top computer, large monitor, and laser 
printer. Our specially designed trolley carts allow the system to 
be easily moved from room to room. The photic stimulator and 
an electrode kit are included.

As a true multi-modality system, a single Easy II system can be 
used to collect sleep study data at night and EEG data during the 
day. Our specially designed trolley carts allow for easy movement 
from floor to floor or room to room.

The Cadwell EEG amplifier uses an ultra high sampling rate of 
2400 samples per second to provide the cleanest signal possible, 
with the least amount of artifact. The acquisition and reviewing 
software includes Cadwell’s highly acclaimed report generator 
and record manager utilities.

Systems can be networked allowing multiple users to have access 
to data throughout the hospital or lab.

Easy II was designed with flexibility in mind. We do not try to 
force you into one or two system choices. Cadwell offers a wide 
range of computers, monitors and printers to choose from. Several 
specially designed cart systems are available with a wide range of 
features and options that can be configured to suit almost any need. 

Easy II system with tower PC, LCD flat panel 
monitor, video camera, photic stimulator, 
laser printer and isolation transformer on 
wide trolly cart

Easy II system with low profile PC, LCD flat 
panel monitor, bullet video camera, photic 
stimulator, laser printer and isolation trans-
former on narrow trolly cart



Satellite View™ compresses up to 100 epochs of 
EEG or PSG data into one sizable window. It is 
useful for identifying Cyclic Alternating Patterns 
(CAPs) during  sleep recordings or seizures during  
EEG recordings. Important event details can be 
viewed by clicking on the segment of interest. 
Specific segments can be clipped and copied from 
the record and sent to others via email attachment 
for analysis or included in a report. 

Our patent-pending Q-Video® option is a pow-
erful digital video recorder and player. Using a 
unique technology developed by the engineers 
at Cadwell, movement is quantified with waves 
of color so physical and neurological events are 
more easily correlated. Q-Video is extremely use-
ful in sleep and other long term studies because 
it uses a unique adaptive storage rate technol-
ogy that substantially reduces total file size. An 
entire 8-hour sleep study including the edited 
video record will typically fit on a single CD. The  
Q-Video Editor allows for quick editing and 

downsizing of the video files as needed before archiving. Also, unlike traditional video technologies 
that can be viewed using any PC media player, Q-Video data can only be viewed through Cadwell’s 
proprietary technology, thus helping to protect patient privacy and assisting in meeting your HIPAA 
requirements.

The Easy II PSG system includes an innovative inter-scorer reliability and comparison program,  
called  Scorer-to-Scorer™. This program helps labs with their quality assurance improvement objec-
tives. The lab supervisor or “master scorer” can score a record and 
use it to compare the scoring of technicians in the lab. The program 
compares the records, and the result indicates where areas of im-
provement are needed. The objective is to improve overall scoring 
and sleep staging consistency.

Special Features and 
Options

Movement detected by Q-Video®

shows movement in color

Laptop computer with Q-Video® option



Easy Ambulatory 2 EEG is 
small and modular

Easy Ambulatory 2 EEG is an extremely modular and flexible 
Ambulatory system that can record up to 32 channels of data 
while your patient is in the comfort of their home. The recorder 
weighs less than 5 oz. and is worn in a lightweight pouch. The 
alkaline batteries are in a separate compartment in the pouch. 
The storage medium used is a standard flash memory card. EEG 
data recording time can be up to 48 hours. 

Complete Easy Ambulatory 2 System components:
A- Recorder pouch
B- Small, medium and large chest straps
C- Small, medium and large limb straps (small and large shown)
D- Recorder
E- Modules (body position and limb movement)
F- Amplifier
G- EasyNet® cable
H- Amplifier pouch
I-  Recording electrodes
NOT SHOWN- Voice microphone, EasyNet hub and EasyNet cable tester
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Service that exceeds
your expectations

Do you get frustrated when you call a company for service and get 
lost in a complex voice mail system? At Cadwell our telephone is 
answered by a real person who knows every employee. We stand 
ready to speed you along to the appropriate department from 
6:30AM – 5:00PM, Pacific Time, Monday through Friday.

For our polysomnography customers who use our systems mostly 
at night, we provide a special line that rings directly to one of 
our on-call specialists outside our normal business hours. You 
speak directly to an on-call specialist: we do not use answering 
service companies.

Customize the display the way you want it. 
Change colors of the different channels, 
move toolbars, etc..

Satellite view compresses up to 100 epochs 
of EEG or PSG data onto 1 sizable window.

The all night summary shows important 
events in a concise, easy to understand 
format.

Cadwell has been networking systems since 
1995. Most importantly, the system is so 
easy to operate, most users are not often 
aware they are on a network.



Montages, filters, sensitivity and paper 
speed can be adjusted at any time. The 
changes are automatically marked on the 
record.

Innovations since 1979

With Cadwell and Easy II, you can be confident that your practice or lab will run efficiently and effectively. We have a 
staff of highly trained support professionals and sales representatives to answer any question. The company founders, 
John and Carl Cadwell, work diligently to design products that are easy to use and provide useful features. When you 
purchase from Cadwell, we’ll treat you like part of our family.



909 North Kellogg Street
Kennewick, WA 99336

800.245.3001 Toll Free
509.735.6481 Phone
509.783.6503  Fax

www.cadwell.com
info@cadwell.com
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