
SAFETY DATA SHEET 

Physical hazards
Health hazards 

Environmental hazards

OSHA defined hazards 
Label elements 

Flammable Liquids 
Acute toxicity, oral 
Skin irritant 
Eye damage 
Aspira�on Hazard 
Hazardous to the 
aqua�c environment 
None 

Category 4
Category 4 
Category 2 
Category 1 
Category 2 
Category 4 

Product Identifier Pig Out – Premium Spotter 
Other means of iden�fica�on TMF-89113 
Product code 
Recommended use Paint, oil, and grease remover. 
Recommended restric�ons Professional use only. 
Manufacturer/supplier/distributor/importer informa�on 
Company name Truck Mount Forums 
Address 1728 South Park Ct. Chesapeake VA 23320 USA
Telephone (800) 949-7726 
Emergency phone number PERS (800) 633-8253 

24-hour Emergency (800) 633-8253 

 Signal word DANGER 
Hazard statement Combus�ble liquid. 
May be harmful if swallowed. 
Causes skin irrita�on. 
Causes serious eye irrita�on. 
May be fatal if swallowed and enters airways. 
Precau�onary statement 
Preven�on Keep away from flames and hot surfaces. No smoking. Wear protec�ve gloves/eye 
protec�on/face protec�on. Wash hands and exposed skin thoroughly a�er handling. 
Avoid release to the environment. 

Response In case of fire: Use water fog, foam or carbon dioxide (CO2) to ex�nguish. Call a POISON 
CENTER/doctor/medical professional if you feel unwell. 
IF ON SKIN: Wash with plenty soap and water for 15 minutes. Specific treatment (see 
sec�on 4 on the Safety Data Sheet). If skin irrita�on occurs: Get medical a�en�on. Take 
off contaminated clothing and wash it before reuse. 
IF IN EYES: Rinse cau�ously with water for several minutes. Remove contact lenses, if 
present and easy to do. Con�nue rinsing. Immediately call a POISON 
CENTER/doctor/medical professional. 
IF SWALLOWED: Immediately call a POISON CENTER/doctor/medical professional. Do 
NOT induce vomi�ng. 
Storage Store in a well-ven�lated place. Keep cool. Store locked up. 
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1. Iden�fica�on 

2. Hazard(s) Iden�fica�on 
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Disposal 

 
Hazard(s) not otherwise 
classified (HNOC) 
Supplemental informa�on 

Suitable ex�nguishing media

Unsuitable ex�nguishing 
media 
Specific hazards arising from 
the chemical 

Inhala�on 
Skin contact 

Eye contact 

Inges�on 

Most important 
symptoms/effects, acute and 
delayed 
Indica�on of immediate 
medical a�en�on and 
special treatment needed 

General informa�on 

Special protec�ve equipment
and precau�ons for 
firefighters 
Fire-figh�ng 
equipment/instruc�ons 
Specific methods 

Material Name: Pig Out Spot Remover 

 Chemical name 
Pentyl acetate 
Alcohols, C9-11, ethoxylated 
C9-C15 Cycloalkanes 
C9-C15 Alkanes 
2-butoxyethanol 

Other components below reportable levels 
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Mixtures Component(s) 
CAS number 

628-63-7 
68439-46-3 

Mixture 
Mixture 
111-76-2 

% 
30-50 
20-30 
10-20 
10-20 
1-10 
1-20 

Dispose of contents/container in accordance with local/regional/na�onal/interna�onal
regula�ons. 

None. 

None 

Provide general support measures and treat symptoma�cally. Thermal burns: Flush with 
water immediately. While flushing, remove clothes which do not adhere to affected area. 
Call an ambulance. Con�nue flushing during transport to the hospital. Keep vic�m under 
observa�on. Symptoms may be delayed. 
Ensure that medical personnel are aware of the material(s) involved, and take precau�ons 
to protect themselves. Wash contaminated clothing before reuse. 

Move to fresh air. Call a physician if symptoms develop or persist. 
Remove contaminated clothing immediately and wash skin with soap and water. In case of 
eczema or other skin disorders: Seek medical a�en�on and take along these instruc�ons. 
Rinse with water for at least 15 minutes. Remove contact lenses if present and easy to do 
so. Get medical a�en�on if irrita�on develops and persists. 
Rinse mouth. Get medical a�en�on if symptoms occur. Only induce vomi�ng at the 
instruc�on of medical personnel. 
Derma��s. Rash. May cause an allergic skin reac�on. 

Water fog. Foam. Carbon dioxide (CO2). Dry chemical powder, sand, or earth may be used 
for small fires only. 
Do not use water jet as an ex�nguisher, as this will spread the fire. 

Vapors may form explosive mixtures with air. Vapors may travel considerable distance to a 
source or igni�on and flash back. This product is a poor conductor of electricity and can 
become electrosta�cally charged. If sufficient charge is accumulated, igni�on of flammable 
mixtures can occur. To reduce poten�al for sta�c discharge, use proper bonding and 
grounding procedures. During fire, gases hazardous to health may be formed. 
Self-contained breathing apparatus and full protec�ng clothing must be worn in case of 
fire. 

In case of fire and/or explosion do not breathe fumes. Move containers from fire area if 
you can do so without risk. 
Use standard firefigh�ng procedures and consider the hazards of other involved materials. 
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4. First-aid measures 

5. Fire-figh�ng measures 

3. Composi�on/informa�on on ingredients 
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General fire hazards 

Personal precau�ons, 
protec�ve equipment and 
emergency procedures 

Environmental precau�ons 

Condi�ons for safe storage, 
including any 
incompa�bili�es 

Methods and materials for 
containment and cleaning up 

Precau�ons for safe handling 

Material Name: Pig Out Spot Remover 

Flammable liquid and vapor. 
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Do not handle, store or open near an open flame, sources of heat or sources of igni�on. Do
not smoke. Use explosion proof equipment and non-sparking tools. Take precau�onary 
measures against sta�c discharge. Avoid breathing mist or vapor. Avoid contact with eyes, 
skin, and clothing. Avoid prolonged exposure. Provide adequate ven�la�on. Wear 
appropriate personal protec�ve equipment. Observe good industrial hygiene prac�ces. 
Keep away from heat, sparks and open flame. Ground/bond container and equipment. 
Store in original �ghtly closed container. Store away from incompa�ble materials (see 
sec�on 10 of the SDS). 

Keep unnecessary personnel away. Keep people away from and upwind of spill/leak. Keep 
out of low areas. Wear appropriate protec�ve equipment and clothing during clean-up. 
Avoid inhala�on of vapors or mists. Ensure adequate ven�la�on. Remove all sources of 
igni�on. Local authori�es should be advised if significant spillages cannot be contained. For
personal protec�on, see sec�on 8 of the SDS. 
Eliminate all igni�on sources. Use only non-sparking tools. Take precau�onary measures 
against sta�c discharge. Keep combus�bles away from spilled material. 

Large spills: Stop the flow of material, if this is without risk. Dike the spilled material, where 
this is possible. Cover with plas�c sheet to prevent spreading. Absorb in vermiculite, dry 
sand or earth and place into containers. Prevent entry into waterways, sewer, basements 
or confined areas. Following product recovery, flush area with water. 
Small spills: Absorb with earth, sand, or other non-combus�ble material and transfer to 
container for later disposal. Clean surface thoroughly to remove residual contamina�on. 
Never return spills to original container for re-use. For waste disposal, see sec�on 13 of the 
SDS. 
Avoid release to the open environment. Avoid discharge into surface waterways and other 
areas not consistent with package labeling. 

Occupa�onal exposure limits 
US OSHA Table Z-1 Limits for Air Contaminants (29 CFR 1910.1000) 
Components Type Value 
2-butoxyethanol PEL 50 ppm 
US ACGIH Threshold Limit Values 
Components Type Value 
2-butoxyethanol STEL 20 ppm 

 

Biological limit values 
ACGIH Biological Exposure Indices 
Components Value Determinant Species Sampling Time 
2-butoxyethanol 200 mg/g Crea�nine Urine End of shi�. 

 

Appropriate engineering Good general ven�la�on (typically 10 air changes per hour) should be used. Ven�la�on 
controls rates should be matched to condi�ons. If applicable, use process enclosures, local exhaust 
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7. Handling and storage 

6. Accidental release measures 

8. Exposure controls/personal protec�on 
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Reac�vity 

Appearance 
Physical State 
Color 
Odor 
Odor threshold 
pH 
Mel�ng/freezing point 
Ini�al boiling point and 
boiling range 
Flash point 
Evapora�on rate 
Flammability 
Flammability Limits 
Upper 
Lower 
Vapor pressure 
Vapor density 
Specific gravity (water=1) 
Solubility in water 
Par��on coefficient 
(n-octanol/water) 
Auto-igni�on temperature 
Decomposi�on temperature 
Viscosity 
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Liquid. 
Light yellow translucent 
Characteris�c. 
Not available. 
Not applicable. 
Not available. 
300-410°F (148.9-210°C) es�mated. 

150°F (66°C) es�mated. 
Not available. 
Not available. 

6% (es�mated) 
0.8% (es�mated) 
Not available. 
Not available. 
0.90 
Insoluble. 
Not available. 

Not available. 
Not available. 
Not available. 

This product is stable and non-reac�ve under normal condi�ons of use. 

 
ven�la�on, or other engineering controls to maintain airborne levels below recommended 

exposure limits. 
Individual protec�on measures, such as personal protec�ve equipment 
Eye/face protec�on Avoid contact with eyes. Wear safety glasses with side shields (or goggles). 
Skin protec�on 

Hand protec�on The use of gloves impervious to the specific material handled is advised to prevent skin 
contact. Users should check with manufacturers to confirm the breakthrough performance 
of their products. Depending on exposure and use condi�ons, addi�onal protec�on may be 

necessary to prevent skin contact including use of items such as chemical-resistant boots, 
aprons, arm covers, hoods, coveralls, or encapsulated suits. Suggested protec�ve 
materials: Nitrile and PVC rubber. 
Other Wear appropriate chemical-resistant clothing. Use of an impervious apron is 
recommended. 
Respiratory protec�on In case of insufficient ven�la�on, wear suitable respiratory equipment. 
Thermal hazards Wear appropriate thermal protec�ve clothing, when necessary. 
General hygiene When using do not smoke or use chewing tobacco. Always observe good personal hygiene 
considera�ons measures, such as washing a�er handling the material and before ea�ng, drinking, and/or 

smoking. Rou�nely wash work clothing and protec�ve equipment to remove contaminants. 
Contaminated work clothing should not be allowed out of the workplace. 
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10. Stability and reac�vity 

9. Physical and chemical proper�es 



SAFETY DATA SHEET 
 

Chemical stability 
Possibility of hazardous 
reac�ons 
Condi�ons to avoid 

Incompa�ble materials 
Hazardous decomposi�on 
products 
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Ecotoxicity 
Product Pig Out (CAS mixture) 
Aqua�c Receptor Species 
Fish Fathead minnow 
Crustacea Daphnia Magna 
Fish Western mosquitofish 

*Es�mates for product may be based on addi�onal component data not shown 

Test Thresholds 
LC50 = 23 mg/L (es�mated) 
EC50 = 14 mg/L (es�mated) 
EC50 = 72 mg/L – 92-hr (es�mated) 

Material is stable under normal condi�ons. Store in a cool dark place. 
Hazardous polymeriza�on does not occur. 

Avoid heat, sparks, open flames and other igni�on sources. Avoid temperatures exceeding 
the flash point. Contact with incompa�ble materials. 
Oxidizing agents, acids. 
Carbon dioxide, carbon monoxide. 

Informa�on on likely routes of exposure 
Inges�on Expected to be low inges�on hazard. 
Inhala�on Prolonged inhala�on may be harmful. 
Skin contact May cause skin irrita�on. 
Eye contact Causes serious eye damage. Wear eye/face protec�on. 
Symptoms related to the Derma��s. Rash. 
physical, chemical and 
toxicological characteris�cs 
Acute toxicity May be harmful if swallowed. 

 
Product Pig Out (CAS mixture) 
Exposure Classifica�on Route and Species LD50 /LC50 
Acute Oral, rat 2,500 mg/kg (es�mated) 
Acute Dermal, rat > 10,400 mg/kg (es�mated) 
*Es�mates for product may be based on addi�onal component data not shown 

 
Skin corrosion/irrita�on Causes skin irrita�on. 
Serious eye damage/ irrita�on Causes serious eye damage. 
Respiratory sensi�za�on Not available. 
Skin sensi�za�on Not available. 
Germ cell mutagenicity No data available to indicate product or any 
components present at greater than 0.1% are 
mutagenic or genotoxic. 
Carcinogenicity This product is not expected to be a carcinogen. 
OSHA Specifically Regulated Substances (29 CFR 1910.1001-1050) Not Listed 

Reproduc�ve toxicity This product is not expected to cause reproduc�ve or 
developmental effects. 
Specific target organ toxicity – single exposure Not classified. 
Specific target organ toxicity – repeated exposure Not classified. 
Aspira�on hazard May be harmful or fatal if product enters airways. 
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12. Ecological informa�on 

11. Toxicological informa�on 
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Disposal instruc�ons 

Local disposal regula�ons 
Hazardous waste code 

 

Persistence and 
degradability 

Bio-accumula�ve poten�al 
Mobility in soil  
Other adverse effects 

Waste from residues/unused
product 

 
Contaminated packaging 

Material Name: Pig Out Spot Remover 

 Not regulated as a hazardous material 
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US federal regula�ons . 
SARA 302 Extremely hazardous substance Not listed. 
SARA 304 Emergency release no�fica�on Not listed. 
SARA 311/312 Hazard Categories 
Immediate Hazard - Yes 
Delayed Hazard – No 
Fire Hazard – Yes 
Pressure Hazard – No 
Reac�vity Hazard – No 
SARA 313 (TRI repor�ng) 2-butoxyethanol (Glycol Ether Category) 

 
California 
Proposi�on 

65 WARNING: This product can expose you to Ethylene Oxide, which is known to the State of 
California to cause cancer and birth defects or other reproduc�ve harm. For more informa�on go to 
www.P65Warnings.ca.gov. 

No data available. The listed classes of chemicals within this product are not known to 
persist in an open aerobic environment 
Poten�al to bioaccumula�on is expected to be low. 
No data available. Mixture chemicals are expected to exhibit moderate to high level of 
mobility in saturated and semi-saturated soil matrices 
Harmful to aqua�c life in elevated concentra�ons. May cause long-las�ng harmful effects 
to aqua�c life with repeated exposure. 

Collect and reclaim or dispose in sealed containers at licensed waste disposal site. Dispose 
of contents/container in accordance with local/regional/na�onal/interna�onal regula�ons. 
Dispose in accordance with all applicable regula�ons 
The waste code should be assigned in discussion between the user, the producer and the 
waste disposal company. As packaged, this product may meet criteria defining RCRA 
ignitable (D001) hazardous wastes when disposed. (40 CFR Part 261, Subpart C). Before 
selec�ng disposal method, ensure that the waste materials have been properly assessed 
and, as necessary, tested to confirm regulatory status 
Dispose of in accordance with local regula�ons. Empty containers or liners may retain some 
product residues. This material and its container must be disposed of in a safe manner. 
(see: Disposal instruc�ons). 
Empty containers should be taken to an approved waste handling site for recycling or 
disposal. Since emp�ed containers may contain product residue, follow label warnings 
even a�er container is emp�ed. 
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14. Transport informa�on 

15. Regulatory informa�on 

13. Disposal considera�ons 
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Disclaimer 

NFPA ra�ngs 

Issue date 
Revision date 
Version # 
HMIS® ra�ngs 

Revision informa�on 

Material Name: Pig Out Spot Remover 

Health: 2 
Flammability: 2 
Instability: 0 

5/28/2019 
10/23/2019 
2 
Health: 2 
Flammability: 2 
Physical hazard: 0 
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The informa�on provided in this Safety Data Sheet is correct to the best of our knowledge, 
and have been obtained from resources believed to be reliable. The informa�on given is 
designed only as a guidance for safe handling, use, processing, storage, transporta�on, 
disposal, and release and is not to be considered a warranty or quality specifica�on. The 
informa�on related only to the specific material designated and may not be valid for such 
material used in combina�on with any other materials or in any process, unless specified by 
the text. 
10/23/2019 Add HMIS and NFPA 704 pictograms. 
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16. Other informa�on, including date of prepara�on or last revision 


