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1. MOBI Water Leak Sensor

2. 2 x AAA Battery

3. Instruction Manual

1. Make sure you have access to your email to verify your 
MOBI Smart Account

2. Have your 2.4GHz Wi-Fi Network Name and Password 
ready. Network passwords are case, space, and 
number sensitive. 

3. Check your WiFi Connection – MOBI Smart products 
are designed to utilize a 2.4GHz(2G) WiFi Frequency. 
During setup please confirm your device is connected 
to the 2G WiFi frequency. When the MOBI Smart App 
requests your WiFi information, please ensure that 
you are also entering the credentials fir the 2.4GHz 
connection. If unaware of how to connect to or make 
visible, your WiFi router provider can assist with  steps 
to connect

WHAT IS IN THE BOX

BEFORE GETTING STARTED
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ADD DEVICE

Tap “Add Device”, then 
select your MOBI Smart 
Device. (You may also tap 
the plus sign ‘+’ in the 
upper right hand corner to 
add a device)

Open MOBI Smart App and 
tap register. Agree to the 
privacy policy. Enter your 
email address, then tap 
“Get Verification Code”. 
Check your email for the 
verification code and then 
create your password.

REGISTER



www.getmobi.com         (323)-904-3000  .  

ENTER WIFI

Ensure your mobile device 
is connected a 2.4GHz WiFi 
Network. Enter/Select your 
2.4GHz WiFi Network Name 
and Password. Then tap 
“Confirm”.

NOTE: WiFi Name and 
Password are case, space 
and number sensitive.

Rotate the backing in a 
counter clockwise direction 
to remove it and insert the 
batteries. The LED light 
should begin rapidly 
flashing RED. If the LED is 
flashing slowly, press and 
hold the reset button for 5 
seconds until the LED 
rapidly flashes RED. Press 
confirm when ready.

INITIAL SETUP
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SUCCESS

You have now successfully 
connected your MOBI Flood 
Sensor. Your device should 
display in-app – Here you 
can rename your sensor for 
easier management. Tap 
“Done” to be taken to the 
sensor feed.

Place your phone as close 
to the sensor as possible. 
In-app will show the 
connection progress. Once 
at 100% you will be 
redirected to the next 
screen.

CONNECTING
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SENSOR 
HISTORY

Tap the bell icon located in 
the bottom left hand corner 
to view your sensors 
history. Here you can view 
every alert by date. Tap the 
back button in the upper 
left hand corner to go back 
to the sensors main page.

Your sensor, will show and 
notify you when there is a 
leak, as well as if someone 
has tried to tamper with the 
sensor.

SENSOR FEED
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MAINTENANCE

Located in the upper right 
hand corner is a pencil icon. 
Tap this icon to change the 
name of your device at any 
time.

In the bottom right hand 
corner is the battery life 
indicator. To ensure that 
your sensor is functioning 
correctly it is good practice 
to monitor the battery life.

If you tap the middle icon 
labeled settings, you can 
toggle ON or OFF which 
notification you wish to 
receive from your MOBI 
Sensor.

NOTIFICATIONS
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FAMILY 
MANAGEMENT

Once you’ve created your 
family, you can begin to 
add family members.

Tap “Add member”, enter 
their name and email 
address. They will receive 
an invite.

You can also choose to 
give admin rights to any 
family member. Members 
will have access to all 
devices added to rooms in

Tap the “Me” icon at the 
bottom of the screen and 
then tap “Home & Member 
Management”.

Enter a Family Name & set 
the location. Choose or 
create rooms that have 
devices. Tap Done.

Home Management allows 
you to manage devices per 
room; this allows users to 
organize their home.

HOME 
MANAGEMENT
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CHANGE WIFI & 
BATTERY

Hold the battery cover and 
rotate it counter-clockwise 
to open the battery cover. 
Put 2xAAA battery in with 
the correct positive and 
negative electrode.

If necessary you may press 
and hold the reset button 
for 5 seconds to repair your 
sensor.

Use the included 3M Tape 
to stick to the back of the 
device. Remove the 
protective layer and secure 
the device to a clean 
door/window frame.

NOTE: Alternatively device 
may also be screwed into 
frame. For Indoor use only. 

INSTALLATION
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LIMITED PRODUCT WARRANTY

MOBI® warrants its products to be free from defects in 
material and workmanship for period of 3 months from the 
date of purchase. Should the product prove to be defective at 
any time during the warranty period, we would either replace 
or repair the product at our option without charge. After the 
warranty period, a service charge will apply for replacement 
of parts and labor costs. To obtain warranty service, you must 
return the product complete with its original parts & 
accessories along with a copy of the original purchase, gift or 
registry to us. This warranty does not cover damage caused by 
any tampering, accident, misuse, abuse, improper 
maintenance, unauthorized modification, or connection to an 
improper power supply. There will be a charge for repair 
caused for such damage . This warranty excludes all incidental 
or consequential damages and any liability other than stated 
above. MOBI reserves the right to modify or discontinue offer 
at any time by posting notice on the app or website. 
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TROUBLEHSOOTING

Trouble connecting device

• Ensure the sensor is in the correct pairing mode. The 
front LED should be rapidly flashing red.

• MOBI Smart devices utilize a 2.4GHz (2G) WiFi frequency. 
Double check that your mobile device is connected to the 
2.4GHz (2G) WiFi Network and that you’ve entered the 
correct WiFi Name and Password in the MOBI Smart App.

Device says there is a leak but there is no leak.

• Double check the battery life of your device

• Ensure you have a solid WiFi connection on your mobile 
device and that WiFi is working correctly.

• Reset and Repair your Water Leak Sensor

I am not receiving notifications

• Ensure that your have allowed MOBI Smart App 
notification on your device and they are turned on.

• Double Check notification settings for the device within 
the MOBI Smart App.
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FCC NOTICE

This device complies with part 15 of the FCC Rules. Operation is 
subject to the following two conditions:

(1) This device may not cause harmful interference
(2) This device must accept any interference received, including 
interference that may cause undesired operation.

The manufacturer is not responsible for any radio or tv 
interference caused by unauthorized modifications or change to 
this equipment. Such modifications or change could void the 
user’s authority to operate the equipment.

This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to part 15 of the FCC 
Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential 
installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no 
guarantee that interference will not occur in a particular 
installation. If this equipment does cause harmful interference to 
radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try 
to correct the interference by one or more of the following 
measures:

-- Reorient or relocate the receiving antenna.

-- Increase the separation between the equipment and receiver.

-- Connect the equipment into an outlet on a circuit different 
from

that to which the receiver is connected.

-- Consult the dealer or an experienced radio/TV technician for 
help.

RF Warning statement:
To maintain compliance with FCC's RF exposure guidelines, this 
equipment should be installed and operated with a minimum 
distance of 20cm between the radiator and your body.


