
  
 

TOYOTA LANDCRUISER
100/105 Series 
1FZFE 1HZ 2UZFE engines
 
• It will take about 3 hours to install depending on 
• Below is a list of some required tools for installing
• hole saw (95mm) 

• drill (8mm) 

• step drill 

• spanner (13mm) 

• air hacksaw 

1.Start by removing; 
• Mud Flap 
• Inner plastic wheel arch (RHS) 
• Plastic joiner to air box located above the
inner wheel arch. 
• RHS indicator on guard. 
2. You will need to slot the join in the plastic joiner to the air box. Cut enough to allow rubber 
joiner to slide over. Plastic joiner to air box

3. Now apply masking tape to the side of the guard where the template will sit. Now
apply the template to the right hand side guard. To ensure the template is in the
correct place, make sure the template lines up with the top edge and side edge of the
guard. The template contains small holes, these are where you are required to drill
holes. Mark these holes, making sure you have made a small mark on the guard, a
paint or marker pen is usually a good way to do this. You will notice a square style
hole in the template, mark this on your guard as well, this will become the new
location of your indicator. Drill a 4mm 
holes that line up with the studs need to be drilled out to 16mm (A step drill is handy
for this job), the other 2 holes require you to use the 95mm hole saw.
 
4. With the 2 x 95mm holes drilled, you need to join
dotted lines as shown. At this time cut the hole for the indicator.

 

TOYOTA LANDCRUISER 

1FZFE 1HZ 2UZFE engines 

• It will take about 3 hours to install depending on mechanical aptitude 
• Below is a list of some required tools for installing your Spartan Snorkel:

• Plastic joiner to air box located above the 

You will need to slot the join in the plastic joiner to the air box. Cut enough to allow rubber 
Plastic joiner to air box 

 
3. Now apply masking tape to the side of the guard where the template will sit. Now

right hand side guard. To ensure the template is in the
correct place, make sure the template lines up with the top edge and side edge of the
guard. The template contains small holes, these are where you are required to drill

ng sure you have made a small mark on the guard, a
paint or marker pen is usually a good way to do this. You will notice a square style
hole in the template, mark this on your guard as well, this will become the new
location of your indicator. Drill a 4mm hole where you have marked the guard, the 3
holes that line up with the studs need to be drilled out to 16mm (A step drill is handy
for this job), the other 2 holes require you to use the 95mm hole saw. 

4. With the 2 x 95mm holes drilled, you need to join these two holes together. Cut along the 
dotted lines as shown. At this time cut the hole for the indicator. 

mechanical aptitude . 
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5. All holes that have been drilled should be carefully cleaned, de
(This applies to all holes or cutting after this step.)
 
6. Using thread lock, screw the studs into the snorkel, also fasten
the “A” pillar bracket to the top of the snorkel. The snorkel arm should then be placed
onto the guard. Mark the location of the “A” pillar bracket to enable you to drill the 3
holes required for mounting. Remove the snorkel arm and drill the 3 holes @ 8 mm.
Once de-burred and painted, insert “A” pillar screw plug into the hole and place the
bracket in place and tighten with screws.
 
7. Mount the snorkel arm, attach the rubber joiner hose t
the plastic joiner to the air box. Tighten all hose clamps and check the air intake for
any leaks. Seal these if found. Re-
flap. 
 
8. Fit the Spartan 4x4 air ram and tighten 
a screw in through the hose clamp to keep the air ram and clamp

 

 

5. All holes that have been drilled should be carefully cleaned, de-burred and painted.
(This applies to all holes or cutting after this step.) 

6. Using thread lock, screw the studs into the snorkel, also fasten 
the “A” pillar bracket to the top of the snorkel. The snorkel arm should then be placed
onto the guard. Mark the location of the “A” pillar bracket to enable you to drill the 3

red for mounting. Remove the snorkel arm and drill the 3 holes @ 8 mm.
burred and painted, insert “A” pillar screw plug into the hole and place the

bracket in place and tighten with screws. 

7. Mount the snorkel arm, attach the rubber joiner hose to the snorkel arm and re
the plastic joiner to the air box. Tighten all hose clamps and check the air intake for

-install the indicator, inner wheel arch and mud

8. Fit the Spartan 4x4 air ram and tighten with hose clamp. Install 
a screw in through the hose clamp to keep the air ram and clamp 

burred and painted. 
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