
 
XGT INSTRUCTIONS 55W TO 100W 
1) Firstly HID gear is tested before it is sent, You must RETEST directly on a battery 
before attempting to install. CONFIRM WORKING ON 12V BATTERY BEFORE STARTING 
INSTALL. 
 
Test directly on the battery, then your wiring loom. 
 

NOTE : THE BILLETS SUPPLIED SUIT UPTO 130W HID GLOBES. HID GLOBES ARE 
MADE FROM GLASS AND THEY ARE NOT ALWAYS 100% EQUAL IN THICKNESS. 

YOU MAY NEED TO FILE/DRILL OUT THE BILLET A SLIGHT AMOUNT IF THE GLOBE IS 
TIGHT. 

 
(Warranty does not cover breakage during installation) 
1. Before removing the cover on this lamp observe that it is under slight spring tension. 
Remove rear cover and set aside. 
 
2. Remove the spring, spacer and bulb assembly from the light and discard. 
 
3. Fit new HID globe and adapter to the light. 
 
4. Run the new HID wiring out the back of the light & seal the wires where they pass 
through the housing with a grommet or good quality silicone. 
 
5. Before securing make sure the lamp can be assembled and that all cables are free and 
not pinched. Also check the HID globe is free from hitting the housing or any other 
components. 
 
6. Assemble the light using the reverse of the dismantling procedure, making sure that 
all cables are free. 
 
7. Locate a suitable location at front of vehicle for securing the ballast and igniter. 
 
8. Secure the ballast and igniter using double sided tape, 3M stick-on Velcro or good 
quality silicon. 
 
9. Connect the bulbs to the ballast harness making sure the safety clips on the 
connectors are fully locked. 
 
10. Connect the black two-pin plug to the red two-pin ballast connector making sure the 
safety clips on the connectors are fully locked. 
 
11. Connect the blue 4mm cable to the positive supply to the light, using insulated 
secure fittings. 
 

                 12. Connect the black 4mm cable to the negative supply to the light, using insulated 

                       secure fittings. 

   


