
The European look. The Canadian way. Create the authentic look of European flooring that characterizes Canada’s trendiest neighbourhoods. 

This collection features multiple wood species in 3/4’’ thick engineered planks with numerous width options and ranging from subtle to 

pronounced characteristics.

AVAILABLE MOULDINGS

FLUSH MOUNT VENT

 4” x 10”
TOP MOUNT VENT

 4” x 10”

STAIR NOSE

94” 94”94”

Nail / Staple / Glue Down Installation • Flush Mouldings

TOP MOUNT VENT

 4” x 10”

STAIR  NOSE

94” 
END-CAP

94”
REDUCER

94”
T-MOLD

94”

Float Installation • Overlap Mouldings

END-CAPREDUCER

QUARTIER
QUARTIER GRANDE

COLOUR  TEXTURE APPEARANCE GLOSS LEVEL AVAILABLE IN  (MAX 19)
    5 1/8” (Herringbone)

Barcelona n/a nuance matte
Monaco brushed nuance matte
Prague open grain nuance matte 
Raw brushed nuance matte available
Vienna brushed nuance • v+ matte nuance only
Cinder-FX brushed nuance • v+ matte nuance only
Flame-FX brushed nuance • v+ matte nuance only
Fume-FX brushed nuance • v+ matte nuance only
Sizzled-FX brushed nuance • v+ matte nuance only
Smoked-FX brushed nuance • v+ matte nuance only

Mambo brushed nuance • v+ matte
Monaco brushed nuance • v+ matte
Prague brushed nuance matte

Mambo  nuance satin available 
Raw  nuance • v+ matte available

Mambo open grain nuance satin available
Raw open grain nuance • v+ matte nuance only
Whisky n/a nuance matte avalaible
Smoked-FX brushed v+ matte 

WHITE OAK

ASH

HARD MAPLE

RED OAK

DETAILS AVAILABILITY CHART
Product Category: Engineered Hardwood

Finish: Aluminum Oxide 

Thickness: 3/4” (19 mm)

Wear Layer: 4 mm 

Length: Random

Platforms: Flex 19, Max 19

Width Flex 19: 5 1/8” (130 mm) 6 1/8” (156 mm)

 7 1/8” (181 mm)

           Max 19: 5 1/8” (130 mm) 7 1/8” (181 mm)

 5 1/8” (130 mm) Herringbone, see Chart

Edge Detail: 4-Sided Micro-V Bevel

Grade Levels: On / Above / Below  

Installation Methods:

Staples / Glue / Float (Flex 19)

Nail / Staples / Glue / Float (Max 19)

Over Radiant Heat: Yes
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