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The rug must be thoroughly 
soaked for the Rug Sucker to  
function properly.

Attach the Rug Sucker to a vacuum 
source (must be capable of 12” Hg 
and 250 CFM at the cuff). Turn on 
the vacuum source.

Roll the rug over once or twice and 
add more water. Repeat this pro-
cess untill the whole rug is rolled 
up. Continue flushing until desired 
results are achieved.

Build the Rug Sucker to the closest 
size to the rug that you will be ex-
tracting without making it shorter 
than the rug. It’s OK if the ends of 
the Rug Sucker stick out.

Roll the rug over the Rug Sucker 
allowing the suction to grab the 
rug. Tuck the rug and roll as tightly 
and evenly as possible.

It may be necessary to cover any 
exposed vacuum holes with  
Sucker Sox.

Place the Rug Sucker approx. 6-8 
inches from the edge of the long 
side of the rug.

For best results, add water to the 
first roll.

Watch the clear sight window for 
rushing water. Once you only see 
wisps of water moving through, 
leave the vacuum on and unroll 
the rug to the first roll and let it 
extract for an additional minute.
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Tips & Troubleshooting

1. If the sight elbow has  large  amounts of flowing water, leave the valve CLOSED.

2. If there is pooling water in the sight tube, open the valve SLOWLY until the flow of water increases. There will come 
a point when m ore  air than water is moving through the sight tube. If this happens, close the valve until you get to the 
point where the water is flowing more. If the water stops flowing, open the valve and start the process over again.

3. The Rug Sucker works first by extracting the bulk of the water through the use of vacuum in the first couple minutes. 
The rest of the water and moisture will be extracted by the air moving through the rug.

4. Watching the sight elbow is paramount to knowing when your rug is nearing completion of extraction. Each rug is 
different. Each vacuum is different. Average extraction time with the Mytee ETM with 2.5” hose at 25’ is 8 minutes. This 
machine will pull 14” of Hg and 300 CFM at the cuff that connects to the Rug Sucker. This may vary based on the vacu-
um being used.

5. Rolling the rug is important. Whether rolling it sideways or longways, make sure that the pile is laying TOWARDS 
the user as you roll allowing the rug to tighten around the tool as it is rolled. The fewer rolls to extract, the quicker the 
extraction time. The width should not matter unless an underpowered vacuum is being used.  The benefits to sideways 
are: Fewer rolls to extract, more even drying of fringes, prevents fringes from dying if rug is a bleeder.

6. If the rug is almost exactly the size of the Rug Sucker, you may not need to use Sucker Sox to cover the ends. Cover-
ing the ends has one purpose, to concentrate the suction THROUGH the rug. If the user hears or feels vacuum loss on 
either end, take steps to cover those areas with Sucker Sox.

7. The outer layers will always be dryer than the inner layers. Unrolling the rug more slowly with the vacuum on can 
alleviate this  b ut is not necessary. H owever, allowing the final roll or two to receive an additional minute of vacuum 
time can decrease the uneven drying that will occur by simply shutting the vacuum off and unrolling the rug. Allowing 
it some one-on-one vacuum time can avoid cellulosic browning to the fringes.

*D o not ever lift the rug while rolled around the tool, It is N OT A LIFTING DEVICE. *

Please visit www.ruggedind.com for further information.
 Rugged Industries, Inc. manufactures The Rug Sucker under exclusive license from Rug Reviver.

Scan code 
to watch  
our set-up 
video.

Scan code 
to view our 
warranty 
policy.

https://www.youtube.com/watch?v=ryYElinxaNc&feature=youtu.be
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