
 Capacity 
 . maximum number of persons (cat. B) :  7  7 
 . maximum payload (cat. B) :  1500 kg  3300 lb 
 . floorboard usable area :  1.80 m  2  19.4 ft  2 

 . buoyancy tube volume :  3.72 m  3  131 ft  3 

 Dimensions 
 . overall length :  3.60 m  11’ 10” 
 . overall width :  1.95 m  6’ 05” 
 . weight empty :  65 kg  183 lb 
 . buoyancy tube diameter :  0.40 m  26” 

 Safety 
 . airtight compartments on main tube :  2 
 . thwarts tubes :  2 
 . inflatable floor :  1 
 . inflatable peripheral collar :  1 
 . floating anchor kit (15m / 50 ft line) :  1 
 . signals mirror :  1 
 . whittles :  1 
 . sponge :  1 

 Fabric 
 . main buoyancy tube :  black, 1100 dtx, polyamide, CSM/neoprene 
 . bottom :  black, 1100 dtx, polyamide, CSM/neoprene 
 . peripheral collar :  black, 1100 dtx, polyamide, CSM/neoprene 



 floor 
 . inflatable :  yes 

 inflation 
 . inflation valves A7 on main tube :  2 
 . inflation valves A7  on thwarts tubes :  1 on each 
 . inflation valve A7 on floor :  1 
 . inflation valve A7 on peripheral collar :  1 

 reinforcements 
 . all patches reinforcements :  yes 

 handling 
 . exterior lifeline, laced on stainless steel D-rings :  1 
 . lateral carrying soft handles :  8 
 . internal carrying soft handles :  6 
 . under bottom handles :  7 
 . bow ring :  1 

 towing 
 . bow towing D-rings :  2 
 . aft towing D-rings :  2 

 Other equipment 
 . boat carrying bag :  1 
 . foot pump :  2 
 . repair kit (including pressure indicator) :  1 
 . floating knife :  1 
 . paddles (telescopic) :  2 

 T  HIS  MATERIAL  CONTAINS  PROPRIETARY  DATA  BELONGING  TO  ZODIAC MILPRO INTERNATIONAL. U  NAUTHORIZED  DISCLOSURE  ,  USE  OR  REPRODUCTION 
 WILL  RESULT  IN  LIABILITY  . ZODIAC MILPRO INTERNATIONAL  RESERVES  THE  RIGHT  TO  CHANGE  THE  SPECIFICATIONS  OF  THIS  TECHNICAL  DATA  SHEET  WITHOUT  NOTICE  . 

 Dimensions and weight + or - 3 % (5% on prototype) 


