
‭CAPACITy‬ ‭ENGINE POWER (optional) ‬
‭. maximum number of persons :‬ ‭4‬ ‭4‬ ‭. shaft length :‬ ‭Short‬ ‭15"‬
‭. maximum payload  :‬ ‭400 kg‬ ‭880 lb‬ ‭. maximum power :‬ ‭4 hp‬ ‭3 kW‬

‭. speed approx.‬ ‭4 kt‬
‭DIMENSIONS‬
‭. overall length :‬ ‭2.74 m‬ ‭9’‬
‭. inside length :‬ ‭2.01 m‬ ‭6‘ 7“‬ ‭SAFETY / INFLATION‬
‭. overall width :‬ ‭1.48 m‬ ‭4’ 10“‬ ‭. airtight compartments on main tube :‬ ‭2‬
‭. inside width :‬ ‭0.70 m‬ ‭2’ 4“‬ ‭. assembly time :‬ ‭7 minutes‬
‭. weight empty :‬ ‭20 kg‬ ‭43 lb‬
‭. buoyancy tube diameter :‬ ‭38 cm‬ ‭15 “‬
‭. folded dimensions :‬ ‭0.89 x 0.46 m‬‭2‬

‭35” x 18”‬

‭FABRIC‬
‭. main buoyancy tube :‬ ‭military grey, 1100 dtx, polyester, CSM / neoprene‬
‭. bottom :‬ ‭black, 1100 dtx, polyester, CSM / neoprene‬



‭VALVES‬ ‭TOWING and LIFITING‬
‭. inflation valves on main buoyancy tube :‬ ‭2‬ ‭. bow large towing D rings, reinforced :‬ ‭2‬

‭REINFORCEMENTS‬ ‭HANDLING‬
‭. peripheral rubbing strake, flat profile, black :‬ ‭1‬ ‭. exterior lifeline :‬ ‭2‬

‭. bow carrying handle and mooring D ring :‬ ‭1‬

‭OPTIONAL Equipment‬
‭. inflatable beam thwart‬
‭. transom removable‬

‭T‬‭HIS‬ ‭MATERIAL‬ ‭CONTAINS‬ ‭PROPRIETARY‬ ‭DATA‬ ‭BELONGING‬ ‭TO‬ ‭ZODIAC MILPRO INTERNATIONAL. U‬‭NAUTHORIZED‬ ‭DISCLOSURE‬‭,‬‭USE‬ ‭OR‬ ‭REPRODUCTION‬
‭WILL‬ ‭RESULT‬ ‭IN‬ ‭LIABILITY‬‭. ZODIAC MILPRO INTERNATIONAL‬‭RESERVES‬ ‭THE‬ ‭RIGHT‬ ‭TO‬ ‭CHANGE‬ ‭THE‬ ‭SPECIFICATIONS‬ ‭OF‬ ‭THIS‬ ‭TECHNICAL‬ ‭DATA‬ ‭SHEET‬ ‭WITHOUT‬ ‭NOTICE‬‭.‬

‭Dimensions and weight + or - 3 % (5% on prototype)‬


