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C

1.OUTLET BOX (EXCLUDED) 
2. FIXTURE SCREW
3. MOUNTING BRACKET 
4. WHITE  FIXTURE WIRE
5. BLACK FIXTURE WIRE
6. FIXTURE GROUND WIRE
7. WIRE NUTS

8. FACE PLATE
9. HOUSE GROUND WIRE
10. WHITE  SUPPLY WIRE
11.BLACK  SUPPLY WIRE

•Pull the power supply wires out from the OUTLET BOX (1) and mount the MOUNTING BRACKET (3) to the OUTLET 
BOX (1), using MOUNTING SCREWS (2).

•Attach the power supply wires to the fixture lead wires by connecting BLACK to BLACK (11), 
WHITE to WHITE (10).  Attach the POWER SUPPLY GROUND WIRE (6) from the OUTLET BOX 
and the FIXTURE GROUND WIRE (9) by using WIRE NUT(7).

•After wires are connected, tuck them carefully inside the outlet box. 

•Place face plate (8) on  fixture

•This is integrated led fixture, no bulbs to replace 

Stair light dimming range varies from different dimmers. Cloudy Bay recommends dimmers below:

Cloudy Bay CBLD001WH,

Lutron DV-600P,    Lutron PD-6WCL,    Lutron MACL-153M,    Lutron 603P,          

Leviton DSL06,      Leviton RNL06,
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