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Ember Ceramic Mug Display Instructions

(1) Ceramic Mug Display
(1) Charger Wire Adapter
(3) Screws
(3) Wingnuts

Parts included
in Package:

(1) Back Magnet Graphic
(1) Front Magnet Graphic
(1) 2-Piece Base Magnet Graphic
(1) Center Magnet Graphic

Remove the L-bracket on the right side of the Travel 
Mug Display by unscrewing the wingnut on the right 
side on the back of the display and the 2 on the right 
side underneath the display.

Unpack the Ceramic Mug Display.  Add the L-bracket 
to the right side of the Ceramic Mug Display by 
screwing in the 3 wingnuts (removed from Step 2) to 
the back and bottom of the display.

Watch Step-by-Step Video
Visit ember.com/sbuxdisplay

Need help or have questions?
Call (805) 500-2165

2.

1. 3.

4. 5.

Secure the Ceramic Mug Display to the right of the 
existing Travel Mug Display using the 3 screws and 3 
wingnuts (both included in Package).

Remove the Back Cover by unscrewing the 2 
wingnuts on the back center and 2 wingnuts under 
the center of the display.  Do not pull the Back Cover 
too far to prevent damaging the wire.

- Locate the existing Black Travel Mug Display.
- Ensure display is unplugged from the wall.
- Discard all 4 existing brown magnet graphics.



7.

NOTE:

8.

9.

While supporting the green circuit board, plug the 
blue/white wire from the back of the Ceramic Mug 
Display into the slot on the circuit board labeled 
“MUG”.

On the inside of the Back Cover, unplug the black 
charger cable from the green circuit board.

Ensure the blue/white vwires come out through the 
side cut outs of the Back Cover. Place the Back Cover 
onto the display and secure with the 4 existing 
wingnuts (removed in Step 5).

While supporting the green circuit board, insert the 
male end of the Charger Wire Adapter back into the  
green circuit board.

- If circuit board slides off, simply slide back onto pins
- Wires WILL criss-cross when Back Cover is placed 
back onto display.

10.

6.
WIRES WILL CRISS-CROSS

Insert  the charger cable into the female end of the 
Charger Wire Adapter (included in Package).

CHARGER WIRE ADAPTER



CHARGING THE DISPLAY

Apply the Front Magnet Graphic and the 2-Piece Base 
Magnet Graphic onto the display as shown. Be sure 
the right piece of the Base Magnet Graphic slides 
under the charging unit. Please ensure the Magnet 
Graphic is aligned and centered.

Apply the Center Magnet Graphic onto the center 
holder.  Please ensure the Magnet Graphic is aligned 
and centered.

Apply the Back Magnet Graphic onto the display as 
shown. Position the cutouts around the brackets.    
Please ensure the Magnet Graphic is aligned and 
centered.

11. 12.

14.13.

THE DISPLAY IS NOW UPDATED
Please ensure the display stays charged.  See below.

Please use the wall plug 
attached to the Back Cover to 
charge the display weekly for 
a minimum of 8 hours.8HRS WEEKLY

Watch Step-by-Step Video
Visit ember.com/sbuxdisplay

Need help or have questions?
Call (805) 500-2165


