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WIFI 720P PLUG-N-PLAY PAN/TILT IP  

CAMERA QUICK START GUIDE 

Computer Set Up: 

Plug camera into the wall using included AC Adapter as well as plug it into the Network Router of the house 

using the included Network Cable.  

Let the camera boot up, it will spin around for a few seconds.  

Log on to your computer, input the CD that was included in the Box, and find your operating system (this 

guide was created using a Windows Computer) listed in the CD's contents.  

Double click on the “Windows PC” folder, and inside  you will see the “IP Camera Search Tool.” Click that 

to install. 

IP Camera Search Tool will show the IP Address of the camera that you have plugged in to the WiFi Router. 

If it doesn't show, click “Search” until it does show, or un-plug the camera from the wall and then re-plug it 

in to try again. 

Highlight the Camera's IP Address and click “Open.” This will take you to a web browser where you click 

on the FireFox icon to download the proper plug-ins for the system to work.  

The system will ask you for a username and password: Default username is “admin” with the password left 

blank. 

Allow the Browser to run the plug-ins installed, and you'll probably have to refresh the page to allow it to 

use those plug-ins after you've clicked “allow.” 

The camera should pull up on the screen at this point. There's buttons to push on the side panel, with direc-

tional arrows to turn the camera this way and that, along with some other options. 

One of the buttons looks like a Cogwheel, click that to get into the Settings of the camera. Here you can 

change different settings like the default username/password, language, Network settings to allow for remote 

access and the like. 

Connecting the Camera to your WiFi is through the Network settings of this panel, then through the WiFi 

option. Here you choose the Network you wish to connect it to, hit the “Connect” button, and it will take you 

to a new window that will ask for the “Pass Phrase” of the WiFi Router, the same password you use to log on 

to your WiFi. 

The device will now Reboot 

Now you can log directly into your camera from remote access, just by typing in the IP Address into any 

Web Browser and then using your new username and password to log in. 
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Mobile Phone Set Up: 

Plug camera into the wall using included AC Adapter as well as plug it into the Network Router of the house 

using the included Network Cable. 

Let the camera boot up, it will spin around for a few seconds.  

Download P2PLiveCam from App Store for IOS device or from GooglePlay. 

Open P2PLiveCam on your cell phone, at the top of the screen will how a + to indicate that is where you add 

new cameras. Click on the “Add new online camera”  

You can add a camera two ways, by scanning the QR Code on the camera or search the cameras in LAN. 

Click QR Scan to open up the camera to scan the QR Code on the camera, or type in the UID of the camera 

(which will look like CMCE27......) and the password is 8888 by default. 

Select the camera you've just added to start viewing live video and tap on the black area to launch the control 

panel where you can spin the camera around or turn on Night Vision. 

At the main menu of the P2PLiveCam, you will see the connected cameras listed. Click on the cog wheel 

icon next to the camera you just added and a new window will pop up that lists “Advance Config” as on op-

tion to push. Push that to get into the WiFi Settings. 

Click on WiFi Config and enter in your Router's name and password to allow the camera to connect wire-

lessly with the router, allowing you to access the camera from remote locations. 

Back at the “Advance Config” Menu, click on “SDCard Record Config” to set device to “Record All Day” 

or to “Record When Alarms” to only record when Motion is Detected, and also to set the default recording 

resolution, record sound and loop recording to enable the camera to overwrite on itself once it fills up the 

recording capacity. 

At the “Advance Config” Menu again, click on “Alarm Config” to switch on Alerts to your Cell Phone with 

the “Warning Tone.” 

You are now able to disconnect the camera from the Network Router and the power and install the camera in 

the desired location. 


