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DIY 1080P NANNY CAMERA KIT 

QUICK START GUIDE 

Step 1: Download and Install App the called Pro iCam. It is a free download. 

 

Step 2: Plug the Clock into an outlet using the USB power cable provided. On the back of the clock remove the back 

panel and turn the device on. Wait about two minutes while the Clock registers on WiFi. 

 

Step 3: Next use your Smart phone and go into the setting, go into your WiFi setting. Next go to Search and Connect 

Device's. Look for the WiFi connection named YM..... and connect to it. You will be able to tell when you have con-

nected to it, it will give you the same icon as if you are connected to a normal WiFi connection. 

 

Step 4: Next open the app Pro iCam. Press the + sign in the top right corner. Next press the Setup camera WiFi con-

nection button. Next press the QR Scan button. Use the camera to scan the QR code on the WiFi Clock. You can also 

enter the number manually in the UID space provided. The UID is located above the QR code on the WiFi Clock. 

 

Step 5: Go to the SSID and make sure that you have your WiFi connection selected, then add the password for your 

WiFi connection. Next press Start configuring WiFi. It may take a up to a few minutes to configure. 

 

Step 6: Wait till you get the message “The WiFi connection has been configured”. After you see this message press 

the Add New Camera Button. Select the Camera at the top. All the information should be filled in automatically. At 

the bottom of this page press the OK button. 

 

Step 7: At the top of the screen you will see the camera press on it. Once you do this it will take it a few seconds to 

connect to the camera. Once it is connected you are done! Note: If you are unable to connect close the App and reopen 

and repeat step 7. 

 

Step 8: Once you are connected you can touch the black area at the bottom of the screen. This will bring up a Menu. 

Using this Menu you can change the resolution of the camera, at the top of the screen it defaults to 480, but you can 

change it to a higher resolution up to 1080P. Below that you can adjust the brightness of the camera. 

 

Step 9: At the bottom of the Menu screen you have more options. There is a camera button that you can press to take a 

snap shots of what the camera is viewing. Also if you would like to record video you can press the movie camera but-

ton and it will record directly to your Smart phone. 

 

Step 10: While viewing the App you have the ability to zoom if you want. To do this just place your fingers on the 

camera view and zoom just like you would normally do on a phone camera. 

 

Step 11: To get to settings, open the App, at the top next to your Camera, there is a setting button on the right side of 

the screen select this. Next select Advance Config from here you can change the settings like, Time and Date, also you 

can configure the SD card, you can select the resolution it records in, the length of the files, and also if you would like 

the SD card to overwrite when it gets full. 

 

Step 12: If you want you can also receive alerts if motion is detected in the setting select Alarm Config and select E-

Mail Alert to turn it on then press OK at the bottom. 

 

Step: 13 Internal Storage, this device can hold up to a 32GB Micro SD card. ***NOTE: Every time you insert the mi-

cro SD card, device will format the card and start to record automatically. PLEASE BE SURE TO SAVE ANY DATA 

YOU WANT TO KEEP BEFORE YOU INSERT SD BACK INTO DEVICE, IT WILL BE ERASED ONCE YOU 

INSERT THE SD CARD INTO THE DEVICE.*** 

 


