






Elevate your solventless 
bubble hash production.
FDA Recognized Food Contact Safe Materials

Removable False Bottom

Cryogenic Insulated Sleeve

Strategically Placed Ports

Bruteless vessels are FDA food grade contact compliant and 
feature sanitary welded stainless steel. Extremely easy to clean 
with no nooks or crannies for bacteria/mold to grow.

A removable stainless steel false bottom protects your trichomes 
during the wash process, keeping your ice and work bags 3” 
above your hash. Integrated baffles create a turbulent-free zone 
at the bottom for gentler resin isolation.

Thick 1” cryogenic insulated sleeve dramatically reduces ice 
usage by up to 50%. The Bruteless™ vessels can maintain a 
constant temperature of 34°F for 90 minutes or more with only 
one load of ice.

Each washer offers multiple ports: to drain, fill, skim, view, and 
more. These ports allow you to see your yields as you wash, 
maintain accurate water temperatures, and save time on fluid 
management. A sturdy stainless steel lid is also included.

Bruteless Hash Washers

Potential labor 
savings of up to 60%, 

or up to $67,200 
per year

Cuts drain and wash 
time in half or more

Reduces ice usage 
by half or more

Multiple drain valve 
locations to hook up a 

recirculating system for 
maximum efficiency

$



Return on Investment
Based on 8hr work day    |    Yield range per day: (3-6% fresh frozen to dry hash weight)    |    Revenue based on conservative $30/per gram 
wholesale price

20 Gallon

30 Gallon

44 Gallon

65 Gallon

$1,195

$2,545

$3,145

$4,045

Return on equipment investment within 2 days at 4% yield

Return on equipment investment within 2 days at 4% yield

Return on equipment investment within 1 days at 4% yield

Return on equipment investment within 1 days at 3% yield

11+ lbs of fresh frozen per day

22+ lbs of fresh frozen per day

44+ lbs of fresh frozen per day

66+ lbs of fresh frozen per day

Max volume per wash

Max volume per wash

Max volume per wash

Max volume per wash

Volume per day

Volume per day

Volume per day

Volume per day

2,500g

5,000g

10,000g

15,000g

5,000g

10,000g

20,000g

30,000g

Two batches, washed 3x each

Two batches, washed 3x each

Two batches, washed 3x each

Two batches, washed 3x each

Yield range per day 

2 ports

4 ports

4 ports

5 ports

Yield range per day 

Yield range per day 

Yield range per day 

150g - 300g

300g - 600g

600g - 1,200g

900g - 1,800g

$4,500 - $9,000 revenue per day

$9,000 - $18,000 revenue per day

$18,000 - $36,000 revenue per day

$27,000 - $54,000 revenue per day



The

Axis
Trichome Separator

Starting at
$29,500
+ shipping & handling 

Less work, more hash

Mimics hand paddle agitation

Massive throughput and quick ROI

Backwards compatible with most existing Bruteless vessels

The Axis trichome separator system is the latest evolution in solventless 
processing technology, enabling hash makers to greatly increase efficiency and 
throughput of their hash washing process. By separating the source of agitation 
from the vessel, the Axis allows operators to simultaneously wash in one vessel, 
while pre-soaking, settling, draining, and filtering in others.

By utilizing an ultra low shear gearbox-adjusted servo motor instead of high shear 
impellers common in other trichome separators, the Axis mimics hand paddle 
control so that users can make any type of ice water hash SKU with ease. The 
joystick paddle controller is combined with the Pressware™ touchscreen interface, 
which enables operators to easily create their own custom hash washing recipes 
or use factory tuned pre-loaded ones for true washing consistency from batch to 
batch.

Wash, filter, and collect up to 132 lb (60,000 grams) or more of fresh frozen 
material per 9 hour shift with the Axis trichome separator. ROI is achievable in 2 
months or less for most operations, and labor savings ROI alone is often achieved 
versus hand-washing in 6 months or less.

The Axis trichome separator system is backwards compatible with existing 30, 
44, and 65 gallon Bruteless hash washing vessels. With its quick change paddle 
system, you can easily swap paddles to wash in different sized vessels depending 
on your batch size and needs.






























