
Axis Longs Peak Press Pikes Peak Press Pneumatic Hash Pump

0.5 2.7 2.2 5 - 12 CFM*



CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

10.6 95 -125 psi 125 psi 220V 1 Ph 14 amp 20 gal 75 / 65 dB Desiccant

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

15.2 150 - 175 psi 175 psi 230V 1 Ph 24 amp 60 gal 80 dB Refrigerated

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

3.8 145 - 175 psi 175 psi 110v / 60hz 12 amp 20 gal 70 dB Desiccant
 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press

 

Compatibility Pneumatic Hash Pump

 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press Pneumatic Hash Pump

 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press Pneumatic Hash Pump

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

8.5 130 -150 psi 150 psi 230V 1 Ph or 
230/208/460/575V 3Ph

19 or 
11/13/6/3 amps 60 gal 61 dB Refrigerated



 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press Pneumatic Hash Pump

 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press Pneumatic Hash Pump

 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press Pneumatic Hash Pump

 

Compatibility Pikes Peak Rosin Press Longs Peak Rosin Press Pneumatic Hash Pump

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

16.6 130 -150 psi 150 psi 230V 1 Ph or 
230/208/460/575V 3Ph

27 or 
16/19/8/3 amps 60 gal 62 dB Refrigerated

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

21.2 130 -150 psi 150 psi 230V 1 Ph or 
230/208/460/575V 3Ph

36 or 
20/22/10/3 amps 60 gal 64 dB Refrigerated

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

33 150 -175 psi 175 psi 230/208/460/575V 3Ph 30/32/15/6 amps 120 gal 66 dB Refrigerated

CFM
Pressure

Voltage Amperage Tank Size Decibel 
Rating Dryer

Standard Operating Max

47 150 -175 psi 175 psi 230/208/460/575V 3Ph 30/42/20/6 amps 120 gal 68 dB Refrigerated


